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Stormwater Pollution Prevention Plan {SWPPF)
East Reservation Infrastructure Phase 2

SECTION 1: CONTACT INFORMATION/RESPONSIBLE PARTIES

1.1 Operator(s) / Subconiractor(s)

Instructions (see definition of “operator” ot CGP Part 1.1.1):

— Identify the operator(s) who will be engaged in construction activities at the site.
Indicate respective responsibilities, where appropriate. Also include the 24-hour
emergency contact.

— List subcontractors expected to work on-site. Notify subcontractors of stormwater
requirements applicable to their work.

— Consider using Subcontractor Agreements such as the type included as a sample in
Appendix G of the Template.

Operator(s):

San Manuel Band of Mission Indians
Mike BeDell

101 Pure Water Lane

Highland, CA 92349

[909) 425-3590
MBedell@sanmanuelnsn.gov
Property Owner

Subcontractor(s):
Sukut Construction, LLC (GC)

4010 W. Chandler Ave.
Santa Ang, CA 92704
(714) 540-5351

(714) 545-2033

Emergency 24-Hour Contact:

San Manuel Band of Mission Indians
Mike BeDell

101 Pure Water Lane

Highland, CA 92349

(909) 425-3590
MBedell@sanmanuel-nsn.gov
Property Owner

EPA SWPPP Template, Version 2.1 1



1.2 Stormwater Team

Stormwater Pollution Prevention Plan [SWPPP)

East Reservation Infrastructure Phase 2

instructions (see CGP Part 7.2.2):

required).

- Identify the individuals {by name or position) that are part of the project's stormwater
team, their individual responsibilities, and which members are responsible for
inspections. At a minimum the stormwater team is compnsed of individuals who are
responsible for overseeing the development of the SWPPP, any later modifications to it,
and for compliance with the permit requirements (i.e., installing and maintaining
stermwater controls, conducting site inspections, and taking corrective actions where

— Each member of the stormwater teom must have ready access to either an electronic
or paper copy of applicable portions of the 2017 CGP and the SWPPP.

Mike BeDell
Project Manager

(P09) 425-3590
MBedell@sanmanuel-nsn.gov

Mission Indians is the
owner of East
Reservation
Infrastructure Phase 2
project. San Manuel
Band of Mission Indians
Is the initial permittee
applying for pemit
coverage and will be
primarily responsible for
developing and
implementing the
SWPPP. San Manuel
Band of Mission Indians
is responsible for the
overall site
development and will
implement and
maintain the Best
Management Practices
(BMPs) specified in
Sections2and 3,
conduct inspections
(Section 5) and address
stormwater over the
entire site including all
areas disturbed by
construction activities,
areas used for material
storage, discharge
points and construction
ehirance/exits.

Siormwater Team
Name and/or position, and contact Responsibilities | Have Read the CGP and
Understand the Applicable
Requirements
San Manuel Band of Mission Indians San Manuel Band of K Yes

Date: 11/30/2017

EPA SWPPP Template, Version 2.1
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P

Sukut Construction, LLC (GC) Implementing all Yes

Insert Position elements of the CGP Date: Click here to enter a date.
714) 540-5351 and SWPPP, including

(714) but not limited to: / / / 6>

s Ensuring all BMPs
are
implemented,
inspected, and
properly Rop  Womagey

maintained;

e Performing non-
stormwater and
stormwater visual
observations and
inspections;

s Performing non-
stormwater and
storm sampling
and anailysis, as
required;

e Performing
routine
inspections and
observations;

e Implementing
non-stormwater
management,
and materials
and waste
management
activities such as:
monitoring
discharges;
general site
clean-up;
vehicle and
equipment
cleaning. fueling
and
maintenance;
spil control;
ensuring that no
maferials other
than stormwater
are discharged
in quantities
which will have
an adverse
effect on
receiving waters
or sform drain

— systems. |
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Hunsaker & Associates
Kris Weber, QSD# 00041

Principal
{949) 583-1010
kweber@hunsaker.com

Insert Responsibility _Yes
Dafe: Click here to enter a date.

//-F6-07
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Stormwater Pollution Prevention Plan {SWPPF)
East Reservation Infrastructure Phase 2

SECTION 2: SITE EVALUATION, ASSESSMENT, AND PLANNING

2.1 Project/Site Information

Inshructions (see “Project/Site Information” section of Appendix J - NOI form):

— In this section, you are asked to compile basic site information that will be helpful when
you file your NOL.

Project Name and Address

Project/Site Nome: East Reservation Infrastructure Project Phase 2
Project Street/Location: Northeast of Taamiat Road/North Orange Street
City: Highland

State: CA

ZIP Code: 92349

County or Similar Subdivision: San Bernardino County

Business days and hours for the project: Monday- Friday: 8:00 A.M to 5:00 P.M.

Project Latitude/Longitude

Latitude: 34.147963° N Llongitude: - 117.211422° W
(decimal degrees) (decimal degrees)
Latitude/longitude data source:

O Map [Oops Other specify): Google Earth

Horizontal Reference Datum:
NAD?27 [INADS83 [ wGss4

Additional Project Information

Are you requesting permit coverage as a "federal operator" as defined [ yves [ No
in Appendix A of the 2017 CGP¢

Is the project/site located on Indian country lands, or located on a X ves [No
property of religious or cultural significance to an indian tiibe?

If yes, provide the name of the Indian tribe associated with the area of Indian country
(including the name of Indian reservation if applicable), or if not in Indion country, provide the
name of the Indian tibe associated with the property: San Manuel Band of Mission Indians

EPA SWPPP Template, Version 2.1 5



Stormwater Pollution Prevention Plan (SWPPP)

East Reservation Infrastructure Phase 2
\__

If you are conducting earth-disturbing activities in response to a public emergency, document
the cause of the public emergency (e.g., notural disaster, extreme flooding conditions],
information substantiating its occurrence (e.g.. stafe disaster declaration], and a description of
the construction necessary to reestablish effective public services:

2.2 Discharge Information

Instructions (see “Discharge Information” section of Appendix J ~ NOI form):

— Inthis section, include information relating to your site’s discharge. This information
Corresponds to the “Discharge Information” section of the NOI form.

- List all of the stormwater points of discharge from your site. Identify each point of
discharge with a unique 3-digit ID (e.g., 001, 002).

- For each unique point of discharge you ist, specify the name of the first water of the
US. that receives stormwater directly from the point of discharge and/or from the MS4
that the point of discharge discharges to. You may have multiple points of discharge
that discharge to the same receiving water.

— Next, specify whether any waters of the U.S. that you discharge fo are listed as
“impaired” as defined in Appendix A, and the pollutants causing the impairment.
Identify any Total Maximum Daily Loads (T MDL) that have been completed for any of
the waters of the U.S. that you discharge to and the pollutants for which there is a TMDL.
For more information on impaired waters and TMDLs, including a list of TMDL contacts
and links by state, visit https://www.epa.gov/imdl,

~ Finally, indicate whether any water of the U.S. that you discharge to is designated as a
Tier 2, Tier 2.5, or Tier 3 water and if so, what the designation is (2, 2.5, or 3). A list of Tier 2,
2.5, and 3 waters Is provided in Appendix F.

Does your project/site discharge stormwater into a Municipal Separate Yes [ No
Storm Sewer System (MS4)2 Connects to Existing 48" Pipe per City of
San Bemardino Storm Drain, Tract 8277 (DWG. NO. 5497)

Are there any waters of the U.S. within 50 feet of your project’s earth O ves No
disturbances?

EPA SWPPP Template, Version 2.1 6



Stormwater Pollution Prevention Plan {SWPPP)
East Reservatior: Infrastructure Phase 2

For each point of discharge, provide a point of discharge ID {a unique 3-digt ID, e.g., 001, 002), the name of the first water of the U.S. that
recelves stormwaler direchly from the point of discharge and/or from the M$4 that the polnt of discharge discharges to, and the following
recelving water information, i applicable: <o c :
Point of Name of . Is the lFyes, istthe | HasaTMDL Y I yes, list Pollutant(s} - | Is this If yes, specify
Discharge | receving receving . | pollutants been - TMDL Neme | for which receiving which Tier (2,
D . water water that are completed and ID there is a water 25 or3)2 |
o g impaired [on | causing the | for this : T™MDL: - designated | - -
the CWA impaiment: | receiving - as aTier 2,
303(dj ist)e - . . . | waterbody? Tier 2.5, or Tier
3 water?

001 Baildridge OvYes ® No OYes X No | O vYes B No

Creek

(SBCFCD} '
002 Upper Warm | 11 ves & No OYes X No OYes X No

Creek

Channel

{SBCFCD) |
003 TwinCreek | [ ves ® No Oves X No Oves B No

Channel

(SBCFCD}
004 Santa Ana | [ Yes ® No OYes X No Oves & No

River [Reach

5)
05 Santa Ana | OYes X No OYes & No ! OYes ® No

River [Reach |

4 L
006 Santa Ana | [ ves & No OYes X No | O Yes & No

River {Reach |

3
007 SantaAna | OYes X No O vYes X No | DiYes X No

River [Reach !

2) |
008 Santa Ana OYes X No OYes & No | Oves ® No

River {Reach i

1] i

EPA SWPPP Template, Version 2.1




Stormwater Pollution Prevention Plan (SWPPP)
East Reservation Infrastructure Phase 2

2.3 Nature of the Consiruction Acftivities

Instructions (see CGP Parls 1.2.1.c and 7.2.3):

— Provide a general description of the nature of the construction activities at your site,

— Describe the size of the property (in acres or in miles if a linear construction site), the
total area expected to be disturbed by the construction activities (to the nearest
quarter acre or quarter mile if a linear construction site), and the maximum areq
expected to be disturbed at any one time.

— Indicate the type of construction site, whether there will be certain demolition activities,
and whether the predevelopment land use was for agriculiure.

- Provide a fist and description of all pollutant-generating activities (e.g., paving
operations; concrete, paint, and stucco washout and waste disposal; solid waste
storage and disposal; and dewatering operations) and indicate for each activity the
type of poliutant that will be generated (e.g., sediment, fertilizers, pesticides, paints,
caulks, sealants, fluorescent light ballasts, contaminated substrates, solvents, fuels) and
could be discharged in stormwater from your site.

— Describe the construction support activities covered by this permit {see Part 1.2.1.c of
the pemit).

General Descripfion of Project

Projectrelated disturbance will occur on approximately 135 acres of undeveloped land. Proposed
improvements include rough grading and lot-specific improvements for the development of low
density residential dwelling units encompassing 42 pads under ullimate built-out condition,
including wet and dry utilities landscaping and related improvements .

The limits of disturbance are shown on improvement plans referenced for this project and the
SWPPP Exhibit.

General construction sequence is as follows: rough, grading, precise grading, foundation and
utility construction, paving, vertical improvements and landscaping/final stabilization.

Size of Construction Site
Size of Property 135 acres
Total Area Expected to be Disturbed by 135 acres

Construction Activities

Maximum Areaq Expected to be Disturbed at 135 acres
Any One Time

Type of Construction Site (check H}ﬁcf applyl:
X single-Family Resji}:lenﬁql Multi-Fqmily Residential [0 commercial [T Industrial

[ institutional | Highway or Road utiity [ Other

EPA SWPPP Template, Version 2.1 5



Will there be demolition of any structure built or renovated
before January 1, 19802

If yes, do any of the structures being demolished have at least

10,000 square feet of floor space?

was the pre-deveiopment land use used for agriculture {see

Stormwater Pollution Prevention Plan {(SWPPP)
East Reservation infrastructure Phase 2

O Yes No
Ovyes L[lNo N/A
O ves No

Appendix A for definition of “agricuttural land”)?

Pollutant-Generating Activitles

List and describe all pollutani-generating activities

and indicate for each activity the type of

pollutant that will be generated. Take into account where potential spills and leaks could occur
that contribute pollutants to stormwater discharges, and any known hazardous or toxic

substances, such as PCBs and asbestos, that will

be disturbed during construction.

Poliutant-Generating Activity . )
(e.g., paving operations, concrete, paint, and
stucco washout and waste disposal; solid waste
storage and disposal; and dewatering operations}

pollutants or Pollutant Constituents

(e.g.. sediment, fertilizers, pesticides, paints, caulks,
sealants, flucrescent light ballasts, contominated
substrates, solvents, fuels) =

Earthwork [e.g. grading, trenching, and
excavatfion, import, export, and stockpiling of
soil)

Sediments, sand, gravel

Construction of erosion and sediment control
measures {e.g. desilting basins, down drains,
storm drain system, sand bag dikes, and slope
protection)

sediments, sand, gravel, cement, concrete,
fertilizers

Vehicle and construction equipment storage,
cleaning, maintenance fueling, and stored
fuel management

Diesel fuel, engine coolant, engine oil,
gasoline, grease, transmission oil

Portable sanitary and septic waste
management

Sanitary waste

Utility installation (e.g.. gas, electric, domestic
water, reclaimed water, cable, storm drain,
telephone and related communication lines,
and sanitary sewer)

Asphalt, concrete, sediment

Concrete waste management

Cement, concrete, concrete slurry, curing
compounds

Washing of stone, concrete, or masonry with
acids or other similar compounds

Cement, concrete, concrete slurry, curing
compounds

Paving (asphalt and concrete)

Asphalt, cement, concrete, concrete slurry,
curing compounds

Sweeping and washing of paved areas
(including streets} and buildings

Animal waste, cleaning soivents, diesel fuel,
solid waste, litter

Managemeni of stranded or trapped storm
water

wWash water

Construction of structures

Adhesives, Cement, Concrete, Concrete
slurry, curing compounds, grout, tile and
stone, freated wood

EPA SWPPP Template, Version 2.1




Stormwater Poliution Prevention Pian {SWPPP)
East Reservation Infrastructure Phase 2

Stucco, plastering, scratch coating, etc. Adhesives, cleaning solvents, curing
compounds, drywall compound, grout

Treated materials storage and use (such as Treated wood
treated lumbar and metals)

Solid and hazardous waste management Solid waste, litter
{including disposal)
Material delivery and storage

Painting Paint, sealers
Landscaping (including imigation system Organics
construction)

Ground covers

Construction Support Activities N/A

Describe any construction support activities for the project {e.g.. concrete or asphalt batch
plants, equipment staging yards, material storage areas, excavated material disposal aregs,
borrow areas):

24 Sequence and Estimated Dales of Construction Activities

Instructions (see CGP Part 7.2.5):

— Describe the intended construction sequence and duration of major activities.
~ For each portion or phase of the construction site, include the following:

v' Commencement and duration of construction activities, including clearing and
grubbing, mass grading, demolition activities, site preparation {i.e., excavating,
cutting and filling}, final grading, and creation of soil and vegetation stockpiles
requiring stabilization;

v Temporary or permanent cessation of construction activities:

v' Temporary or final stabilization of areas of exposed soil, The dates for stabilization
must reflect the applicable deadlines to which you are subject to in Part 2.2.14; and

v Removal of temporary stormwater controls and construction equipment or vehicles,
and cessation of any pollutant-generating activities.

— The construction sequence must reflect the following requirements;
v Part 2.1.3 (installafion of stormwater controls); and
¥ Parts 2.2.14 (stabilization deadiines).

Phase |
Grading Activities ({Clearing and Grubbing, Grading, Site Preparation)
Estimated Start Date of Construction Activities for this Phase 1/1/2018 .
Estimated End Date of Construction Activities for this Phase | INSERT ESTIMATED DATE '[ - [~ O

EPA SWFPPP Template, Version 2.1 7




Stormwater Pollution Prevention Plan (SWFPPP)
Eos’r Reservomon 1nfr051ructure Phase 2

Estimated Date(s) of Application of Stabilization Measures
for Areas of the Site Required to be Stabilized

INSERT ESTIMATED DATE? /7 y

Estimated Date(s} when Stormwater Controls will be INSERT ESTIMATED DATE ) - ] - Z ¥o)
Removed

Phase i
Utilities .2 P
Estimated Start Date of Construction Activities for this Phase | INSERT ESTIMATED DATE - -
Estimated End Date of Construction Activities for this Phase | INSERT ESTIMATED DATE —f - /

Estimated Date(s) of Applicafion of Stabilization Measures
for Areas of the Site Required to be Stabilized

INSERT ESTIMATED DATE
y-(~(?

Estimated Date{s) when Stormwater Controls will be
Removed

INSERT ESTIMATED DATE / / 'Z y

Phase Il

Vertical Construction

Estimated Start Date of Construction Activities for this Phase

. y
INSERT ESTIMATED DATE & — f = f 7

Estimated End Date of Construction Activities for this Phase

INSERT ESTIMATED DATE ] —f - 2L

Estimated Date(s) of Application of Stabilization Measures
for Areas of the Site Required to be Stabilized

INSERT ESTIMATED DATE
N 9—(—(7

Estimated Date{s) when Stormwater Controls will be
Removed

y [~(—2Z
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Stormwater Pollution Prevention Plan {SWPPP)
East Reservation Infrastructure Phase 2

2,5 Avuthorized Non-Stormwater Discharges

Instructions (see CGP Parts 1.2.2 and 7.2.5):
— Identify all authonzed sources of non-stormwater discharges. The authorized non-
stormwater discharges identified in Part 1.2.2 of the 2017 CGP include:

Discharges from emergency fire-fighting activities;

Fire hydrant flushings,

Landscape imgation;

Waters used to wash vehicles and equipment, provided that there is no discharge

of soaps, solvents, or detergents used for such purposes;

Water used to control dust;

Potable water including uncontaminated water line flushings;

External building washdown, provided soaps, solvents and detergents are not used,

and external surfaces do not contain hazardous substances (e.g., paint or caulk

containing PCBs);

¥ Pavement wash waters provided spills or leaks of toxic or hazardous materials have
not occurred (unless all spilled matenal has been removed) and detergents are not
used. You are prohibited from directing pavement wash waters directly into any
water of the U.S., storm drain inlet, or stormwater conveyance, unless the
conveyance Is connected fo a sediment basin, sediment trap, or similarly effective
control;

v" Uncontaminated air conditioning or compressor condensate;

¥ Uncontaminated, non-turbid discharges of ground water or spring water;

v" Foundation or footing drains where flows are not contaminated with process
materials such as solvents or contaminated ground water; and

¥ Construction dewatering water discharged in accordance with Part 2.4

A S NN

ANENRN

List of Authorized Non-Stormwater Discharges Present at the She

Type of Authorized Non-Stormwater Discharge Likely to be Present
al Your Site?

Discharges from emergency fire-fighting activities O Yes B No
Fire hydrant flushings O Yes No
Landscape imgation M Yes O No
Waters used to wash vehicles and equipment O Yes No
Water used to control dust Yes O No
Potable water including uncontaminated water line flushings X Yes 1 No
Extemal building washdown (soaps/solvents are not used and external surfaces Yes [ No
do not contain hazardous substances)

Pavement wash waters & Yes [l No
Uncontaminated air condifioning or compressor condensate Yes [1 No

EPA SWPPP Template, Version 2.1 9



Stormwater Pollution Prevention Plan {SWPPP)

East Reservation infrastructure Phase 2

Uncontaminated, non-turbid discharges of ground water or spring water

O ves No

Foundation or focting drains

Yes [ No

Construction dewatering water

X Yes O No

{Note: You are required to identify the likely locations of these authorized non-stormwater discharges

on your site map. See Section 2.6, below, of the SWPPF Template.)

EPA SWPPP Template, Version 2.1



Stormwater Pollution Prevention Plan (SWPPP)
East Reservation Infrastructure Phase 2

2.6 Site Maps

Instructions (see CGP Part 7.2.4);

— Attach site maps in Appendix A of the Template, For most projects, a series of site maps
Is necessary and recommended. The first should show the undeveloped site and its
current features. An additional map or maps should be created to show the
developed site or, for more complicated sites, show the major phases of development.

These maps must include the following features:
— Boundaries of the property and of the locations where construction will occur,
including:
v Locations where earth-disturbing activities will occur, noting any phasing of
construction activities and any demoalition activities;

¥ Approximate slopes before and after major grading activities. Note areas of steep
slopes, as defined in CGP Appendix A;

v Locations where sediment, soll, or other construction materials will be stockpiled:;

¥ Locations of any crossings of waters of the us.:

v" Designated points where vehicles will exit onto paved roads:

v Locations of structures and other Impervious surfaces upon completion of
construction; and

v Locations of on-site and offsite construction support activity areas covered by this

pemit (see Part 1.2.1.c).

— Locations of all waters of the USS., including wetlands, on your site and within one mile
downstream of the site’s discharge point. Indicate which waterbodies are listed os
impaired, and which are identified by your state, tribe, or EPA as Tier 2, Tier 2.5, orTier 3
waters,

— Areas of federally-listed critical habitat for endangered or threatened species within the
site and/or at discharge locations.

— Type and extent of pre-construction cover on the site (e.g., vegetative cover, forest,
pasture, pavernent, structures)

— Dradinage pattem(s) of stormwater and authorized non-stormwater before and after
maqjor grading activities.

— Stormwater and authorized non-stormwater discharge locations, including:

v Locations where stormwater and/or authorized non-stormwater will be discharged
to storm drain inlets; and

v" Locations where stormwater or allowable hon-stormwater will be discharged to
waters of the U.S. (including wetlands).

— Locations of all potential pollutant-generating activities.

— Locations of stormwater controls, including natural buffer areas and any shared controls
utilized to comply with the permif.

— Locations where polymers, flocculants, or other freatment chemicals will be used and

|_ stored.
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SECTION 3: DOCUMENTATION OF COMPLIANCE WITH OTHER FEDERAL REQUIREMENTS

3.1 Endangered Species Protection

instructions (see CGP Parts 1.1.5, 7.2.9.q, Appendix D, and the “endangered Species
Protection” section of the Appendix J - NOI form):

Using the instructions in Appendix D of the permit, determine under which criterion listed
below (A-F} you are eligible for coverage under this permit with respect to the protection of
endangered species. To make this determination, you must use information from BOTH the
National Marine Fisheries Service (NMFS) and U.S. Fish and Wildlife Service {USFWS). Both the
NMFS and USFWS maintain lists of Endangered Species Act-listed (ESA-listed) species and
designated critical habitat. Operators must consult both when determining their eligibility.
—  Check only 1 box, include the required informiation and provide a sound basis for
supporting the criterion selected. Select the most conservative criterion that applies
_  Include documentation supporting your determination of eligibility.
— A step-by-step guide and flow-chart on ESA provisions for EPA's CGP is available at
htips:/ /www.epa.gov/npdes/stormwater-dischar es-consiruction-activities#species

Eligibility Criterion
Under which criterion listed in Appendix D are you eligible for coverage under this permite

Criterion A: No ESA-listed species and/or designated critical habitat present in action areaq.
Using the process outlined in Appendix D of this permit, you certify that ESA-listed species
and designated critical habitat(s) under the jurisdiction of the USFWS or NMFS are not likely
to oceur in your site's “action area” as defined in Appendix A of this permit.

Basis statement content/Supporting documentation: A basis statement supporting the
selection of Criterion A should identify the USFWS and NMFS information sources used.
Attaching aerial image(s) of the site to your NOI is helpful to EPA, USFWS, and NMFS in
confirming eligibility under this criterion. Please Note: NMFS' jurisdiction includes ESA-isted

marine and estuarine species that spawn in inland rivers. Check the applicable source(s) of
information you relied upon:

[0 Specific communication with staff of the USFWS and/or NMFS. INSERT DATE OF
COMMUNICATION AND WHO YOU SPOKE WITH

O species list from USFWS and/or NMES. See the CGP_ESA webpage, Step 2 for available
websites. INSERT SPECIFIC DOCUMENT AND/OR WEBSITE RELIED UPON

] criterion B: Eligibility requirementis met by another operator under the 2017 CGP. The
construction site's discharges and discharge-related activities were already addressed in
another operator's valid certification of eligibility for your “action area” under eligibility
Criterion A, C, D, E, or F of the 2017 CGP and you have confimed that no additional ESA-
listed species and/for designated critical habitat under the jurisdiction of USFWS and/or
NMES not considered in the that certification may be present or located in the “action
areq.” To cerfify your eligibility under this criterion, there must be no lapse of NPDES permit
coverage in the other CGP operator’s cerlification. By certifying eligibility under this
criterion, you agree to comply with any conditions upon which the other CGP operator's
certification was based. You must include in your NO the NPDES ID from the other 2017CGP
operator's nofification of authorization under this permit. If your certification is based on
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another 2017 CGP operator's certification under criterion C., you must provide EPA with the
relevant supporting information required of existing dischargers in criterion C in your NOI
form.
Basls statement content/Supporling documentation: A basis statement supporting the
selection of Criterion B should identify the eligibility criterion of the other CGP NOI, the
authorization date, and confimation that the authorization is effective.
v Provide the 9-digit NPDES ID number from the other operator's NOl under the 2017
cepe__
v' Authorization date of the other 2017 CGP operator: INSERT AUTHORIZATION DATE
OF OTHER OPERATOR

v EBligibility criterion of the other 2017 CGP operator: [JA OOc Op [JE OrF

v’ Provide a brief summary of the basis the other operator used for selecting criterion
A, C, D, E or F: INSERT TEXT HERE

[1 criterion €: Discharges not i ely to adversely affect Histe ies and/or desianat
crifical habitat. ESA-listed species and/or designated critical habitat(s} under the
jurisdiction of the USFWS and/or NMFS are likely to occur in or near your site's “action area,”
and you certify o EPA that your site's discharges and discharge-related activities are not
likely to adversely affect ESA-isted threatened or endangered species and/or designated
critical habitat. This certification may include consideration of any stormwater controls
and/or management practices you will adopt to ensure that your discharges and
discharge-related activities are not likely fo adversely affect ESA-listed species and/or
designated critical habitat. To certify your eligibility under this criterion, indicate 1) the ESA-
listed species and/or designated habitat located in your “action area” using the process
outlined in Appendix D of this permit; 2) the distance between the site and the listed
species and/or designated critical habitat in the action area {in miles); and 3) a rationale
describing specifically how adverse effects to ESA-listed species will be avoided from the
discharges and discharge-reiated activities. You must also include a copy of your site map
from your SWPPP showing the upland and in-water extent of your “action area” with this
NOI.

Basis sfatement content/Supporting documentation: A basis statement supporting the
selection of Criterion C should identify the information resources and expertise (e.g., state
or federal biologists) used to arrive at this conclusion. Any supporting documentation
should explicitly state that both ESA-listed species and designated critical habitat under the
jurisdiction of the USFWS and/or NMES were considered in the evaluation.
¥ Resources used to make determination: INSERT RESOURCES YOU USED TO
DETERMINE THAT DISCHARGES ARE NOT LIKELY TO ADVERSELY AFFECT ESA-LISTED
SPECIES OR DESIGNATED CRITICAL HABITAT
v ESA-listed Species/Critical Habltat in action area: INSERT LIST OF ESA-LISTED SPECIES
OR DESIGNATED CRITICAL HABITAT LOCATED IN YOUR ACTION AREA
v Distance between site and ESA-isted Species/Critical Habitat: INSERT DISTANCE
BETWEEN YOUR SITE AND THE ESA-LISTED SPECIES OR CRITICAL HABITAT {in miles)

v How adverse effects will be avoided: DESCRIBE SPECIFICALLY HOW ADVERSE
EFFECTS TO ESA-LISTED SPECIES WILL BE AVOIDED FROM THE DISCHARGES AND
DISCHARGE-RELATED ACTIVITIES

[] Criterion b: Coordingtion with USFWS$ and/or NMFS has successfully concluded,

Coordination between you and the USFWS and/or NMFS has concluded. The coordination
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must have addressed the effects of your site's discharges and discharge-related activities
on ESA-isted species and/or designated critical habitat under the jurisdiction of USFW3
and/or NMFS, and resulted in a wiitten concurrence from USFWS and/or NMFS that your
site’s discharges and discharge-related activities are not likely to adversely affect listed
species and/or critical habitat. You must include copies of the correspondence with the
participating agencies in your SWPPP and this NOI.
Basls statement content/Supporting documentation: A basis statement supporting the
selection of Criterion D should identify whether USFWS or NMFS or both agencies
participated in coordination, the field office/regional office(s) providing that coordination,
and the date that coordination concluded.

v Agency coordinated with: [JUSFWS  [1 NMFS

v Field/regional office(s) providing coordination: INSERT FIELD/REGIONAL OFFICE(S)

PROVIDING COORDINATION
v Date coordination concluded: INSERT DATE COORDINATION CONCLUDED
v Aftach copies of any letters or other communication between you and the U.S. Fish

& Wildlife Service or National Marine Fisheries Service concluding coordination
activities.

[ criterion E: ESA Section 7 consultation has successfully concluded. Consulfation between a
Federal Agency and the USFWS and/or NMFS under section 7 of the ESA has concluded.
The consultation must have addressed the effects of the construction site's discharges and
discharge-related activilies on ESA-listed species and/or designated crifical habitat under
the jurisdiction of USFWS and/or NMFS. To certify eligibility under this criterion, Indicate the
result of the consultation:

[ Biological opinion from USFWS and/or NMFS that concludes that the action in
guestion (taking info account the effects of your site’s discharges and discharge-
related activities) is not likely to jeopardize the continued existence of listed species,
nor the destruction or adverse modification of critical habitat; or

1 written concurrence from USFWS and/or NMFS with a finding that the site’s
discharges and discharge-related activities are not likely to adversely affect ESA-
listed species and/or designated critical habitat. You must include copies of the
cotrespondence between yourself and the USFWS and/or NMFS in your SWPPP and
fhis NOI.

Basis statement content/Supporting documentation: A basis statement supporting the
selection of Criterion E should identify the federal action agency(ies) involved, the field
office/regional office(s) providing that consuliation, any fracking numbers of identifiers
associated with that consultation (e.g.. IPaC number, PCTS number), and the date the
consultation was completed.
v Federal agency(ies) involved: INSERT FEDERAL AGENCY/IES) INVOLVED
v Field/regional office(s) providing consultation: INSERT FIELD/REGIONAL OFFICE(S)
PROVIDING CONSULTATION
¥ Tracking numbers associated with consultation: INSERT CONSULTATION TRACKING
NUMBER{S)
7 Date consultation completed: INSERT DATE CONSULTATION COMPLETED

v Attach copies of any letters or other communication between you and the U.S. Fish
& Wildlife Service or National Marine Fisheries Service concluding consultation.
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[0  criterion F: lssugnce of section 10 permit. Potential take is authorized through the issuance
of a permit under section 10 of the ESA by the USFWS$ and/or NMFS, and this authorization
addresses the effects of the site's discharges and discharge-related activities on ESA-listed
species and designated critical habitat. You must include copies of the cofrespondence
between yourself and the participating agencies in your SWPPP and your NQ|,

Basis statement content/Supporting documentation: A basis statement supporting the
selection of Criterion F should identify whether USFWS or NMFS or both agencies provided g
section 10 permit, the field office/regional office(s) providing permit(s), any tracking
numbers of identifiers associated with that consultation {e.g., IPaC number, PCTS number),
and the date the permit was granted.

v' Agency providing section 10 permit: CIUSFWS CINMFS

v’ Field/regional office(s) providing permit: INSERT FIELD/REGIONAL OFFICE(S)
FPROVIDING PERMIT

v' Tracking numbers associated with consultation: INSERT CONSULTATION TRACKING
NUMBER(S)

v Date permit granted: INSERT DATE PERMIT GRANTED

v Attach copies of any letters or other communication between you and the U.S. Fish
& Wildlife Service or National Marine Fisheries Service,

3.2 Historic Preservation

Instructions (see CGP Part 1.1.5, 7.2.9.b, Appendix E, and the “Historic Preservation” section of
the Appendix J - NOI form):
Follow the screening process in Appendix E of the permit for determining whether your
instaliation of subsurface earth-disturbing stormwater controls will have an effect on historic
properties.

— Include documentation supporting your determination of eligibility.

— To contact your applicable state or tibal historic preservation office, information is

available at www., achp.gov/programs/htmi.

Appendix E, Step 1
Do you plan on installing any of the following stormwater conirols at your site2 Check all that
apply below, and proceed to Appendix E, Step 2.

] Dike

Berm

X Catch Basin

J Pond

1 stormwater Conveyance Channel (e.g., ditch, trench, perimeter drain, swale, etc.)
O Culvert

O ofher type of ground-disturbing stormwater control:

(Note: if you will not be installing any ground-disturbing stormwater controls, no further
documentation is required for Section 3.2 of the Template.)
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Appendix E, Step 2

If you answered yes in Step 1, have prior surveys of evaluations conducted on the site aiready
determined that historic properties do not existhor that prior disturbances at the site have

precluded the existence of historic properties? @&l YES CINO

» If yes, no further documentation is requited for Section 3.2 of the Template.
» |f no, proceed to Appendix E, Step 3

Appendix E, Step 3
If you answered no in Step 2, have you determined that your installation of subsurface earth-
disturbing stormwater controls will have no effect on historic properties? Cyes CiNO

If yes, provide documentation of the basls for your determination. INSERT REFERENCES TO
DOCUMENTS, STUDIES, OR OTHER SOURCES RELIED UPON

If no, proceed to Appendix E, Step 4.

Appendix E, Step 4

If you answered no in Step 3, did the State Historic Preservation Officer {SHPOJ, Tribal Historic
Preservation Office {THPO), or other tribal representative {(whichever applies) respond to you
within 15 calendar days to indicate whether the subsurface earth disturbances caused by the

installation of stormwater controls affect historic properties? O yes CINO
If no, no further documentation is required for Secfion 3.2 of the Template.

If yes, describe the nature of their response:

[ written indication that no historic properties will be affected by the installation of

stormwater controls. INSERT COPIES OF LETTERS, EMAILS, OR OTHER COMMUNICATION
BETWEEN YOU AND THE APPLICABLE SHPO, THPO, OR OTHER TRIBAL REPRESENTATIVE

] written indication that adverse effects to historic properties from the installation of

stormwater conirols can be mitigated by agreed upon actions. INSERT COPIES OF
LETTERS, EMAILS, OR OTHER COMMUNICATION BETWEEN YOU AND THE APPLICABLE SHPO,
THPO, OR OTHER TRIBAL REPRESENTATIVE

[0 No agreement has been reached regarding measures to mitigate effects o historic

properties from the installation of stormwater controls. INSERT COPIES OF LETTERS, EMAILS,
OR OTHER COMMUNICATION BETWEEN YOU AND THE APPLICABLE SHPO, THPO, OR OTHER
TRIBAL REPRESENTATIVE

[l Other: INSERT COPIES OF LETTERS, EMAILS, OR OTHER COMMUNICATION BETWEEN YOU
AND THE APPLICABLE SHPO, THPO, OR OTHER TRIBAL REPRESENTATIVE
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3.3 Safe Drinking Water Act Underground injection Controf Requirements

Instructions (see CGP Part 7.29.c):

— It you will use any of the identified controls in this section, include documentation of
contact between you and the applicable state agency or EPA Regional Office
responsible for implementing the requirements for underground injection wells in the
Safe Drinking Water Act and EPA’s implementing regulations at 40 CFR Parts 144-147. \

- For state UIC program contacts, refer to the following EPA website:

h’rfgs:[[www.egq.gov[uic.

Do you pian to install any of the following controls2 Check all that apply below. None of the
following controls below are proposed for the project.

L] Infiltration trenches (if stormwater is directed to any bored, drilled, driven shaft or dug
hole that is deeper than its widest surface dimension, or has a subsurface fiuid distribution
system)

01 Commercially manufactured pre-cast or pre-built proprietary subsurface detention
vaults, chambers, or other devices designed fo capture and infiltrate stormwater flow

O Drywelss, seepage pits, or improved sinkholes (i stormwater is directed to any bored,
drilled, driven shaft or dug hole that is deeper than its widest surface dimension, or has a
subsurface fluid distribution system)
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SECTION 4: EROSION AND SEDIMENT CONTROLS

General Instructions (See CGP Paris 2.2 and 7.2.8):
— Describe the erosion and sediment controls that will be installed and maintained at your
site.

— Describe any applicable stormwater control design specifications (including references
to any manufacturer specifications and/or erosion and sediment control
manuals/ordinances relied vpon).

— Describe any routine stormwater control maintenance specifications.
_ Describe the projected schedule for stormwater control installation/implementation.

4.1 Nafural Buffers or Equivalent Sedimenf Confrols

Instructions (see CGP Paris 2.2.1 and 7.2.6.b.i, and Appendix G):

This section only applies to you if a water of the US. is located within 50 feet of your site’s
earth disturbances. If this is the case, consult CGP Part 2.2.1 and Appendix G for information
on how to comply with the bufter requirements.

— Describe the compliance alternatfive (CGP Part 2.2.1.al, ii, oriii) that was chosen to
meet the buffer requirements, and include any required documentation supporting the
alternative selected. The compliance altemnative selected must be maintained
throughout the duration of permit coverage. However, if you select a different
compliance alternative during your period of permit coverage, you rmust modify your
SWPPP to reflect this change.

—  If you qualify for one of the exceptions in CGP Part 2.2.1.b, include documentation
related to your qualification for such exceptions.

Butier Compliance Alternatives
Are there any waters of the U.S. within 50 feet of your project’s earth disturbances? ] yes NO

(Note: If no, no further documentation is required for Part 4.1 in the SWPPP Template. Continue on to
Part 4.2.)

4.2 Perimeter Conirols

[ Instructions (see CGP Parts 2.2.3 and 7.2.6.biii):

_ Describe sediment controls that will be used {e.g., silt fences, filter berms, tfemporary
diversion dikes, or fiber rolls) to meet the Part 2.2.3 requirement 1o “install sediment
controls along any perimeter areas of the site that will receive pollutant discharges.”

— For linear projects, where you have determined that the use of perimeter controls in
portions of the site is infeasible, document other practices that you will implement.

General
= The following temporary sediment control BMPs shall be implemented in conformance with the
foliowing guidelines and in accordance CGP parts 2.2.3 and 7.2.6.b..
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Silt Fence
Description: To be implemented along perimeter as needed (in lieu of fiber rolis or gravel bags) to
reduce runoff velocity and detain and filter sediment.
Installafion 1/1/2018
Maintenance | The Silt Fence will be inspected weekly and before/after storm events. If any damage is
Requirements | observed during the inspection, the fabric will be repair or reploced immediately,
Accumulated sediment will be removed once it reaches to a level one-half of the
above-ground height of any perimeter control.
Design
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4.3 Sediment Track-Out

Instructions (see CGP Parts 2.2.4 and 7.2.6.b.ili):

Describe stormwater controls that will be used to minimize sediment track-out.
Describe location(s) of vehicle exit{s), procedures to remove accumulated sediment
off-site (e.g., vehicle tracking). and stabilization practices {e.g.. sfone pads or wash
racks or both) to minimize off-site vehicle fracking of sediment. Also include the design,
installation, and maintenance specifications for each control.

General .
A stabilized construction exit shall be implemented as needed at the designated staging areas to
minimize potential for track out of sediment.
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Stabilized Construction Entrance/ Exit

Description: A stabilized construction entrance/exit is a pad of aggregate underiain with filter cloth
located at any point where fraffic will be entering or leaving a construction site to or from a public
right of way, street, alley sidewalk, or parking area. The purpose of a stabilized construction
entrance is to reduce to eliminate the tracking of sediment onto public rights of way or streets.
Reducing tracking of sediments and other pollutants onte paved roads helps prevent deposition
of sediments into local storm drains and production of girborne dust.

Installation 1/1/2018

Maintenance | Inspect and verify the activity-based BMP's are in place prior to commencement
Requirements | of associated activities. While activities associated with the BMPs are under way,
inspect BMPs in accordance with General Permit requirements for the associated
project fype. it is recommended at a minimum, BMPs be inspected weekly, prior
to forecasted rain events, daily during extended rain events, and aiter the
conclusion of rain events. Inspect local roads adjacent 1o the site daily. Sweep or
vacuum fo remove visible accumulated sediment. Remove aggregate, separate
and dispose of sediment if construction entrance/exit is clogged with sediment.
Check for damage and repdir as needed. Remove all sediment deposited on
paved roadways within 24 hours.
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Design
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4.4 Stockpiled Sediment or Soil

Instructions (see CGP Parts 2.2.5 and 7.2.8):

— Describe stormwater controls and other measures you will take to minimize the
discharge of sediment or soil particles from stockpiled sediment or soil. Include a
description of structural practices (e.g., diversions, berms, ditches, storage basins),
including design, installation, and maintenance specifications, used to divert flows from
stockpiled sediment or soil, retain or detain flows, or otherwise limit exposure and the
discharge of poliutants from stockpiled sediment or soil,

= For piles that will be unused for 14 or more days, describe what cover or other
appropriate temporary stabilization will be used.

— Also, describe any controls or procedures used to minimize exposure resulting from
adding fo or removing materials from the pile.
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4.5 Minimize Dust

Instructions (see CGP Parls 2.2.6 and 7.2.6):
Describe controls and procedures you will use at your site to minimize the generation of dust.

General
= Wind Erosion Control will be implemented af commencement of earth disturbance activities until
completion of construction. Disturbed areas shall be watered as necessary for dust control.

Specific Dust Controls

Wind Erosion Control

Description: Wind erosion or dust control consists of applying water or other chemical dust
suppressants as necessary to prevent or alleviate dust nuisance generated by construction
activities. Covering sfockpiles or areas is an alternative to applying water or other dust
palliatives.

Installation 1/1/2018

Maintenance | Inspect and verify that activity-based BMP's are in place prior to the
Requirements | commencement of associated activities. BMPs must be inspected in
accordance with General Permit requirements for the associated project type.
it is recommended that at a minimum, BMPs e inspected weekly, prior to
forecasted rain events, daily during extended rain events, and after the
conclusion of rain events. Check areas protected to ensure coverage. Most
water-based dust conirol measures require frequent applications, often daily or
even multiple times per day. Obtain vendor or independent information on
longevity of chemical dust suppressants.

4.6 Minimize Steep Slope Disturbances

Instructions (see CGP Parls 2.2.7 and 7.2.8):

— Describe how you will minimize the disturbance to steep slopes (as defined by CGP
Appendix A}.

— Describe controls (e.g.. erosion conirol blankets, tackifiers), including design, installation
and maintenance specifications, that will be implemented to minimize sediment
discharges from slope disturbances.

General
» Fiber rolls will be implemented at commencement of earth disturbance activities until completion
of construction.

specific Steep Slope Controls

Fiber Roll

Description: A fiber roll consists of straw, coir, or other biodegradable materials bound into @
tight tubular roll wrapped by netting, which can be photodegradable or natural. Additionally,
gravel core fiber rolls are available, which contain an imbedded ballast material such as gravel
or sand for additional weight when staking the rolls are not feasible. When fiber rolls are placed
at the toe and on the face of slopes along the contours, they intercept runoff, reduce its flow
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velocity, release the runoff from sheet flow, and provide removal of sediment from the runoff
(through sedimentation). By interrupting the length of the slope, fiber rolls can also reduce sheet
and rill erosion until vegetation is established.

installafion 1/1/2018

Maintenance | BMPs must be inspected in accordance with General Permit requirements for
Requirements | the associated project type. it is recommended that at a minimum, BMPs be
inspected weekly, prior to forecasted rain events, daily during extended rain
events, and after the conclusion of rain events. Repair or replace spilit, torn,
unraveling, or slumping fiber rolls. If the fiber roll is used as a sediment capture
device, or as an erosion control device to maintain sheet flows, sediment that
accumulates in the BMP should be periodically removed in order to maintain
BMP effectiveness. Sediment should be removed when sediment accumulation
reaches one-third the designoted sediment storage depth. If fiber rolls are used
for erosion control, such as in a check dam, sediment removal should not be
required as long as the system continues to control the grade. Sediment confrol
BMPs will likely be required in conjunction with this type of application.

Design
Specifications
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4.7 Topsoil

Instructions (see CGP Paﬂs 2.2.8 and 7.2.8):
— Describe how topsoil will be preserved and identify these areas and associated control
measures on your site map(s).

— Ifit is infeasible for you to preserve topsoil on your site, provide an explanation for why
this is the case.

4.8 Soil Compaction

Instructions (see CGP Parts 2.2.9 and 7.2.8):

—  In areas where final vegetative stabilization will occur or where infiltration practices will
be instalied, describe the controls, including design, installation, and maintenance
specifications that will be used to restict vehicle or equipment access or condition the
soll for seeding or planting.

4.9 Storm Drain inlels

instructions (see CGP Parts 2.2.10 and 7.2.6):

_ Describe controls {e.g.. inserts, rock-filled bags, or block and gravel) including design,
installation, and maintenance specifications that will be implemented to protect all
inlets that camy stormwater fiow from your site fo a water of the U.S., provided you have
the authority to access the storm drain inlet.

General
= Storm drain inlet projection BMPs will be implemented during grading and sireet construction
activities.

specific Storm Drain inlet Controls

Gravel bag Barrier :

Description: Storm drain inlet protection consists of gravel bags, around or upstream of astorm
drain, drop inlet, or curb inlet. Storm drain inlet protection measures temporarily pond runoff before
it enters the storm drain, allowing sediment to settle. Some filter configurations also remove secdiment
by filtering, but usually the ponding action results in the greatest sediment reduction. Street gravel
bags will be placed around sump cateh basins and flow by catch basins per detail on SWPPP
exhibit.

Installation | 1/1/2018
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Maintenance | Iif the gravel becomes clogged with sediment, it should be carefully removed from
Requirements | the inlet and either cleaned or replaced. Since cleaning gravel at a construction
site may be difficult, consider using the sedimentdaden stone as fil material and
put fresh stone around the inlet. Inspect bags for holes, gashes, and snags, and
replace bags as needed. Check gravel bags for proper arrangement and
displacement.

Design
Specifications
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4.10 Stormwaler Conveyance Channeis

Instructions (see CGP Parls 2.2.11 and 7.2.8):

If you will be installing a stormwater conveyance channel, describe control practices (e.g.
velocity dissipation devices), including design specifications and details (volume, dimensions,
outlet structure). that will be implemented at the construction site.

4.11 Sedimenf Basins

Instructions (see CGP Parls 2.2.12 and 7.2.6.b.iv):

If you will install a sediment basin, include design specifications and other details (volume,
dimensions, outlet structure) that will be implemented in conformance with CGP Part 2.2.12.

—~ Sediment basins must be situated outside waters of the US. and any haitural buffers
established under CGP Part 2.2.1; and designed to avoid collecting water from
wetlands.

— At aminimum, sediment basins provide storage for either (1) the calculated volume of
runoff from the 2-year, 24-hour storm (see CGP App. H}. or (2} 3,600 cubic feet per acre
drained

— Sediment basins must also utilize outlet structures that withdraw water from the surface,
unless infeasible
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4.12 Chemical Treatment

Instructions (see CGP Parls 2.2.13 and 7.2.6.v):

If you are using freatment chemicals at your site, provide details for each of the items below.
This information is required as part of the SWPPP requirements in CGP Part 7.2.6.v.

4.13 Dewatering Practices

Instructions (see CGP Parls 2.4 and 7.2.4):

if you will be discharging ground water or accumulated stormwater that is removed from
excavations, trenches, foundations, vaults, or other similar points of accumulation, include
design specifications and details of all dewatering practices that are installed and
maintained to comply with CGP Part 2.4,

4.14  Other Stormwatler Confrols

Instructions:
— Describe any other stormwater controls that do not fit into the above categories.

General
« Hydroseed will be applied to project slopes.

Specific Stormwater Conirol Practices

Hydroseed

Description: Hydroseeding will be applied to project slopes. Hydroseeding typically consist of applying a
mixiure of hydraulic mulch, seed, fertilizer, and stabilizing emulsion with a hydraulic mulcher, to
temporarily protect exposed soils from erosion by water and wind. Hydraulic seeding, or hydroseeding,
is simply the method by which temporary or permanent seed is applied to the soil surface.

Installation 1/1/2018

Maintenance Where seed:s fail to germinate, or they germinate and die, the area must be re-
Requlrements seeded, fertilized, and mulched within the planting season, using not less than half the
original application rates.
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[ Design
Specifications
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Instructions:
~ Describe any other stormwater controls that do not fit into the above categories.

General
= Soil binders will be applied to graded pads.

Specific Stormwater Control Practices

Soil Binder

Description: Soil binding consists of application and maintenance of a soil stabilizer to exposed soil
surfaces. Solil binders are materials applied to the soil surface to temporarily prevent water and wind
induced erosion of exposed soils on construction sites

Installation 1/1/2018

Mdaintenance BMPs must be inspected in accordance with General Permit requirements for the
Requirements associated project type. it is recommended that af a minimum, BMPs be inspected
weekly, prior to forecasted rain events, daily during extended rain events, and after
the conclusion of rain events. Areas where erosion is evident should be repaired and
BMPs re-applied as soon as possible. Care should be exercised to minimize the
damage to protected areas while making repairs, as any area damaged will require
re-application of BMPs.

Design
Specifications TBD by grading contractor and in accordance with CASQA EC-5 fact sheet.

4.15 Site Stabilization

Instructions (see CGP Parts 2.2.14 and 7.2.6.v):

The CGP requires you to immediately initiate stabilization when work in an area of your site
has permanently or temporarily stopped, and to complete certain stabilization activities
within prescribed deadlines. Consfruction projects disturbing more than 5 acres at any one
time have a diiferent deadline than projects disturbing 5 acres or less at any one fime. See
CGP Part 2.2.14.a. The CGP also requires that stabilization measures meet certain minimum
criteria. See CGP Part 2.2.14.b. For your SWPPP, you must include the following:

— Describe the specific vegetative and/or non-vegetative practices that will be used o
stabilize exposed soils where construction activiies have temporarily or permanentty
ceased. Avoid using impervious surfaces for stabilization whenever possible.

— The stabilization deadlinefs) that will be met in accordance with Part 2.2.14.a

— Once you begin consiruction, consider using the Grading/Stabilization Activities login
Appendix H of the Template to document your compliance with the stabilization
requirements in CGP Part 2.2.14.

Total Amount of Land Disturbance Occuning at Any One Time
L1 Five Acres or less
More than Five Acres
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Use this femplate box if you are not toy)éi in an arid, semi-arid, or drought-siricken area

stormwater Pollution Prevention Plan (SWPPP)
East Reservation infrastructure Phase 2

INSERT NAME OF SITE STABILIZATION PRACTICE

O vegetative [1 Non-Vegejative
0 Temporary X Permangnt

Pescripfion:

»  Permanent stabilization will be done immediately aofter final design grades are achieved
but no later tha
used to establj
completed in’accordance with the final stabilization procedures.

14 days after construction commences. Native species of plants will be
vegetative cover on exposed soils. Permanenti stabilization will be

Installation 1/Y/2018

Completion 1/1/2019

Maintenance | All seeded areas wil be inspected weekly during construction activities for

Requirements | failure and after storm events unfil a dense cover of vegetation has been
established. If failure is noticed at the seeded areas, the area will be reseeded,
fertiized, and mulched immediately. After consiruction is completed at the site,
permanently stabilized areas will be monitored until final stabilization is
reached.

Design TBD

Specifications

Use this femplate box if unforeseen circumstances have delayed the iniliation and/or completion of
vegetdlive stabilization. Note: You will not be able to include this information in your initial SWPPP. 1f you
are affected by circumstances such as those described in CGP Part 2.2.14.a.ii, you will need to modify
your SWPPP to include this information.

INSERT NAME OF SITE STABILIZATION PRACTICE

[ vegetative

[0 Temporary [ Permanent

Descriplion:

= |NSERT DESCRIPTION OF STABILIZATION PRACTICE TO BE INSTALLED
«  NOTE HOW DESIGN WILL MEET REQUIREMENTS OF PART 2.2.14.b

Justification INSERT DESCRIPTION OF CIRCUMSTANCES THAT PREVENT YOU FROM MEETING
THE DEADLINES REQUIRED IN CGP PARTS 2.2.14.a

Installation Vegetalive Measures:

and DESCRIBE THE SCHEDULE YOU WILL FOLLOW FOR INITIATING AND COMPLETING

completion VEGETATIVE STABILIZATION

schedule » Approximate installation date: INSERT APPROXIMATE DATE

= Approximate completion date: INSERT APPROXIMATE DATE

Non-Vegetative Measures:

{must be complefed within 14 days of the cessation of construction if disturbing
5 geres or less: within 7 days if disturbing more than 5 acres)

= Approximate installation date: INSERT APPROXIMATE DATE

» Approximate completion date: INSERT APPROXIMATE DATE

Maintenance
Requirements

INSERT MAINTENANCE REQUIREMENTS FOR THE STABILIZATION PRACTICE

Design
Specifications

INCLUDE COPIES OF DESIGN SPECIFICATIONS HERE

EPA SWPPP Template, Version 2.1
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SECTION 5: POLLUTION PREVENTION STANDARDS

5.1 Potential Sources of Pollulion

Insiructions (see CGP Part 7.2.3.9):

— ldentify and describe all pollutant-generating activities at your site (e.g., paving
operations; concrete, paint, and stucco washout and waste disposal; solid waste

storage and disposal).

— For each pollutant-generatin
constituents associated with
paints, solvents, fuels), which

g activity, include an inventory of pollutanis or pollutant
that activity (e.g.. sediment, fertilizers, and/or pesticides,
could be exposed to rainfall or snowmelt, and could be

discharged from your construction site. You must take into account where potential
spifls and leaks could occur that contribute pollutants to stormwater discharges, and
any known hazardous or toxic substances, such as PCBs and asbestos, that will be

disturbed or removed during construction.

Construction Site Pollutants

Pollutant-Generaling Activity

Poliutants or Pollutant
Constituents
(that could be discharged if
exposed to stormwater)

Location on Site
(or reference SWPPP site map
where this is shown)

Earthwork {e.g. grading,
trenching, and excavation,
import, export, and
stockpiling of soil)

Sediments, sand, gravel

Construction of erosion and

sediment control measures

(e.g. desilting basins, down

drains, storm drain system,

sand bag dikes, and slope
rotection)

Sediments, sand, gravel,
cement, concrete, fertilizers

Vehicle and construction
equipment storage,
cleaning. maintenance
fueling, and stored fuel
management

Diesel fuel, engine coolant,
engine oil, gasoline, grease,
transmission oil

Portable sanitary and septic
waste management

Sanitary waste

Utility installation {e.g., gas,
electric, domestic water,
reclaimed water, cable,
storm drain, telephone and
related communication
lines, and sanitary sewer)

Asphall, concrete, sediment

Concrete waste
management

Cement, concrete, concrete
slurry, curing compounds

EPA SWPPP Template, Version 2.1
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pollutants or Pollutant
Constituents
(that could be discharged if
exposed to stormwater)
Cement, concrete, concrete
slurry, curing compounds

Locdtion on Site
(or reference SWPPP site map
where this is shown)

Polivtant-Generating Activity

' Washing of stone, concrete,
| or masonry with acids or
. other similar compounds

|

l
|
!
I
E
i
| |
! |
| ]
‘rPoving {asphalt and | Asphalt, cement, concrete, l i
i concrete) | concrete slurry, curing !
! ' compounds [
| Sweeping and washing of i Animal woste, cleaning |
i B 5 i . = !
paved areas {including solvents, diese! fuel, solid |
1 streets) and buildings waste, litter '
| Management of siranded or | Wash water 1
' trapped storm water | 4
Construction of structures Adhesives, Cement, ' !
Concrete, Concrete slurry, \ l
] | curing compounds, grout. tile | ]
| and stone, treated wood :
. Earthwork {e.g. grading, | Sediments, sand, gravel E l
| trenching, and excavation, | |
| import, export, and l
| stockpiling of soil} | ]
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Ea

5.2 Spill Prevention and Response

Instructions (see CGP Parls 2.3.6 and 7.2.8.vil):

— Describe procedures you will use to prevent and respond to leaks, spills, and other
releases. You must implement the following at a minimum:;
¥ Procedures for expeditiously stopping, containing, and cleaning up spills, leaks, and
other releases. Identify the nome or title of the employee(s) responsible for
detection and response of spills or leaks; and

v Procedures for notification of appropriate facility personnel, emergency response
agencies, and regulatory agencies where a leak, spill, or other release containing o
hazardous substance or oil in an amount equal to or in excess of a reporiable
quantity consistent with Part 2.3.6 and established under either 40 CFR Part 110, 40
CFR Part 117, or 40 CFR Part 302, occurs during a 24-hour period. Contact
information must be in locations that are readily accessible and available.

— Some projects/site may be required to develop a Spill Prevention Control and
Countermeasure (SPCC) plan under a separate regulatory program (40 CFR 1 12). If
you are required fo develop an SPCC plan, or you already have one, you should
include references to the relevant requirements from your plan.

Spilt Prevention and Control shall be implemented for the duration of the project until all work
has been completed (grading operations, utilities work, foundations, paving, vertical
construction and landscaping activities). All spills shall be cleaned up as soon s possible, with
materials properly disposed of based on material classification. Prevent or reduce the discharge
of pollutants to drainage systems or watercourses from leaks and spills by reducing the chance
for spills, stopping the source of spills, containing and cleaning up spills, properly disposing of spill
materials, and training employees. This best management practice covers only spill prevention
and control, However, WM-1, Materials Deiivery and Storage, and WM-2, Material Use from
CASQA, also contain useful information, parficularly on spill prevention.

5.3 Fueling and Mainfenance of Equipment or Vehicles

Instructions (see CGP Parls 2.3.1 and 7.2.6):

- Describe equipment/vehicle fueling and maintenance practices that will be
implemented to eliminate the discharge of spilled or leaked chemicals {e.g.. providing
secondary containment fexamples: spill berms, decks, spill confainment pallets) and
cover where appropriate, and/or having spill kits readily available.)

N/A - All fueling and maintenance of equipment of vehicles will be performed offsite.

EPA SWPPP Template, Version 2.1

st Reservation Infrastructure Phase 2
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54 Washing of Equipment and Vehicles

Instructions (see CGP Paris 2.3.2 and 7.2.8):

_ Describe equipment/vehicle washing practices that will be used to minimize the
discharge of pollutants from equipment and vehicle washing, wheel wash water, and
other types of wash waters (e.g., locating activities away from waters of the U.S. and
stormwater inlets or conveyances and directing wash waters to a sediment basin or
sediment trap, using filiration devices, such as filter bags or sand filters, or using other
similarly effective controls),

— Describe how you will prevent the discharge of soaps, detergents, or solvents by
providing either (1) cover (examples: plastic sheeting or temporary roofs) to prevent
these detergents from coming into contact with rainwater, or (2) a similarly effective
means designed to prevent the discharge of pollutants from these areas.

N/A — All washing of equipment of vehicles will be performed off-site.

55 storage, Handling, and Disposal of Building Products, Materials, and Wasles

Instructions (see CGP Parts 2.3.3 and 7.2.8):

— For any of the types of building products, materials, and wastes below in Sections 5.5.1-
5.5.6 below that you expect o use or store at your site, provide the information on how
you will comply with the comesponding CGP provision and the specific practices thaf
you will be employ.

55.1 Building Products
General

Material delivery and storage shall be implemented for the duration of the project until all work has been
completed (grading operations, utilities work, foundations, paving, vertical construction and landscaping
activities). Materials shall be stored as appropriate based on material type. Secondary containment shall
be provided as needed for fluids. Material use shall be implemented for the duration of the project until all
work has been completed (grading operations, utilities work, foundations, paving, vertical construction
and landscaping activities). All materials shall be applied/used according fo its intended purpose.
Materials that have the potential to contaminate runoff should be used as sparingly as possible, per
manufacturer’s recommendations.

Specific Pollution Prevention Praclices

WM-1 Material Delivery Storage and WM-2 Madterial use

Description: Material delivery and storage shall be implemented for the duration of the project
until all work has been completed (grading operations, utilities work, foundations, paving,
vertical construction and landscaping activities). Materials shall be stored as appropriate based
on material type. Secondary containment shall be provided as needed for fluids. Material use
shall be implemented for the duration of the project unil all work has been completed {grading
operations, utilities work, foundations, paving, vertical construction and landscaping activities).
All materials shall be applied/used according to ifs intended purpose. Materials that have the
potential fo contaminate runoff should be used as sparingly as possible, per manufacturer's
recommendations.
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Installation 1/1/2018

Maintenance | Storage areas will be inspected weekly and after storm events. Keep storage
Requirements | areas clean and well organized, including a cumrent fist off ail materigls. Inspect
labels on containers for legibility and accuracy. Repair or replace perimeter
controls, containment structures, covers, and liners as needed to maintain
proper function.

5.5.2 Pesticides, Herbicides, Insecticides, Fertilizers, and Landscape Materials

Appropriate cover for storage areas (i.e. plastic sheeting, temporary roofs) to minimize the exposure of
these chemicals to precipitation and to storm water, or (2) a similary effective means desighated to
minimize the discharge of pollutants from these areas: and comply with all application and disposal
requirements included on the registered pesticide, herbicide, insecticide, and fertilizer label.

5.5.3 Diesel Fuel, Oll, Hydraulic Fiuids, Other Petroleum Products, and Other Chemicais

Storage of chemicals in water-tight containers, and provide either (1) cover {e.g., plastic sheeting,
temporary roofs} to minimize the exposure of these containers to precipitation and to storm water, or (2) a
similarly effective means designed to minimize the discharge of poliutants from these areas (e.g. having a
spill kit available on site and ensuring personnel are avdilable to respond expeditiously in the event of a
leak or spill), or provide secondary contcinment (e.g., spill berms, decks, spill containment pallets} and
clean up spills immediately, using dry clean-up methods where possible, and dispose of used materials
properly. The operator is prohibited from hosing the area down to clean surfaces or spills. Eliminate the
source of the spill fo prevent a discharge or o furtherance of an ongoing discharge.

5.5.4 Hazardous or Toxic Waste

N/A. Hazardous or Toxic Waste is not anticipated for the project site.

5.5.5 Construction and Domestic Waste

Construction and domestic waste shall be implemented for the duration of the project until all work has
been completed (grading operations, utilities work, foundations, paving, vertical construction and
landscaping activities). Designated wasfe storage facility {e.g. dumpster) shall be leak procf, covered at
end of each work day and precluded from run-on.

55.6 Sanltary Waste

Sanitary waste shall be implemented throughout project duration. Portable units shall be cleaned on a

weekly basis and as needed, equipped with drip pans and placed at a leveled surface away from any
concenirated flow.
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56 Washing of Applicators and Confainers used for Paint, Concrete or Other Materials

Instructions (see CGP Parls 2.3.4 and 7.2.6):

— Describe how you will comply with the CGP Part 2.3.4 requirement for washing
applications and containers.

Direct wash water info a leak-proof container or leak-proof and lined pit designed so that no overflows
can occur due o inadequate sizing or precipitation; handle washout or cleanout wastes as follows: do
not dump liquid wastes in storm sewers of waters of the U.S.; dispose of liquid wastes in accordance with
applicable requirements; remove and dispose of hardened concrete waste consistent with your handiing
of other construction wastes; and located any washout or cleanout activities as far as way as possible
from waters of the U.S. and stormwater inlefs or conveyance, and, to the extent feasible, designate areas
1o be used for these activities and conduct such activities only in these areds.

57 Fertilizers

instructions (CGP Parts 2.3.5 and 7.2.4.ix):

Describe how you will comply with the CGP Part 2.3.5 requirement for the application of
fertilizers.

Fertilizers will be applied at a rate and in amounts consistent with manufacturer's specifications. Fertilizers
will be applied at the appropriate fime of year to coincide as closely as possible to the period of
maximum vegetation uptake and growth. Eertilizers will not be planted before heavy rains as this will
cause excess nutrients to be discharge.

5.8 Ofther Pollution Prevention Praclices

Instructions:

Describe any additional pollution prevention practices that do not fit into the above
cafegories.
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SECTION &: INSPECTION, MAINTENANCE, AND CORRECTIVE ACTION

é.1 Inspection Personnel and Procedures

Instructions (see CGP Parts 3.2, 4, 5, and 7.2.7):

Describe the procedures you will follow for conducting inspections in accordance with CGP
Parts 3.2, 4,5, and 7.2.7.

Personnel Responsible for Inspections

TBD
Note: All personnel conducting inspections must be considered a “qudiified person.” CGP
Part 4.1 clarifies that a “qualified person” is a person knowledgeable in the principles and
practices of erosion and sediment controls and poliution prevention, who possesses the
appropriate skills and training to assess conditions at the construction site that could impact
stormwater quality, and the appropriate skills and training to assess the effectiveness of any
stormwater controls selected and installed to meet the requirements of this permit.

Inspection Schedule
Select the inspection frequency(ies} that applies, based on CGP Paris 42,43, 0r4.4
{Nofe: you may be subject fo different inspection frequencies in different areas of the site. Check all that apply)

Standard Frequency:
Every 7 days

00 Every 14 days and within 24 hours of o 0.25" rain or the occumrence of runoff from snowmelt
sufficient to cause a discharge

Increased Frequency (If applicable):

For areas of sites discharging to sediment or nutdent-impalred waters or to waters designated as
Tier 2, Tier 2.5, or Tier 3

[ Every 7 days and within 24 hours of a 0.25" rain

Reduced Frequency (if applicable)
For stabilized areas
O Twice during first month, no more than 14 calendar days apart; then once per month after
first month;

For stabilized areas on “linear construction sites”
O Twice during first month, no more than 14 calendar days apart; then once more within 24
hours of a  0.25" rain

For arid, semi-arid, or drought-shicken areas during seasonally dry periods or during drought
[0 Once per month and within 24 hours of a 0.25" rain

Insert beginning and ending dates of the seasonally-defined dry period for your area or the vaiid
period of drought:
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» Beginning date of seasondlly dry period: INSERT APPROXIMATE DATE
= Ending date of seasonally dry period: INSERT APPROXIMATE DATE

For frozen condifions where earth-disturbing activities are being conducted

d Once per monith
Insert beginning and ending dates of frozen conditions on your site:

= Beginning date of frozen conditions: INSERT APPROXIMATE DATE
» Ending date of frozen conditions: INSERT APPROXIMATE DATE

Rain Gauge Location (if applicable)
N/A

Inspection Report Forms
Inspection Forms located in Appendix D.

6.2 Corrective Aclion

Instructions (CGP Parts § and 7.2.7):
— Describe the procedures for taking comective action in compliance with CGP Part 5.

Personnel Responsible for Corrective Actions

Corrective Action Forms
Corrective Action Forms are located in Appendix E.

(Note: EPA has developed a sample corrective action form shat CGP operators can use. The

form is available at hﬂgs:([www.egc.gov[ngdes[stormwo?er—dischqrges-construction-
activities#resources)

6.3 Delegation of Authority

Instructions:
— ldentify the individual(s) or positions within the company who have been delegated
authority to sign inspection reports.
- Aftach a copy of the signed delegation of authority [see example in Appendix J of the
Template.)
_  For more on this fopic, see Appendix |, Subsection 11 of EPA's CGP.

EPA SWPPP Template, Version 2.1
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Duly Authorized Representative(s) or Position(s):
San Manuel Band of Mission Indians
Mike BeDell
Project Manager
101 Pure Water Lane
Highland, Ca 92344
{909) 425-35%0
mbedell@sqnmcnuel-nsn.gov
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SECTION 7: TRAINING

instructions (see CGP Part 6 and 7.2.8):

-~ Complete the table below to provide documentation that the personnel required fo be
trained in CGP Part 6 completed the appropriate training
—  If personnel will be taking course training {which is not reguired as part of the CGP),
consider using Appendix | of this SWPPP template to track completion of this training
— The following personnel, ai a minimum, must receive training, and therefore should be
listed out individually in the fable below:
v Personnel who are responsible for the design, installation, maintenance,
and/or tepair of stormwater controls (including pollution prevention measures);
v Personnel respensible for the application and storage of treaiment chemicals
(if applicable):
v/ Personnel who are responsible for conducting inspections as required in Part
4.1; and
v Personnel who are responsible for taking coirective actions as required in Part
5.
—  CGP Part 6 requires that the required personnel must be frained to understand the
following if related to the scope of their job duties:
v The permit deadlines associated with installation, maintenance, and removai of
stormwater controls and with stabilization;
v The location of all stormwater controls on the site required by this permit, and how
they are to be maintained;
v The proper procedures to follow with respect to the permit's pollution prevention
requirements; and
v When and how to conduct inspections, record applicable findings, and take
cormrective actions.

Table 7-1: Documentation for Completion of Tralning

Name Describe Training Date Training Compl -
’ 74 5! JovKee L
;5 €e ?b%-? ; v AT YICLY. )

V3 AR at YD W=y 7 T
c,_/// A%’ﬂl: --'l/ 7u

7
U EET
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Risk Management: San Manuel East Rez
Construction - Safety & WEAP Training

Posted by Greg Payne Mar 19, 2018
Today, the East Reservation contractor - Sukut Construction, San Manuel's Safety & Loss Control office, San

Manuel Environmental Department, and the Cultural Resources Department conducted a Job Specific training/
orientation session covering site safety requirements, emergency action plans, Environmental and Cultural
Resources regulatory compliance / WEAP (Worker Environmental Awareness Program).

This project will consist hillside grading and earth moving, creating 30-40 new home sites for the Tribe's
growing tribal families.

Question about this project - call Public Affairs 909-864-8933







Risk Management: San Manuel East Rez Construction - Safety & WEAP Training







Risk Management: San Manuel East Rez Construction - Safety & WEAP Training

Ann Brierty Lee Clauss Clifford Batten Chris Manzano Kenneth Shoji MBedell@TB.SMBMI.LOCAL
35 Views Tags: safety

n Greg Payne in response to Clifford Batten on page 3
Mar 18, 2018 8:01 PM
Thank you Clifford for the thumbs up!

il |
. Clifford Batten

Mar 19, 2018 4:49 PM
Great Highlight Greg, Two thumbs way up!

.'1: ]
Heather Thomas

Mar 19, 2018 4:29 PM
Thank you for sharing Greg! Sounds like a great collaboration!







Stormwater Pollution Prevention Plan (SWFPPP)
East Reservation Infrastructure Phase 2

SECTION 8: CERTIFICATION AND NOTIFICATION

Insiructions (CGP Appendix |, Parti.11 .b):

— The following certification statement must be signed and dated by a person who meets
the requirements of Appendix |, Part 1.11.b.
— This cerfification must be re-signed in the event of a SWPPP Modification.

| certify under penaity of law that this document and all attachments were prepared under my direction
Or supervision in accordance with a system designed fo assure that qualified personnel properly gathered
and evaluated the information submitted. Based on my inquiry of the person or persons who manage the
system, or those persons directly responsible for gathering the information, the information submitted is, 1o
the best of my knowledge and belief, true, accurate, and complete. | have no personal knowledge that
the information submitted is other than true, accurate, and complete. | am aware that there are
significant penalfies for submitting false information, including the passibility of fine and imprisonment for

knowing violatigns.

Name: M lebfﬁuiﬂe:

Signature: M Date: [/, 35/' 17
: ] 7
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stormwater Pollufion Prevention Plan (SWPPP)
East Reservation Infrastructure Phase 2

SWPPP APPENDICES
Attach the following documentation to the SWPPP:
Appendix A - Site Maps

Appendix B - Copy of 2017 CGP
Appendix C - NOI and EPA Authorization Email

Appendix D - Inspection Form
Appendix F - SWPPP Amendment Log

Appendix G - Subconiractor Ceriifications/Agreements
Appendix H - Grading and Stabilization Activifies Log
Appendix | - Training Log

Appendix J - Delegation of Authority

Appendix K - Endangered Species Documenfation

Appendix L - Historic Preservation Doc umentation

EPA SWPPP Template, Version 2.1 42
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Appendix A - Site Maps
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Stormwater Pollution Prevention Plan (SWPPP)
East Reservation Infrastructure Phase 2

Appendix B - Copy of 2017 CGP

EPA SWPPP Template, Version 2.1



2017 Construction General Permit (CGP)

2017 Construction General Permit (CGP) - Fact Sheet
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l. Backqgroun

Congress passed the Federal Water Pollution Control Act of 1972 (Public Law 92-500,
October 18, 1972) (hereinafter the “Clean Water Act" or “CWA"), 33 U.S.C. 1251 et seq., withthe
stated objectives to "restore and maintain the chemical, physical, and biological integrity of the
Nation's waters." Section 101{a), 33 U.S.C. 1251{a}. To achieve this goal, the CWA provides that
“the discharge of any pollutant by any person shall be unlawful” except in compliance with
other provisions of the statute. CWA section 301(a). 33 U.S.C. 1311. The CWA defines
“discharge of a pollutant” broadly to include “any addition of any pollutant to navigable waters
from any point source.” CWA section 502{12). 33 U.S.C. 1362(12). EPAis authorized under CWA
section 402(a) to issue a National Pollutant Discharge Elimination System {NPDES) permit for the
discharge of any pollutant from a point source. These NPDES permits are issued by EPA regional
offices or NPDES-authorized state or tribal agencies. Since 1972, EPA and the authorized states
have issued NPDES permits to thousands of dischargers, including industrial (e.g.. manufacturing,
energy and mining facilities) and municipal (e.q., sewage treatment plants) facilities. As
required under Title Il of the CWA, EPA has promulgated Effluent Limitations Guidelines (FLGs}
and New Source Performance Standards (NSPS) for many industrial point source categories, and
these requirements must be incorporated into NPDES permits. 33 U.S.C. 1311{b). The Water
Quaiity Act (WQA) of 1987 (Public Law 100-4, February 4, 1987) amended the CWA, adding
CWA section 402(p}, requiring implementation ofa comprehensive program for addressing
stormwater discharges. 33 U.S.C. 1342(p).

1. Clean Water Act Stormwaler Program

Prior to the Water Quality Act of 1987, there were numerous guestions regarding the
appropriate means of regulating stormwater discharges within the NPDES program due to the
serlous water quality impacts of stormwater discharges, the variable nature of stormwater, and
the large number of stormwater point sources. EPA undertook multiple regulatory actions inan
attempt to address these unigue discharges. Congress, with the addition of section 402(p).
established a structured and phased approach to address stormwater discharges and
fundamentally altered the way stormwater is addressed under the CWA as compared with other
point source discharges of pollutants. Section 402{p){1) created a temporary moratorium on
NPDES permits for point source stormwater discharges, except for those listed in section
402{p}{2), including dischargers already required to have a permit and discharges associated
with industrial activity. in 1990, pursuant to section 402(p)(4), EPA promulgated the Phase |
stormwater regulations for those stormwater discharges listed in 402(p)(2). See 55 FR 47990
{November 16, 1990). The Phase | regulations required NPDES permit coverage for discharges
associated with industrial activity and from “large” and “medium" municipal separate storm
sewer systems (MS4s). CWA section 402(p}{2). As part of that rulemaking, EPA interpreted
stormwater “discharges associated with industrial activity” to include stormwater discharges
associated with “construction activity” as defined at 40 CFR 122.26(b)(14)(x). See 55 R 48033~
34. As described in the Phase iregulations, dischargers must obtain authorization to discharge
{or “permit coverage"), including discharges associated with construction activity, including
clearing. grading, and excavation, if the construction activity:

e willresult in the disturbance of five acres or greater; or

o will result in the disturbance of less than five acres of total land area that is part of a
larger common plan of development or sale If the larger common plan will ultimately
dlisturb five acres or greater.

See 40 CFR 122.26{b){14){x}) and (c](1).

Section 402(p)(5) and {6} establishes a process for EPA to evaluate potential sources of
stormwater discharges not included in the Phase | regulations and to designate discharges for
regulation in order to protect water quality. Section 402(p)(é) instructs EPA to “issue
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regulations... which designate stormwater discharges, other than those discharges described in
[section 402{p)(2}], to be regulated to protect water quality and shail establish a comprehensive
program to regulate such designated sources.” In 1999, pursuant to the broad discretion
granted to the agency under section 402(p){é), EPA promulgated the Phase Il stormwater
regulations that designated discharges associated with “small® construction activity and “small”
MS4s, 64 FR 68722 (December 8, 1999). NPDES permit coverage is required for discharges
associated with “small” construction activity, including clearing, grading, and excavation, if the
construction activity:

* willresult inland disturbance of equal to or greater than one acre and less than five
acres; or

* willresult in disturbance of less than one acre of total land area that is part of a larger
common plan of development or sale if the larger common plan will ultimately disturb
equal to or greater than one and less than five acres.

See 40 CFR 122.26(b}{15).

EPA continues to have discretionary authority under section 402(p)(é) to designate
additional stormw ater discharges for regulation under the CWA in order to protect water quality,
EPA has established an adjudicatory process for exercising discretion to designate and require
NPDES permits for unregulated stormwater discharges. See 40 CFR 122.26(a)(9)(i}(C){ D); see
also Envt Defense Cir. v. EPA, 344 F.3d 832, 873-76 (9th Cir. 2003).

2. NPDES Permits for Stormwater Discharges Associated With Construction Activity

The NPDES regulations provide two options for obtaining authorization to discharge or
“permit coverage™ general permits and individual permits. A brief description of these types of
permits as they apply to construction and development (C&D) sites follows:

a. General NPDES Permils. The vast majority of discharges associated with construction
activity are covered under NPDES general permits. EPA, states, and tribes use general
permits to cover a group of similar dischargers under one permit. See 40 CFR 122.28.
General permits simplify the process for dischargers to obtain authorization to discharge,
provide permit requirements for any eligible discharger that files a Notice of Intent {NOI)
to be covered, and reduce the administrative workload for NPDES permitting authorities.
General permits, including the fact sheet describing the rationale for permit conditions,
are issued by NPDES permitting authorities after an opportunity for public review of and
comment on the proposed general permit. Typically, to obtain authorization to
discharge under a construction generat permit, a discharger (any operators of the
construction site; typically, a developer, builder, and/or contractor) submits to the
permitting authorityan NOI to be covered under the general permit. An NOIis not a
permit or a permit application (see Texas Independent Producers and Royalfty Owners
Ass'nv. EPA, 410 F.3d 964, 977-78 (7th Cir. 2005)}, but by submitting the NOI, the
discharger asserts and acknowledges that it is eligible for coverage under the general
pemit and that it agrees to the conditions in the published general permit. Discharges
associated with the construction activity are authorized consistent with the terms and
conditions established in the general permit.

After reviewing information regarding permit eligibility contained in the NOI, EPA, states
and tribes may notify a construction site operator that it must, instead, apply for an
individual permit if the permitting authority determines that the operator does not meet
the eligibility conditions for coverage under the general permit. Examples of situations
that might trigger such a determination are when the proposed discharges will not meet
applicable water quality standards, or when they may adversely affect a Federally
listed threatened or endangered species. In scme cases, the permitting authority may
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allow the operator to proceed with coverage under the general permit provided
additional control measures designed to address the specific issue at hand are
implemented.

b. EPA Construction General Permit (CGP). Since 1992, EPA has issued a series of
Construction General Permits (CGPs) that cover areas where EPA is the NPDES
permitting authority. At present, EPA isthe permitting authority in four states (Idaho,
Massachusetts, New Hampshire, and New Mexico), the District of Columbia, Puerto
Ricoand all other U.S. territories with the exception of the Virgin Islands, construction
projects undertaken by Federal Operators in four states (Colorado, Delaware, Vermont,
and Washington), most Indian Country lands and @ couple of other specifically
designated activities in specific states (e.g., ol and gas activities in Texas and
Oklahoma). See Appendix B for a complete list of areas covered by EPA's CGP. The
2012 CGP became effective on February 16, 2012 (see 77 FR 12286), and expires at
midnight on February 16, 2017. The 2017 CGP replaces the 2012 CGP,

c. Individual NPDES Permils. A permitting authority may require any construction site to
apply for an individual permit rather than using the general permit. Likewise, any
discharger may apply to be covered under an individual permit rather than seek
coverage under an otherwise applicable general permit. See 40 CFR 122.28(b){3).
Unlike a general permit, an individual permit is intended to be issued to one permitiee,
or a few co-permittees. Individual permits for stormw ater discharges from construction
sites are rarely used, but when they are, they are most often used for very large projects
or projects located in sensitive watersheds. EPA estimates that less than one haif of one
percent {< 0.5%) of all construction sites in the country are covered under individual
permits.

3. Technology-Based Effluent Limitations Guidelines and standardsin NPDES Permits

Effiuent limitations guidelines (ELGs) and new source performance standards {NSPSs) are
technology-based effluent limitations under CWA sections 301 and 306 for categories of point
source discharges. These effluent limitations, which can be either numeric or non-numeric,
along with water guality-based effluent limitations, if necessary, must be incorporated into
NPDES permits, as appropriate. ELGs and NSPSs are based on the degree of control that can be
achieved using various levels of pollutant control technology as defined in Title Il of the CWA
and summarized as follows:

a. Best Practicable Conirol Technology Currently Available (BPT). The CWA requires EPA fo
specify BPT effluent limitations for conventional, toxic, and nonconventional pollutants.
In doing so, EPA must determine what level of control is technologically available and
economically practicable. CWA section 301{b)(1)(A). In specifying BPT, EPA must look
at a number of factors. EPA considers the total cost of application of technology in
relation to the effluent reduction benefits to be achieved from such application. The
agency also considers the age of the equipment and facilities, the process em ployed
and any required process changes, engineering aspects of the application of the
control technologies, non-water quality environmental impacts (including energy
requirements), and such other factors as the Administrator deems appropriate. CWA
section 304{b){1}{B).

b. Best Available Technology Economically Achievable (BAT). BAT effluent limitations are
applicable to toxic (priority) and nonconventional poliutants. EPA has identified 65
pollutants and classes of pollutants as toxic pollutants, of which 126 specific poliutants
have been designated priority toxic poliutants. See 40 CFR 401.15 and 40 CFR part 423,
Appendix A. In general, BAT represents the best available performance of facilities
through application of the best control measures and practices economically
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achievable including treatment techniques, process and procedure innovations,
operating methods, and other altermatives within the peint source category. CWA
section 304(b)(2){A). The factors EPA considers in assessing BAT include the cost of
achieving BAT effluent reductions, the age of equipment and facilities invoived, the
processes employed, the engineering aspects of the control technology, potential
process changes, non-water quality environmental impacts (including energy
requirements), and such factors as the Administrator deems appropriate. CWA section
304{b}{2)(B).

c. Best Conventional Pollutant Control Technology (BCT). The 1977 amendments to the
CWA required EPA to identify effluent reduction levels for conventional pellutants
associated with BCT for discharges from existing point sources. BCT is not an additional
limitation, but replaces Best Available Technology (BAT) for control of conventional
pollutants. In addition to other factors specified in CWA section 304(b)(4){B). the Act
requires that EPA establish BCT limitations after consideration of o two- part "cost-
reasonableness” test. EPA explained its methodology for the development of BCT
limitationsin July 1986. 51 FR 24974 (July 9, 1986). Section 304{a)(4) designates the
following as conventional pollutants; biochemical oxygen demaond (BODs), total
suspended solids (TSS), fecal coliform, pH, and any additional pollutants defined by the
Administrator as conventional. See 40 CFR 401.14. The Administrator has designated oil
and grease as an additional conventional pollutant. 44FR 44501 (July 30, 1979). CWA
section 304(b)(4)(B).

d. Best Available Demonstrated Control Technology (BADT) for New Source Performance
Standards (NSPS). NSPS apply to all pollutants and reflect effluent reductions that are
achievable based on the BADT. New sources, as defined in CWA section 306, have the
opportunityto install the best and most efficient production processes and wastewater
treatment technologies. As a result, NSPS should represent the greatest degree of
sffluent reduction attainable through the application of the best available
demonstrated control technology. In establishing NSPS, CWA section 304 directs EPA to
take into consideration similar factors that EPA considers when establishing BAT, namely
the cost of achieving the effluent reduction and any non-water quaiity, environmental
impacts and energy requirements. CWA section 306(1)(B).

NPDES permits issued for construction stormwater discharges are required under Section
402{a){1) of the CWA toinclude conditions for meeting technology-based ELGs established
under Section 301 and, where applicable, any NSPS established under Section 304. Once an
ELG or NSPS is promulgated in accordance with these sections, NPDES permits must incorporate
limits based on such limitations and standards. See 40 CFR 122.44{q)(1). Priorto the
promulgation of national ELGs and/or NSPS, permitting authorities must establish and include in
NPDES permits technology-based effluent limitations case-by-case based on their best
professional judgment. See CWA section 402{a)(1)(B): 125.3(a}(2){ii)(B).

4. EPA’s Construction and Development Effluent Limitations Guidelines and New Source
Performance Standards

On December 1, 2009, EPA prom ulgated ELGs and NSPSs to control the discharge of
pollutants from construction sites. See 74 Fed. Reg. 62996, and 40 CFR 450.21. These
requirements, known gs the “Construction and Development Rule” or “C&D ruie," became
effective on February 1, 2010. Following the promulgation of the C&D rule in 2009, several
parties filed petitions for review of the final rule, identifying potential deficiencies with the
dataset that the EPA used to support its decision to adopt a numeric turbidity iimitation as well
as other issues. On March 6, 2014, pursuant to a settlement agreement to resolve the litigation,
EPA finclized amendments to the C&D rule that withdrew the numeric turbidity limitation and
monitoring requirements, and also provided clarification regarding several other requirements of
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the rule. See 79 Fed. Reg. 12661 and 80 Fed. Reg. 25235. Because the 2017 CGP is being issued
after the effective date of the 2014 C&D rule amendments, EPA must incorporate these
requirements into this permit. Therefore, the 2017 CGP includes revisions that reflect the 2014
C&D rule amendments, as well as maintains existing changes that were made to the 2012 CGP
to incorporate the other portions of C&D rule requirements not affected by the 2014
amendments. A summary of the C&D rule requirements is included in Section Il below.

II. mmary of C&D Rule ulr nts

The C&D rule requirements include non-numeric effluent limitations that apply to all
permitted discharges from construction sites (40 CFR 450.21). The effluent limitations are
structured to reguire construction operators to first prevent the discharge of sediment and other
pollutants through the use of effective planning and erosion control measures, and second, to
control discharges that do occur through the use of effective sediment control measures.
Operators must implement a range of pollution control and prevention measures 1o limit or
prevent discharges of pollutants, including those from dry weather discharges as well aswet
weather {l.e., stormwater),

The non-numetic effluent limitations are designed to prevent the mobilization and
stormw ater discharge of sediment and sediment-bound pollutants, such as metals and nutrients,
and to prevent or minimize exposure of stormw ater to construction materials, debris and other
sources of pollutants on construction sites. in addition, these non-numeric effluent limitations limit
the generation of dissolved poliutants, such as nutrients, organics, pesticides, herbicides and
metals that may be present naturally in the soil on construction sites, such as arsenic or selenium,
or may have been contributed by previous activities on the site such as agriculture or industrial
activity. These pollutants, once mobilized by rainfall and stormwater, can detach from the soil
particles and become dissolved pollutants. Once dissolved, these pollutants would not be
removed by down-siope sediment controls. Source control through minimization of soil erosion is
therefore the most effective way of controlling the discharge of these pollutants.

The C&D rule's non-numeric effluent limits are as follows {see 40 CFR 450.21):
1. Erosion and Sediment Controls

Operators must design, install and maintain effective erosion controls and sediment
controls to minimize the discharge of poilutants. At a minimum, such controls must be designed,
installed and maintained to:

a. Conirol stormwater volume and velocity to minimize soil erosion in order to minimize
pollutant discharges;

b. Control stormwater discharges, including both peak flowrates and total stormwater
volume, to minimize channel and streambank erosion and scour inthe immediate
vicinity of discharge points;

c. Minimize the amount of soil exposed during construction activity;

Minimize the disturbance of steep slopes;

e. Minimize sediment discharges from the site. The design, Installation and maintenance
of erosion and sediment controls must address factors such as the amount, frequency,
intensity and duration of precipitation, the nature of resulting stormwater discharge,
and soil characteristics, including the range of soil particle sizes expected to be present
on the site;

. Provide and maintain natural buffers around waters of the United States, direct
stormwater to vegetated areas and maximize stormw ater infiltration to reduce
pollutant discharges, unless infeasible;

o
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g. Minimize soil compaction. Minimizing soil com paction is not required where the
intended function of a specific area of the site dictates that it be compacted; and

h. Unless infeasible, preserve topsoil, Preserving topsoil is not required where the intended
function of a specific area of the site dictates that the topsoil be disturbed orremoved.

2. 3oll Stabllization Requirements

Operators must, at a minimum, initiate soll stabilization measures immediately whenever
any clearing, grading, excavating or other earth disturbing activities have permanently ceased
on any portion of the site, or temporarily ceased on any portion of the site and will not resume
for a period exceeding 14 calendar days. In arid, semiarid, and drought-stricken areas where
initiating vegetative stabilization measures immediately is infeasible, alternative stabilization
measures must be employed as specified by the permitting authority. Stabilization must be
completed within a period of time determined by the permitting authority. Inlimited
circumstances, stabilization maynot be required if the intended function of a specific area of
the site necessitates that it remain disturbed.

3. Dewatering Requirements

Operators must minimize the discharge of pollutants from dewatering trenches and
excavations. Discharges are prohibited unless managed by appropriate controls.

4. Pollution Prevention Measures

Operators must design, install, implement, and maintain effective poliution prevention
measures to minimize the discharge of pollutants. At minimum, such measures must be
designed, installed, implemented and maintained to:

a. Minimize the discharge of poliutants from equipment and vehicle washing, wheel wash
water, and other wash waters. Wash waters must be treated in a sediment basin or
alternative control that provides equivalent or better treatment prior to discharge;

b. Minimize the exposure of building materials, building products, construction wastes,
trash, landscape materials, fertilizers, pesticides, herbicides, detergents, sanitary waste
and other materials present on the site to precipitation and to stormwater, Minimization
of exposure s not required in cases where the exposure to precipitation and to
stormwater will not result in g discharge of pollutants, or where exposure of a specific
material or product poses little risk of stormwater contamination (such as final products
and materials intended for outdoor use); and

¢. Minimize the discharge of pollutants from spills and leaks and implement chemical spill
and leak prevention and response procedures.

5. Prohiblted Discharges
The following discharges from CA&.D sites are prohibited:
a. Wastewater from washout of concrete, unless managed by an appropriate control;

b. Wastewater from washout and cleanout of stucco, paint, form release oils, curing
compounds and other construction materials;

c. Fuels, oils, or other pollutants used in vehicle and equipment operation and
maintenance; and

d. Soaps or solvents used in vehicle and equipment washing,
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6. Surface Ovtlets

When discharging from basins and impoundments, operators must utllize outlet structures
that withdraw water from the surface, unless infeasible.

This fact sheet discusses in the sections below how EPA has inceorporated these
requirements into its 2017 CGP. The discussion will include a summary of each provision and the
agency's rationale for articulating the provision in this way. EPA notes that most of the 2012
CGP's provisions are retained inthe 2017 CGP.

I, Summ of Signlficant Changesto 7 CGP

The permit includes several new or modified requirements. The following summarizes the
significant changes to the 2017 CGP.

1. Streamlining of the Permit

EPA streamlined and simplified language throughout the CGP to present requirements in
a generally more clear and readable manner. This structure should enhance operators’
understanding of and compliance with the permit's requirements. For example, EPA moved
language that was not necessary in the permit into the relevant appendix or to the fact sheet.
Although the permit has been streamlined from prior permits, many of the requirements remain
unchanged.

2. Types of Discharges Authorized

The permit clarifies that stormw ater discharges from earth-disturbing activities associated
with the construction of staging areas and the construction of access roads conducted priorto
active mining are eligible for coverage under the CGP.

The 2017 CGP, like the 2012 CGP, authorizes several non-stormwater discharges in Part
1.2.2. New to the 2017 CGP is an explicit prohibition of non-stormw ater discharges of external
building washdown waters containing hazardous substances, such as paint or caulk containing
polychlorinated biphenyls (PCBs). Consistent with the 2012 CGP, authorized non-stormwater
discharges are required to comply with any applicable effluent limitation requirements inParts 2
and 3 of the 2017 CGP.

3. Effiuent Limitations

EPA made minor revisions to the technology-based effluent limits in the permit to
implement the 2014 amendments to the C&D rule, as discussed in section Il. These revisions
include clarifying the applicability of requirements to contro! erosion on-site caused by
stormwater, providing additional details on areas where buffers are required, and clarifying
requirements for soil stabilization, preservation of topsoil and pollution prevention measures.

4. Nolice of Permit Coverage

As in the 2012 CGP, construction operators must post a sign or other notice of permit
coverage at a safe, publicly accessible location in close proximity to the construction site. New
for the 2017 CGP, this notice must also include information informing the public onhow to
contact EPA to obtain a copy of the SWPPP, and how to contact EPA if stormwater pollution is
observed in the discharge. EPA isrequiring these additions to make the longstanding process of
obtaining a SWPPP more readily known to the public and to improve transparency of the
process to report possible violations.

Page 11



2017 Construction General Permit (CGP)

5. Stockpiles and Land Clearing Debris Piles

EPA changed the requirement for temporary stabilization for stockpiies oriand clearing
debris piles from "“where practicable” to requiring cover or appropriate temporary stabilization
for all inactive piles that will be unused for 14 or more days, consistent with the temporary
stabilization deadiines in Part 2.2.14. EPA made this change to ensure pollutants are minimized
from these piles, but is clarifying that the requirement only applies where these piles are not
actively being used.

4. Stabilization Deadlines

The 2017 CGP establishes a modified approach to the stabilization deadlines, which is
based onthe concept of phasing construction disturbances. Sites that disturb 5 acres orless
must complete stabilization within a 14-day timeframe, which is the same timeframe that
applied to sites in the 2012 CGP. For sites that disturb more than 5 acres over the course of a
construction project, operators may choose between completing stabilization within a 14-day
timeframe if they limit (i.e.. phase) disturbances to 5 acres or less at any one tirne, orwithin a 7-
day timeframe if they do not limit (i.e., phase) disturbances to § acres or less at any one time.
The intent of this approach is to provide an incentive to disturb less land at dany given period of
time by providing longer stabilization timeframes if the disturbance is kept below a threshold
level. This approach is also consistent with the C&D rule limit to minimize the amount of soil
exposed during construction activity. See 40 CFR 450.21 (a)(3). The deadline for sites discharging
to sensitive waters (regardless of how many acres they disturb overall or at any one time)
remains unchanged (within 7 days), and the exceptions for sites in arid, semi-arid, and drought-
stricken areas and for operators affected by circumstances beyond their control also remain
unchanged.

7. Construcition and Domestic Waste

The 2017 CGP now requires operators to keep waste container lids closed when not in
use and at the end of the business day for those containers that are actively used throughout
the day, or, for waste containers that do not have lids, provide cover or a similarly effective
means to minimize the discharge of pollutants. EPA made this change to minimize the exposure
of these waste materials to precipitation and stormwater, and to make the requirements for
construction and domestic waste consistent with the cover requirements for most other types of
materials and wastes in the 2012 CGP.

8. Discharge Limitations for Sites Discharging to Sensitive Walers

In order to help ensure that discharges meet water quality standards, in the 2017 CGP
EPA added o requirement to implement controls on sites discharging to polychiorinated
biphenyl-(PCB) impaired waters to minimize the exposure of building materials containing PCBs
to precipitation and stormwater. This provision appiies to the demolition of structures with at least
10,000 square feet of floor space built or renovated before January 1, 1980. EPA also requires
information about the demolition location and associated pollutants o be decumented in the
SWPPP,

9. Nofice of Intent (NOI)
EPA added three questions to the NOI form (Appendix J}. These questions are:

* The type of construction site (select one or more of 9 options).

* A yes/no question asking if there is demolition of a structure with at lecst 10,000 square
feet of floor space that was built orrenovated before January 1, 1980.
A yes/no question asking whether the predevelopment land use was agriculture.
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IV. Geographic Coverage of the Permit

This permit makes available coverage for stormwater discharges associated with
construction activities that occur in areas not covered by an approved state NPDES program.
The areas of geographic coverage of this permit are listed in Appendix B, and include the states
of Idaho, Massachusetts, New Hampshire, and New Mexico as well as most Indian Country lands,
and construction projects undertaken by Federal Operators inselected states. Permit coverage
is also available in the District of Columbia, Puerto Rico, and all other U.S. territories with the
exception of the Virgin Islands.

V. t ies of Facilities That Can Be er Un This Permit

This permit covers stormwater discharges associated with construction activities located
in one of the areas identified in Appendix B, which disturb one or more acres of land, or will
disturb less than one acre, but are part of a commeon plan of development or sale that will
ultimately disturb one acre or more. See 40 CFR 122.26(b}{14){x) and (15), and Part 1.1 ofthe
permit. The fable below summarizes which construction activities may be covered by this
permit:

Categories of facilities that can be covered under this permit

North American Industry Classlification
System (NAICS) Code

Construction site operators disturbing one or more acres of land, or less than one acre but part
of alarger common plan of development or sale if the larger common plan will ultimately
disturb one acre or more, and performing the following activities:

Examples of Affected Entities

Construction of Bulldings 236

Heavy and Civil Engineering Construction 237

Note that this list of NAICS codes covers those industry segments most likely to make use
of this permit, but any construction operator that meets the eligibility requirements laid out for
coverage s eligible. Eligibility for coverage by the permit is availoble to operators of “new sites,”
operators of "existing sites,” “new operators of permitted sites," and operators of “emergency-
related projects,” as discussed in Part 1.2 and defined in Appendix A.

Vi. Permit R irements

This section outlines below the purpose of each provision, followed by the permit
requirements (in text box), followed by any additional explanation of each provision.

Part 1: How to Obtain Coverage Under the CGP

Part 1 of the CGP details the provisions that must be met to obtain coverage under the
permit. Although this section has been reorganized from prior permits, most of the requirements
for coverage and the process to be followed for seeking coverage remain unchanged.

Part 1.1: _ Eligibtli nditions

The requirements in Part 1.1 describe all the conditions that must be met to be eligible for
coverage under the CGP, as foliows. Listing these eligibility conditions ensures that operators
have verified that their particular construction project, and discharges from it, are eligible for
coverage under this permit.
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Part 1.1 (1.1.1 - 1.1.9) | Permit Requirements

1.1

1.1.2

1.1.4

You are an operator of the construction project for which discharges will be covered
under this permit, For the purposes of this permit and in the context of stormwater
discharges associated withconstructionactivity,an “operator” isany partyassociated
witha consfructionprojectthat meets either of the following two criteria:

a. The party has operational control over construction plans and specifications,
including the ability to make modifications to those plans and specifications
fe.g., in most cases this is the owner of the sitey; or

b.  The party has dayto-day operational control of those activities at a project that
are necessary to ensure compliance with the permit conditions fe.g., they are
authorized to direct workers at a site to cany out activities required by the
permit; in most cases this is the general contractor fas defined in Appendix A) of
the project).

Where there are multiple operators associated with the same project, all operators
must obtain permit coverage. Subconiractors generally are not considered operators
for the purposes of this permit.

The project will distur one or more acres, or will disturb iess than one acre but is part
of acommon plan of development or sale that will ultimately disturb one or more
acres, orthe project’s discharges have been designated by EPA as needing a permit
under § 122.26(a){1){v) or § 122.26(b}{15)(i).

The construction project islocated in an area where EPA is the permitting authority.
For a list of such areas, see Appendix B.

Discharges from the project are not:

a. Already covered by a different NPDES stormwater permit for the same
discharge. Notethat this does not include sites curently covered under the
2012 CGP; or

b. Inthe process of having coverage under another NPDES stormw ater permit
denied, terminated, or revoked. Note that this does not include the following:
{1) sites currently covered under the 2012 CGP that will be seeking coverage
under this permit, nor (2} sites that will be covered under this permit that are
transferring coverage to a different operator.

[Note that notwithstanding a project being ineligible for coverage under this
permit because it falls under the description of {a) or {b) above, EPA may waive
the applicable eligibilityrestriction after specific review If it determines that
coverage under this permit is indeed appropriate.]

Discharges from the site are not likely to adversely affect any species that are
federally listed as endangered or threatened under the Endangered Species Act
(ESA) and will not result in the adverse modification or destruction of habitat that is
federally designated as “critical habitat” under the ESA. To demonstrate this, one of
the criteria listed in Appendix D must be met, following the procedures set forth in that
appendix;

The operator has completed the screening process in Appendix E with respect to the
protection of historic properties and places;

Any specific requirements respecting eligibility as imposed by the applicable stafe,
tribe, or territory through CWA section 401 certification and listed in Part 9 of this
permit have been met;
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1.1.8  For operators of a “new source” {as defined in Appendix A)

a. EPA has not, prior to authorization under this permit, defermined that discharges
from your site will cause, have the reasonable potential to cause, or contribute
to an excursion above any applicable water quality standard. Where such Q
determination is made prior to authorization, EPA may notify the operator that
an individual permit application is necessary in accordance with Part 1.2.2.
However, EPA may authorize coverage under this permit after the operator has
included appropriate controls and implementation procedures designed to
bring the discharge into compliance with this permit, specifically the
requirement to meet water quality standards. Inthe absence of information
demonstrating otherwise, EPA expects that compliance with the stormwater
control requirements of this permit, including the requirements applicable o
such discharges in Part 3, will result in discharges that will not cause, have the
reasonable potential fo cause, or contribute to an excursion above any
applicable water quality standard; and

b. Discharges from your site to a Tier 2, Tier 2.5, orTier 3 water! will nof lower the
water quality of the applicable water. in the absence of information
demonstrating otherwise, EPA expects that compliance with requirements of this
permit, including the requirements applicable to such discharges in Part 3.2, will
result in discharges that will not lower the water quality of such waters.

1.1.9  If the operator plans to add cationic treatment chemicals (as defined in‘Appendix A)
to stormwater and/or authorized non-stormwater prior to discharge, it is ineligible for
coverage under this permit and may not submit an NOI, unless and until it notifies the
applicable EPA Regional Office (see Appendix L) in advance and the EPA Regional
Office authorizes coverage under this permit after the operator has included
appropriate controls and im plementation procedures desighed to ensure that their
use of cationic treatment chemicals will not lead to discharges that cause an
exceedance of water quality standards. In the absence of such authorization, to use
cationic treatment chemicals af the site, the operator must apply for and receive
coverage under an individual permit.

The definition of "operator” in Part 1.1.1 aboves consistent with the 2012 CGP. The party
that meets the first part of the definition of *operator” (the party has operational controf over
construction plans and specifications, including the ability to make modifications to those plans
and specifications} in most cases will be the owner of the site. The party that mests the second
part of the definition of “operator” (the party has day-to-day operational control of those
activities at a project that are necessary to ensure compliance with the permit conditions fe.q..
they are authorized to direct workers at a site to carry out activities required by the permit)) in
most cases will be the general contractor of the project. EPA clarifies that subcontractors
generally do not meet the definition of "operator,” and thus are generally not required to obtain
permit coverage.

1Note: Your site will be consideredto discharge to aTier2, Tier 2.5, or Tier 3 waterif the first waterfowhich
you discharge is identified by a state, fribe, or EPA as aTier 2, Tier 2.5, or Tier 3 water, For discharges that
enter a stormsewer system priorto discharge, the first water ofthe US. to which you dischargeis the
waterbody that receives the stomwaterdischarge fromthe stormsewer system. See list of Tier 2, Tier 2.5,
and Tier 3 watersin Appendix F.
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Part 1.1 of the permit also clarifies the requirements with respect to projects with multiple
operators. Where there are multiple operators associated with the same project, all cperators
must obtain permit coverage. Also, if the operator of a "construction support activity” {see Part
1.2.1.c} is different than the operator of the main site, that operator must also obtain permit
coverage. For example, if a construction support activity for the project is owned by a separate
owner, and If the separate owner meets the definition of “operator", that person must obtain
permit coverage for discharges from the site where the support activities are located. However,
if the construction support activity is owned or operated by the site operator, then the support
activity must be included in the site operator's permit coverage, including any documentation
provided in the NOI and SWPPP. Part 1.1 references Part 7.1 for clarification on the sharing of
liability between and among operators on the same site and for conditions that apply to
developing a SWPPP for multiple operators associated with the same site.

The requirements in Part 1.1.8, which apply fo new sources, are designed to comply with
40 CFR 122.4(i) requirements that address the issuance of permits to new sources to waterbodies
not meeting instream water quality standards. EPA notes that while Part 1.1.8 is designed to
specifically implement 40 CFR 122.4(i), other water quality-based requirements apply to existing
sources, os well as new sources. Part 3 of the pemit includes water quality-based effluent limits
applicable to all sources, which are designed to ensure that all discharges from all operators are
controlled as necessary to meet water qudlity standards.

Part 1.1.8 also requires operators to determine if they discharge to a Tier 2, Tier 2.5, or Tier
3 water, and if they do, to comply with specific requirements in the permit, which are infended
to ensure that their discharges will not result in lowering of water qudlity in the receiving water,
This provision makes clear to operators their requirements for complying with antidegradation
requirements, and provides assurance that operators will not cause or contribute to a lowering
of water quaiily in the receiving water.

Part 1.1.9 clarifies what operators electing to use cationic freatment chemicals must do
to be eligible for coverage under the permit. EPA has added Appendix L to the permit as a
suggested format for nofifying the operator's applicable EPA Regional Office about its intent to
use of cationic freatment chemicals. The addition of Appendix L is to make it easier for operators
to become eligible for permit coverage under Part 1.1.9. This provision is not being modified from
the 2012 CGP,

EPA hereby incorporaies by reference the discussion In the 2012 CGP fact sheet
concerning background on cationic treatment chemicals as well as the agency's rationdle for
adopting this provision. See section VI.2.4 “Use of Cationic Treatment Chemicals” on pages 20

through 28 of the 2012 CGP fact sheet, available at
hﬂgs:[[www.egc.gov(sifes[goducﬂon[ﬁles[201 6-10/documents/cap2012_finalfactsheet-
updateurl.pdii.

Part 1.2; e Disch Auvuthorize

Part 1.2 of the CGP provides operators with a comprehensive list of the types of
discharges that are authorized once covered under this permit. This list makes operators aware
of allowed stormwater and non-stormwater discharges, and of any additional requirements
associated with those discharges to minimize the discharge of pollutants, and also makes
operators aware that any discharges not included on the list are not authorized under this
permit. The new language in footnote 5 reminds operators to refer to the definition of
“discharge” in Appendix A.

Part 1.2.1 lists categories of stormwater discharges that are allowed under the CGP,
provided that all applicable permit limits and conditions are met.
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Part 1.2.1 | Permit Requirements

The following stormwater discharges are authorized under this permit provided that
appropriate stormwater controls are designed, installed, and maintained (see Parts 2 and 3)

a. Stormwater discharges, including stormwater runoff, snow melt runoff, and surface runoff
and drainage, associated with construction activity under 40 CFR 122.26{b}{14} or
122.26(b){15)(i):

b. Stormwater discharges designated by EPA as needing a permit under 40 CFR §
122.26{a)(1)(v) or§ 122.26{b)(15)(ii);

c. Stormwater discharges from construction support activities (e.g., concrete or asphatt
batch plants, equipment staging yards, material storage areas, excavated material
disposal areas, borrow areds) provided that:

i. The support activityis directly related to the construction site required to have permit
coverage for stormwater discharges;

ii. The support activityis not acom mercial operation, nor doses it serve muliiple
unrelated construction projects;

iil. The support activity does not continue to operate beyond the completion of the
construction activity at the project it supports; and

iv. Stormwater controls are implemented in accordance with Part 2 and Part 3 for
discharges from the support activity areas.

d. The permit also clarifies that stormwater discharges from earth-disturbing activifies
associated with the construction of staging areas and the construction of access roads
conducted prior to active mining are eligible for coverage under the CGP.

Part 1.2.2 provides authorization for non-stormw ater discharges from the operatfor’s
construction activity.

Part 1.2.2 | Permit Requirements

The following non-stormwater discharges associated with your construction activity are
authorized under this permit provided that, with the exception of watferused o control dust
and to imigate vegetation in stabilized areas, these discharges are not routed to areas of
exposed soil on your site and you comply with any applicable requirements for these
discharges in Parts 2 and 3:

a. Discharges from emergency firefighting activities;
b. Fire hydrant flushings;
c. Landscape irigation;

d. Water used to wash vehicles and equipment, provided there is no discharge of soaps.
solvents, or detergents used for such purposes;

e. Water used to control dust;
i Potable water including uncontaminated water line flushings;

g. External building washdown, provided soaps, solvents, and detergents are not used, and
external surfaces do not contain hazardous substances {as defined in Appendix A) (e.g..
paint or caulk containing polychlorinated biphenyis (PCBs)):
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h. Pavement wash waters, provided spills or leaks of toxic or hazardous material have not
occurred {unless all spill material has been removed) and where soaps, solvents, and
detergents are not used. The operator is prohibited from directing pavement wash waters
directly into any water of the U.S., storm drain inlet, or stormwater conveyance, unless the
conveyance is connected to a sediment basin, sediment trap, or similarly effective confrol;

I.  Uncontaminated air conditioning or compressor condensate:
J- Uncontaminated, non-turbid discharges of ground water or spring water;

k. Foundation or footing drains where flows are not contaminated with process materials
such as solvents or contaminated ground water: and

I Construction dew atering water discharged in accordance with Part 2.4

Part 1.2.1.d includes a new clarification that stormwater discharges from earth-disturbing
activities associated with the construction of staging areas and the construction of aceess roads
conducted prior to active mining are eligible for coverage under the CGP, This clarification was
added to ensure consistency between this permit and the 2015 MSGP, which gives mining
operators the option of having these same stormwater discharges covered under that permit or
having them covered under the CGP. This language simply makes it ciear to mining operators
that these stormwater discharges are in fact eligible under the CGP, as intended.

Part 1.2.2 adds a new condition that discharges of external building washdown waters
containing hazardous substances {e.g., paint or caulk containing PCBs} are not authorized. The
purpose of this new provisionis to prevent releases of PCBs in the environment when these wash
waters contact external building surfaces containing PCBs. If the operator were to discharge
washdown waters containing PCBs to an MS4 or directly to areceiving water, these would be
vnauthorized discharges.

EPA notes that "uncontaminated” means that the discharge does not cause or
contribute to an exceedance of applicable water quality standards. Similarly, “non-turbid”
means the discharge does not cause or contribute to an exceedance of turbidityrelated water
quality standards. See Appendix A.

Part 1.2.3 provides authorization to discharge authorized stormwater or authorized non-
stormw ater discharges, commingled with a discharge authorized by a different NPDES permit
and/or a discharge that does not require NPDES permit authorization.

Part 1.2.3 | Permit Requirements

Also authorized under this permit are discharges of stormwater listed above in Part 1.2.1, or
authorized non-stormw ater discharges listed above in Part 1.2.2, commingled with a discharge
authorized by a different NPDES permit and/or g discharge that does not require NPDES permit
authorization,

Part1.3: Pr i |

Part 1.3 identifies the types of discharges that are prohibited from occuning at the
operator’s construction site. This list prohibits the following discharges:
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Part1.3 (1.3.1 - 1.3.5) | Permit Requiremenis
1.3.1. Wastewater from washout of concrete, unless managed by an appropriate control as
described in Part 2.3.4;

1.3.2. Wastewater from washout and cleanout of stucco, paint, form release oils, curing
compounds and other construction materials;

1.3.3. Fuels, oils, or other pollutants used in vehicle and equipment operation and
mgaintenance;

1.3.4. Soaps, solvents, or detergents used in vehicle and equipment washing or external
building washdown; and

1.3.5. Toxic or hazardous substances from a spill or other release.

Part 1.3 also specifies that to prevent the above-listed prohibited non-stormwater discharges,
operators must comply with the applicable pollution prevent requirements in Part 2.3.

Part 1.3 details the types of wastes and other poliutants that operators are prohibited
from discharging under the permit. The requirement in Parts 1.3.1 through 1.3.4 above
implement prohibitions included in the CaD rule at 40 CFR 450.21(e). The requirement in Part
1.3.5 above to prohibit toxic or hazardous substances from @ spill or other release corresponds to
Part 3.1.1 of the 2008 CGP {"you are not authorized to discharge hazardous substances or oil
resulting from an onsite spill”). EPA includes the types of prohibited non-stormwater discharges in
the permit as a reminder to the operator that the only authorized non-stormwater discharges are
at Part 1.2.2. Any unauthorized non-stormwater discharges must be covered under an individual
permit or alternative general permit.

This provision, which is now Part 1.3 in this permit, was moved from Part 2 in the 2012 CGP.
Moving this section on prohibited discharges to immediately follow Part 1.2 on authorized
discharges specifies for operatorsin one place in the permit which discharges are and are not
allowed under the CGP.

Part 1.4: _Submitting Your NOI

Part 1.4 carries out the fundamental requirement that discharges are hot authorized until
permit coverage is obtained, and that permit coverage is obtained for the CGP through the
submission of a complete and accurate NOI foliowed by a minimum 14-day waiting period.

Part 1.4 | Permit Requirements

Part 1.4 specifies that all “operators” {as defined in Appendix A) associated with the
construction site, who meet the Part 1.1 eligibilityrequirements, and who seek coverage under
the final permit, must submit to EPA a complete and accurate NOI prior to commencing
construction activities. -

Part 1.4 provides an exception for operators that are conducting construction acfivities in
response to a public emergency (e.g., natural disaster, widespread disruption in essential
public services), and the related work requires immediate authorization to avoid imminent
endangerment to human health, public safety, orthe environment, or to reestablish essential
public services. If any of these circumstances apply, the operator may discharge onthe
condition that a complete and accurate NOI is submitted within 30 calendar days after
commencing construction activities (see Table 1in the permit) establishing that you are
eligible for coverage under this permit. The operator must also provide documentationin the
SWPPP to substantiate the occurrence of the public emergency.
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EPA recognizes that obtaining CGP coverage following the normal procedures is not
feasible in situations requiring emergencyrelated construction. EPA includes the exception in
Part 1.4 to ensure that the authorization process does not interfere with emergency-related
construction projects required to avoid endangerment to human health, public safety, orthe
environment. By providing the operators of these projects with the ability to immediately begin
work, and to postpone the NOI submission and SWPPP completion deadlines for 30 calendar
days, EPA intends that these projects may proceed without delay. Once the initial 30 calendar
days has expired, however, an NOI must be submitted and q SWPPP must be completed.

art 1.4.1: isite for tting Your NOI

Part 1.4.1 clarifies that completing development of the SWPPP consistent with Part 7 is a
prerequisite fo submitting an NCI for coverage under this permit.

Part 1.4.1 | Permit Requirements

Operators must develop a SWPPP consistent with Part 7 before submitting an NOI for
coverage under this permit.

Part 1.4.1 was a note in Part 1.4 in the 2012 CGP. The notewas moved to the body of the
permit to make this requirement more visible to operators.
art 1.4.2: to Submit Ol

Part 1.4.2 clarifies the method by which operators are to submit their NOIs for permit
coverage.

Part 1.4.2 | Permit Requirements

Part 1.4.1 specifies that operators must use EPA's NPDES eReporting Tool (NeT) to
electronically prepare and submit their NOIs for coverage under the 2017 CGP, unless the
operator receives a waiver from your EPA Regional Office. Waivers from electronic
reporting may be granted based on one of the following conditions:

a. i the operator's operational headquarters are physically located ina
geographic areq (i.e., ZIP code or census fract) that is identified as under-
served for broadband Internet access in the most recent report from the
Federal Communications Commission: or

b. If the operator has limitations regarding available computer access or
computer capability.

If the operator wishes to obtain a waiver from submitting a report electronically, operators
must submit a request to the EPA Regional Office. In that request, operators must document
which exemption they meet, provide evidence supporting any claims, and a copy of their
completed NOI form. A waiver may only be considered granted once operators receive
written confirmation from EPA. i the EPA Regional Office grants the operator approval to use
a paper NOI, and they elect to use it, the operator must complete the form in Appendix J.

This is the first CGP that has made use of EPA's NPDES eReporting Tool (NeT), which
replaces the previous electronic system required in the 2012 CGP, the eNOI system. Due to the
expansion in internet availability, greater efficiency in administrative processing, and reductions
in cost to manage the system as compared to paper NOIs, it is required that NeT be the primary
mechanism by which construction projects obtain permit coverage. If it is not possible for an
operator to make use of NeT, such operator may submit a waiverrequest to the Regional Office
and an explanation as to why use of NeT is infeasible. Operators must receive affimative
confirmation from the Regional Office to then use a paper NOL.
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Part 1.4.2 specifies the deadlines for submitting NOIs for permit coverage and official start

dates for permit coverage in Table 1.
operator commences construction activity. Table 1 summarizes the

NOI submittal deadlines vary depending onwhen the
deadlines and permit

coverage start dates based upon the type of construction project as follows:

Part1.43 - | Permit Requirements

Table 1 NOI Submittal Deadlines and Official Start Date for Permit Coverage.

Type of Operator

NOI Submiital Deadline?

Permit Authorization Date?

Operator of a new site (i.e., a site
where construction activities

commence on or after February
16, 2017)

At least 14 calendar days
before commencing
construction activities.

Operator of an existing site fi.e.. a
site with 2012 CGP coverage
where consiruction activities
commenced prior to February 16,
2017)

No later than May 17, 2017.

New operator of a permitted site
li.e., an operator that through
transfer of ownership and/or
operation replaces the operator of
an already permitted construction
site that is either a “new site” or an
"exjsting site")

At least 14 calendar days
before the date the
transfer to the new
operator will take place.

14 calendar days after EPA
notifies you that it has
received a complete NO,
unless EPA notifies you that
your authorization is
delayed or denied.

Operator of an "emergency-
related project™ {i.e., a project
initiated in response to a public
emergency {e.g.. natural disaster,
disruption in essential public
services), for which the related
work requires immediate
authorization to avoid imminent
endangerment to human health
or the environment, or fo
reestablish essential public
services)

No later than 30 calendar
days after commencing
construction activities.

You are considered
provisionally covered
under the terms and
conditions of this permit
immediately, and fully
covered 14 calendar days
after EPA notifies you that it
has received a complete
NOI, unless EPA nofifies you
that your quthorization is
delayed ordenied.

The term “operator of a new sife” in Table 1 is used to describe projects that commence
earth disturbing activities on or after February 16, 2017, the effective date of the permit. New
sites include those new sources that are subject to the C&D rule's NSPSs because they

commenced construction after February 1, 2010 {the effective date of the C&Drule). The term
“new site" was adopted to avoid the confusion that would haveresulted if the permit used the

2|f you miss the deadline to submit your NG, any and all discharges from your construction activities will
continue to be unauthorized under the CW A until they are coveredby thisora different NPDES permit.
EPA may take enforcement actionfor any unpermitted discharges that occur betweenthe
commencement of construction activities and discharge aut horization.

3Discharges are not authorized if your NOI isincomplete orinaccurate or if you are not eligible for permit
coverage.
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term “new source” to describe both projects that began construction after February 1, 2010, but
before February 16, 2017, and those projects that begin on or after February 16, 2017.

The term “operator of an existing site” in Table 1 refers to construction projects that
commenced activities prior o February 16, 2017, the effective date of the permit. Existing sites
include both those activities that began prior to the February 1, 2010 effective date of the NSPS
of the C&D rule, and may have been covered under the 2008 CGP, and those activities that are
subject to the NSPS because they commenced after February 1, 2010, but before February 16,
2017,

The 14-day NOI submittal deadlines in Table 1 for operators of new sites and new
operators of a new or existing site provides the Fish & Wildlife Service and the National Marine
Fisheries Service (the “Services”), state and tribal historic preservation offices, and the public,
with an opportunity to review these submissions and to inform EPA if they believe that more time
is needed to review the potentialimpacts from the project. The 14 days between receipt of the
NOI and authorizationis refemed to as the "waiting period.”

During the 14-day waiting period, where one or both of the Services or the historic
preservation office requests that they or EPA need to further explore whether a particular facility
is eligible for permit coverage, EPA can delay authorization to allow such an assessment to take
place. EPA may also use the waiting period to determine whether any more stringent control
measures are necessary 1o ensure that discharges will meet applicable water quality standards,
to be consistent with an applicable wasteload allocation {WLA), orto comply with state ortribal
antidegradation requirements.

Additionally. during this waiting period, the public has an opportunity to review the NOIs
and request review of applicable SWPPPs. Anyone wishing to provide feedback to EPA can
send information to the appropriate EPA Regional Office listed in Appendix B of the permit for
consideration. EPA clarifies that this waiting period is not a public notice and comment period.
EPA will consider any information provided to it during the waiting period, but does not plan to
provide specific responses to comments recelved. Where appropriate, EPA will address
concerns raised (e.g., will direct the relevant operator to make improvements to the designed
stormwater controls as necessary to meet the requirements of the permit). Depending on the
nature of the issue and the timing of the comments, EPA will take appropriate action either prior
to or following discharge authorization. In addition, EPA may delay authorization if warranted, or
may determine that the discharge is not eligible for authorization under this permit,

The description of the permit authorization date changed slightly from the 2012 CGP. The
2012 CCP states that the operator would be covered under the permit "14 calendar days after
EPA has acknowledged receipt of [the operator's] NOI on the agency's website...” Under the
2017 CGP, operators are covered under the permit "14 calendar days after EPA notifies the
operator] that it has received acomplete NOL... " This is a clarification of the process that was
followed under the 2012 CGP. “Acknowledging receipt on the agency's website" required the
NOI to be complete when submitted to EPA, and it would not be processed otherwise.
Therefore, EPA is making it more explicit that the NOI must be complete upon receipt for the
operator be covered within 14 calendar days.

Table 1 describes that operators of emergencyrelated projects are considered
provisionally covered under the permit immediately upon the start of construction, and
unprovisionally covered 14 calendar days after EPA acknowledges receipt of their NOI through

posted Information on EPA’s website {hitps://www.epa,gov/npdes/stormwater-discharges-
construction-activities#ereporting), unless EPA notifies the operator that their authorization has

been delayed or denied.
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If the operator requests a waiver and submits a paper NOI, the 14-day period prior to
permit coverage is the same as above, however this period commences only affer EPA
completes manual entry of the paper NO! information into Nel. Note that if the paper NOI
contains errors or is incomplete, this will result in delaying the commencement of the 14-day
waiting period. The operator will be able to tellwhen the 14-day waiting period has begun by

checking for their NOI in NeT at httos://www epa.gov/npdes/stormwater-discharges-
construction-activities#ereporting.

Part 1.4.4: Modityin rN

Part 1.4.4 describes the process for modifying an NOI if the operator needs to cormect or
update any fields.

Part 1.4.4 | Permit Requirements

To modify an NOI, the operator may submit a “Change NOI" form using NeT. Waivers from
electronic reporting may be granted as specified in Part 1.4.2. If the EPA Regional Office
has granted the operator approval to submit @ paper NOI meodification, they may indicate
any NOI changes on the same NOI form in Appendix J. When there is o change to the site's
operator, the new operator must submit a new NOI, and the previous operator must
submit a NOT form as specified inPart 8.3.

Part 1.4.4 is a new provision in the permit that EFA added to clarify for operators the
existing procedure for modifying NOIs.

Part 1.4.5: r Official E te of Permit a
Part 1.4.5 describes how long permit coverage lasts.

Part 1.4.5 | Permit Requirements

Once covered under the CGP, permit coverage will last until:
a. The operator terminates permit coverage, consistent with Part 8; or

b. The operator receives permit coverage under a different NPDES permit, or a reissued or
replacement version of this permit after expiring on February 14, 2022 if the operator
requests coverage under the reissued or replacement permit by the specified deadline
(in this case the operator has no break in coverage); or

c. The operator fails to submit an NOI for coverage under a revised or replacement version
of this permit before the deadline for existing construction sites where construction
activities continue after this permit has expired (in this case your coverage lapses and
EPA may take enforcement action against any unpermitted discharges).

Continuation of Coverage for Existing Operators After the 2017 Permit Expires

Note that if the 2017 CGP is not reissued or replaced prior to the expiration date, it will be
administratively continued in accordance with section 558(c) of the Administrative Procedure
Act {see 40 CFR 122.6) and remain in force and effect for discharges that were covered prior to
its expiration. All operators granted permit coverage prior to the expiration date of the permit
will automaticallyremain covered by the 2017 CGP uniil the earliest of:

a. The authorization for coverage under a reissued or replacement version of the permit
following the timely submittal of a complete and accurate NOI requesting coverage
under the new permit. If a timely NOI for coverage under the reissued or
replacement permit is not submitted, coverage will terminate on the date that the
NOI was due; or
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b. The date of the submittal of an NOT: or
c. Issuance ordenial of an individual permit for the operator’s discharges; or

d. A final permit decision by EPA not to reissue the CGP, at which time EPA will identifya
reasonable time period for covered dischargers to seek coverage under an
alternctive general permit or an individual permit. Coverage under this permit will
terminate ot the end of this time period.

EPA reserves the right to modify or revoke and reissue the 2017 CGP under 40 CFR 122,62
and 63, in which case the operator will be notified of any relevant changes or procedures to
which operators may be subject.

This clarification was previously stated in Part 1.4.4 of the 2012 CGP and has been moved
to the fact sheet inthe 2017 CGP. The clarification describes for operators the continuation of
coverage for existing operators if the permit expires. Where EPA fails to issue a final general
permit prior to the expiration of a previous general permit, EPA has the authority to
administratively continue the permit for operators authorized to discharge under the prior
general permit. However, EPA does not have the authorityto provide coverage to construction
projects not already authorized to discharge under that prior general permit. Once the five-year
expiration date for this permit has passed, any such projects would need to obtain coverage
under an individual permit, or other general permit that is in effect.

art 1.5: R irem t a Yo mit Cover

The requirement in Part 1.5 is to provide notice to the public, and any otherinterested
parties, that discharges from the construction site are authorized by EPA.

Part 1.5 | Permit Requiremenis

Part 1.5 of the CGP requires that the operator post a sign or other notice of permit coverage
at a safe, publicly accessible location in close proximity to the construction site. The notice
must be located so that it is visible from the public road that is nearest to the active part of
the construction site, and it must use a font large enough to be readily viewed from a public
right-of-way. At a minimum, the notice must include:

a. The NFDES ID (i.e., permit tracking number assigned to your NOI);

b. A contact name and phone number for obtaining additional construction site
information;

c. The Uniform Resource Locator (URL) for the SWPPP {if available), or the following
statement: “If you would like to obtaina copy of the Stormwater Pollution Prevention
Plan (SWPPP) for this site, contact the EPA Regional Office at {include the appropriate
CGP Regional Office contact information found at

hHgg:[[www.ega,gov(ngdes[cgnfccf—gs-sformwafer#regional]:“ and

d. The following statement “If you observe indicators of stormwater pollutantsin the
discharge or in the receiving waterbody, contact the EPA through the following

website: : W v -vi ions

By providing notice of permit coverage and other information about the site, interested
parties are more easily able to obtain information about the construction site, such as the SWPPP,
and identify the site when reporting potential permit violations. Note that operators are only
required to provide copies of the SWPPP, upon request, to EPA; astate, tribal orlocal agency
approving stormwater management plans; the operator of a storm sewer system receiving
discharges from the site; or representatives of the U.S. Fish and Wildlife Service (USFWS) orthe
National Marine Fisheries Service (NMFS). EPA may provide access to porticns of the SWPPP to a
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member of the public upon request. For the 2017 CGP, EPA added a requirement that the notice
of permit coverage must include a statement about how to obtain a copy of the SWPPP from EPA.
This addition makes the protocol for requesting a SWPPP easily known and explicit to the public.
Confidential Business Information [CBI) will be withheld from the public, but may not be withheld
from EPA, USFWS, or NMFS. To improve transparency of the process to report possible violations,
EPA also added arequirement that the notice of permit coverage must include information on
how the public can contact EPA if stormw ater poltution is observed in the discharge. EPA also
added footnote 10to clarify that when the active part of the construction site is not visible from @
public road, operators must place the notice of permit coverage in a position that is visibie from
the nearest publicroad and as close as possible to the construction site.

t2: hno -Based ent Limitati
Part 2 organizes the stormwater effluent limitations into four sections:

¢« Par 2.1: General Stormwater Control Design, Installation, and Maintenance
Requirements;

e Part 2.2: Erosion and Sediment Control Requirements;
e Part 2.3: Pollution Prevention Requirements; and
¢ Part 2.4 Construction Dewatering Requirements.

The stormwater control requirements in Part 2 are the technology-based effluent limitations
that apply fo all discharges associated with construction activity eligible for permit coverage. The
requirements in Part 2 generally apply the national effluent limitations guidelines and new source
performance standards in the Construction and Development Rule {*C&D rule") in 40 CFR Part 450
promulgated on December 1, 2007 (74 Fed. Reg. 62996), and amended on March 6, 2014 (79
Fed. Reg. 12661). These requirements apply to all permitted sites, including construction support
activities that are covered under the permit under Part 1.2.1.c.

EPA's Incorporation of the Non-Numeric Limits

An operator can minimize the discharge of pollutants from construction sites by satisfying
the non-numeric effluent limitations at 40 CFR 450.21 and by using various controls and
practices, outlined in more detdail by the permitting authority. EPA crafted the non-numeric
effluent limits in the C&D rule to allow flexibility in how the permitting authorityimplements these
requirements in permits. See 74 FR 63016, As an example, 40 CFR 450.21(a)(5) requires
construction operators to design, install, and maintain controls to “minimize sediment discharges
from the site.” Thus, each NPDES permitting authority has some discretion within this somewhat
broad requirement, defined further at 40 CFR 450.21(a){5). to further define what it means to
minimize sediment discharges, or to achieve any of the other non-numeric limits. See 74 FR
63016,

Accordingly, this permit contains requirements that specifically implement or incorporate
each of the C&D rule's non-numeric limits in order to minimize the discharge of pollutants from
construction sites. This is consistent with EPA’s objective to write general permits with conditions
that are clear, specific, and measurable. In the sections that follow, EPA discusses the permit
requirements, and explains how the language is consistent with the non-numeric effluent limitsin
the C&D rule upon which they are based.

Part2.1: G ral Stormwater Control Design tallagtion Mgintena R: irements

Part 2.1 establishes the overall principle for designing, installing, and maintaining
stormw ater controls that work to minimize the discharge of pollutants from construction sites, as
required in 40 CFR 450.21.
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Part2.1 | Permit Requirements

Part 2.1 includes the general requirement that the operator must design, instail, and maintain
stormwater controis required in Parts 2.2 and 2.3 to minimize the discharge of pollutants in
stormwater from construction activities. Part 2.1 includes design, installation, and maintenance
requirements that must be followed for all such controis.

.1.1: Desl

Part 2.1.1 requires the operator to account for design factors that address the
comesponding C&D rule requirements in 40 CFR 450.21 (a}2) and (5).

Part2.1.1 | Permit Requirements
In the design of stormwater controls, operators must account for the following factors:

a. The expected amount, frequency, intensity, and duration of precipitation;

b. The nature of stormwater runoff and run-on at the site, Including factors such as
expected flow from impervious surfaces, slopes, and site drainage features. You must
design stormwater controls to controi stormwater voiume, velocity, and peak flow rates
to minimize discharges of pollutants in stormwater and to minimize channel and
streambank erosion and scour in the immediate vicinity of discharge points; and

¢. The soil type and range of soil particle sizes expected to be present on the site.

It is important to consider precipitation characteristics so that earth-disturbing activities
can be planned during periods with a lower risk of precipitation and so that erosion and
sediment control practices can be designed to convey and manage the precipitation that is
expected to occur. The requirement to design stormwater controls to account for the nature of
stormwater runoff and run-on on the site and to reduce peak flowrates and total stormwateris
intended to minimize scouring and erosion caused by stormwater discharges from the site. The
requirement to account for soil characteristics, such as particle size distribution, erosivity, and
cohesiveness, is also important for selecting and designing appropriate erosion and sediment
controls.

Part2.1,2: Good Engi ing Practi

Part 2.1.2 implements the C&D rule requirement to “install effective erosion and sediment
controls.”

Part 2.1.2 | Permit Requirements

The operator must design and install all stormwater conftrols in accordance with good
engineering practices, including applicable design specifications.

In order for stormwater controls to be effective, they must be properly designed and
installed. EPA notes that design specifications may be found in manufacturer specifications
and/or in applicable erosion and sediment control manuals or ordinances. Additionally, where if
is appropriate to depart from such specifications, this must reflect good engineering practice
and must be explained in the SWFPPP.

Part2.1.3: om) Inst tion Prior to Com ent of strycti

Part 2.1.3is intended to ensure that stormwater controls are installed and made
operational to minimize pollutant discharges from the area of active disturbance.
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Part 2.1.3 | Permit Requirements
The operator must complete the installation of stormwater controls by the time each phase of
construction has begun:

a. By the time construction activity in any given portion of the site begins, the operator
must install and make operational any downgradient sediment controls {e.g., buffers,
perimeter controls, exit point confrols, storm drain infet protection) that control
discharges from the initial site clearing, grading, excavating, and other earth-
disturbing activities. EPA notes that this requirement does not apply to the earth
disturbance associated with the actual installation of these controls. Operators should
take all reasonable actions to minimize the discharges of pollutant during the
instailation of stormwater controls.

b. Following theinstallation of theinitial controls, the operator must install and make
operational all stormwater controls needed to control discharges prior to subsequent
earth-disturbing activities. |

For example, prior to initial site clearing and grading activities, the operator must install
perimeter controls, exit point controls, and, if applicable, storm drain inlet protections and
natural buffers or equivalent sediment controls to control stormwater discharges from the initial
disturbances. After this initial work is completed, the operator must install and make operational
other controls, such as sediment traps or sediment basins, that are expected to freat stormwater
during the remaining phases of construction. Where a project Is conducted in phases, such as
for alarge-scale road project, the requirement is to install such contrels prior to commencing
earth-disturbing activities for the particular phase. After initial controls are installed, the operator
must install and make operational any remaining stormwater conirols as conditions allow.

EPA notes that the phrase “unless infeasible™ has been removed from the requirement fo
complete installation of initial dow ngradient sediment controls by the time construction has
begun, which was included in the 2012 CGP. in EPA's judgment, thisisnot a meaningful change
because the permit already accounts for the scenarios in which meeting this requirement would
be infeasible in footnote #12 in the permit.

Part 2.1.4: Maintain Controls in Effeclive Operating Condition

Part 2.1.4 implements the C&D rule requirement to “maintain effective erosion controls and
sediment controls” at 40 CFR 450.21(a} and the NPDES requirement at 40 CFR 122.41(e) to “at all
times properly operate and maintain alt facilities and systems of treatment and control ... S

Part 2.1.4 | Permit Requirements

During permit coverage, the operator must ensure that all stormwater controis are maintained
and remain in effective operating condition and are protected from activities that would
reduce their effectiveness.

a. Comply with any specific maintenance requirements for the stormwater controls listed
in this permit, as well as any recommended by the manufacturer.

b. If at any time you find that a stormwater control needs routine maintenance, you must
immediately initiate the needed maintenance work, and complete such work by the
close of the next business day.

c. If at any time you find that a stormwater control needs repair or replacement, you
must comply with the corrective action requirements in Part 5.
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Part 2.2: Erosl n i t Con ir

Part 2.2 implements the C&D rule's requirement at 40 CFR 450.21 (a} to “design, install, and
maintain effective erosion controls and sediment controls to minimize the discharge of
pollutants,” as well as the requirements in 40 CFR 450.21 (b} forsoil stabilization,

Part 2.2 | Permit Requirements

Part 2.2 requires the operator to implement erosion and sediment controls that minimize the
discharge of poliutantsin stormwater from construction activities.

The specific sections of the permit within Part 2.2 include requirements that articulate
what is expected of CGP operators in order to comply with this effluent limitation established in
the C&D rule.

Part2.2.1: Natural Buffers

Part 2.2.1 implements the C&D rule's requirement to minimize the discharge of pollutants
from the site by providing and maintaining "natural buffers around waters of the United States,..
unless infeasible.” See 40 CFR 450.21(q)(4).

Part2.2.1 | Permit Requirements

Provide and maintain natural buffers and/or equivalent erosion and sediment controls when a
water of the U.S. is located within 50 feet of the site's earth disturbances.

a. For any discharges to “waters of the U.S." {defined in Appendix A) located within 50
feet of the site's earth disturbances, the operator must comply with one of the
following alternatives:

i. Provide and maintain a 50-foot undisturbed natural buffer; or

ii. Provide and maintain an undisturbed natural buffer that isless than 50 feset and is
supplemented by erosion and sediment controls that achieve the sediment load
reduction equivalent to a 50foot undisturbed natural buffer; or

iii. If infeasible to provide and maintain an undisturbed natural buffer of any size,
implement erosion and sediment controls to achieve the sediment load reduction
equivalent to a 50foot undisturbed natural buffer.

b. Exceptions to the requirement in Part 2.2.1.a are explained In Appendix G, Part G.2.

This requirement applies to all project sites that are situated within 50 feet of o water of
the U.S., with certain exceptions described in Appendix G of the permit. Appendix G provides
guidance on which sites must comply with the buffer provision, and how to implement the
different compliance alternatives.

EPA incorporates by reference the discussion in the 2012 CGP fact sheet concerning the
agency’s rationale for adopting the specific buffer requirements. See section "Provide Natural
Buifers or Equivalent Sediment Confrols” on pages 41 through 65 of the 2012 CGP fact sheet,
available at hitps: it i i -

12 fin t L

EPA moved much of the language from the 2012 CGP buffer provision to Appendix G
since this requirement only applies to a subset of construction operators (i.e., those whose site
disturbances occur within 50 feet of a water of the U.S.). While the requirements and the
flexibility provided remain the same, if is more efficient to explain these compliance detdils and

Page 28



2017 Construction General Permit (CGP)

to provide further guidance in Appendix G, which s solely devoted to the topic of the buffer
requirements.

Part 2.2.2: Direct Stormwater to Vegetated Areas

Part 2.2.2 implements the C&D rule requirement at 40 CFR 450.21{a){6). This requirement
reduces the discharge of sediment and other pollutants through filtration and infiltration.

Part2.2.2 | Permit Requirements

Direct stormwater to vegetated areas and maximize stormw ater inflltration and filtering to
reduce pollutant discharges, uniess infeasible.

Operators can comply with this requirement by directing non-erosive flows leaving silt
fences, filter berms, or other perimeter controls and sediment basins to natural buffers adjacent
to streams or other vegetated areas on or adjacent fo the property on which the construction
activities will occur. Note that some site operators have found the use of level spreaders or other
practices to be effective to prevent erosive discharges. These practices will help {o prevent the
formation of gullies and associated erosion. Examples of where it may be infeasible to direct
discharges from stormwater controls o vegetated areas include those areas where pervious or
vegetated areas within the project footprint are non-existent, such as in some highly urban
areas.

ri 2.2.3: tal] Perjmet onjrols

The perimeter control requirements in Part 2.2.3 implement the C&D rule requirement to
“install effective erosion and sediment controls.”

Part 2.2.3 | Permit Requirements

Operators must install sediment controls, such as filter berms, silt fences, vegetative strips, and
temporary diversion dikes, along any perimeter areas of the site that will receive poliutant
discharges, and comply with the following perimeter control requirement:

a. Remove sediment before it has accumulated to one-half of the above-ground height
of any perimeter control.

b. Exception: For areas at “linear construction sites” {as defined in Appendix A} where
perimeter controls are infeasible fe.g.. due foa limited or restricted right-ofway],
implement other practices as necessary to minimize pollutant discharges to perimeter

areqas of the site.

The requirement instructs operators as o where downslope sediment controls should be
installed so that they are effectively situated to minimize the discharge of pollutants on the site.
The requirement in (o) above makes operators aware that they must maintain perimeter controls
so that they remain effective throughout the duration of permit coverage. This requirement
implements the C&D rule requirement to “maintain effective erosion conirols and sediment
controls” at 40 CFR 450.21{a).

The requirement in (b) above provides fiexibility for linear construction sites by allowing
them to document inthe SWPPP when it is infeasible to install perimeter controls in certain areas
of the site, and instead allowing the use of other types of practices that will adequately minimize
pollutant discharges to perimeter areqs of the site. The language in Part 2.2.3.b reflects a
modification from the 2012 CGP, which required that perimeter controls for linear sites be
maximized where practicable where there are rights-of-way restrictions. EPA established fhis
provision in order to recognize that for some linear projects, perimeter controls are not always
feasible (e.g., due to limited available space to install perimeter controls), and that other types
of practices can be employed to minimize pollutant discharges. For example, in urban areas
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where, due to right-of-way limitations, perimeter controls could cause a safety hazard to
vehicles and/or pedestrians, perimeter controls may not be feasible. Other practices that couid
be implemented to minimize pollutant discharges from perimeter areas for these types of sites
could include conducting earth disturbances only on days when no precipitation will occur:
limiting disturbances and stabilizing areas of exposed soil immediately; and aveiding
disturbances to environmentally sensitive areas. The types of other practices to be implemented
to adequately minimize pollutant discharges from perimeter areas must be based on site-
specific conditions and reflect good engineering judgment.

While perimeter controls may not be feasible in the above circumstances, operators are
reminded of the requirement under Part 2.1.1 to account forthe required design factors for their
stormw ater controls and their overali obligation in Part 2 to minimize sediment dischargss. In
addition, the operator must ensure that sediment and other pollutants, which may escape the
area of disturbance onto off=site streets, other paved areas, and sidewalks, are removed
consistent with the mitigation requirements in Part 2.2.4.d.

EFA also notes that Part 2.2.3 only applies along any perimeter areas of the site that will
receive pollutant discharges. If a portion of the construction site's perimeter area does not
receive pollutant discharges, petimeter controls are not recuired in that portion of the site.
Therefore, perimeter controls are not necessary in the perimeter area surrounding construction
activities in areas of sites where no pollutant discharges occur, which for certain linear
construction sites could include:

* Pole sites where only overhead work is conducted:

* Use of pre-existing access roads or pad areas where no expansion or below-grade
improvements (e.g.. no new earth disturbances) will occur; and

* Areas where vegetationis left in place but needs to be timmed {e-g.. mowing, weed
whacking, efc.} to allow temporary access {e.g., overland travel) or use of a site (e.g., wire
stringing site). In such circumstances, the ground cover {i.e., grasses and other low-growing
vegetation, such as mosses, ferns, vines, shrubs, herbaceous plants, and root mats that are
planted orthat naturally occur) is retained and no grading occurs,

224 M e -

Collectively, the requirements in Part 2.2.4 will result in the minimization of sediment that
has been tracked out from the site onto paved surfaces and subsequently discharged in
stormwater. The following practices are required for minimizing sediment track-out:

Part2.2.4 | Permit Requirements

a. Restrict vehicle use to properly designated exit points;

b. Use appropriate stabilization techniques (e.g.. use of aggregate stone with an underlying
geotextile or non-woven filter fabric, and turf mats) at all points that exit onto paved
roqds.

I Exception: Stabilization is not required for exit points at linear utility construction sites
that are used only episodically and for very short durations over the life of the
project, provided other exit point controls {e.g.. preventing the use of exit points
during wet periods; minimizing exit point use by keeping vehicles onsite to the
extent possible; limiting exit point size to the width needed for vehicle and
equipment usage; using scarifying and compaction techniques on the soil; and
avoiding establishing exit pointsin environmentally sensitive areqs) are
implemented to minimize sediment track-out:

c. Implement additional track-out controls {e.g., wheel washing, rumbile strips, and rattle
plates) as necessary to ensure that sediment removal occurs prior to vehicle exit; and

Page 30



2017 Construction General Permit (CGP)

d. Where sediment has been tracked out from your site onto paved roads, sidewalks, or
other paved areas outside of your site, remove the deposited sediment by the end of
the same business day in which the track-out occurs or by the end of the next business
day if track-out occurs on a non-business day. Remove the frack-out by sweeping,
shoveling, or vacuuming these surfaces, or by using other similarly effective means of
sediment removal. You are prohibited from hosing or sweeping tracked-out sediment
into any stormwater conveyance, storm drain inlet, or water ofthe U.3.

The requirement to restrict vehicle use to properly designated exit pointsin {a) above,
the requirement for appropriate stabilization techniques at all points that exit onto paved roads
in (b) above, and the requirement for the use of additional controls as necessary to ensure that
sediment removal occurs prior to vehicle ext in (c) above, implement the C&D rule requirement
to “minimize sediment discharges from the site." The reguirement in (b) above also implements
the C&D rule requirement to "minimize the amount of soll exposed duting construction activity.”
The requirement in (d) above implements the C&D rule requirements to “minimize sediment
discharges" and the requirement to "minimize the discharge of pollutants from equipment and
vehicle washing ...."

The exception language in (b) is added here to reflect the guidance included in EPA’s
FAQ for the comresponding section of the 2012 permit (i.e., Part 2.1.2.3.b). See EPA's FAQ for Part
2.1.2.3.b at hitps://www epq.gov/npdes/stormwater-discharges-co nstryction-gctivities#fag.
Portions of this FAQ are repeated here to further explain the meaning of these requirements for
linear utility projects:

EPA acknowledges that the use of exit points for certain narrow linear utility
projects can differ from traditional residential or commercial construction
projects, where the same exit points are consistently used throughout thelife of @
project. Linear utility project disturbances, whichinclude natural gas and electric
transmission lines, typically consist of multiple disconnected areas of disturbance
associated with access roads, stringing pull stations, laydown/staging yards, and
pads. Because exit point stabilization is only required for points that exit onto
paved roads, it will often be the case that exit point stabilization and the other
track-out controls described in Parts 2.1.2.3.b [Part 2.2.4.b of the 2017 CGP] and
2.1.2.3.c [Part 2.2.4.c of the 2017 CGP] of the 2012 EPA CGP will not be required
for linear utility projects that use existing unpaved roads to exit theirwork
locations. However, to the extent that any sediment is tracked from existing
access points onto paved roads, the requirement to remove tracked-out
sediment in Part 2.1.2.3.d [Part 2.2.4.d of the 2017 CGP] still applies.

Linear utility projects are also often constructed in phases with different access
points corresponding to different phases or separate work locations within each
phase. When access points are created for linear utility projects, they are often
constructed as short ingress/egress locations from nearby existing roads, and are
often used episodically and only for very short durations over the life of the
project. Therefore, the types of exit point stabilization and other controls that are
appropriate for these types of access peoints may differ from construction projects
where access points are used more heavily and consistently throughout the life of
the project. Examples of exit point stabilization techniques and controls that may
be appropriate for access points that are used episodically and only for very short
durations by such linear utility projects could include, but are not limited to, the
following:

« Using scheduling techniques to prevent the use of exit points during
wet periods;
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» Minimizing exit point use by keeping vehicles onsite to the maximum
extent possible;

» Limiting exit point size to the width needed for vehicle usage and using
scarifying and compaction technigues on the soll;

» Using woody vegetation chips from the clearance of shrubs and frees
on the exit point surface;

* Avoiding locating exit points in environmentally sensitive areas (e.g.,
wetlands, karst areas, steep slopes); and

» Conducting routine inspections {e.g., daily on scheduled work days)
at exit points to assess the need to implement the mitigation measures
inPart 2.1.2.3.d [Port 2.2.4 of the 2017 CGP].

Exit point stabilization techniques must be selected to ensure that sediment
track-out is minimized. To the extent that any sediment is tracked from the
existing access point onto paved roads, all operators must ensure that It s
removed consistent with the mitigation requirements in Part 2.1.2.3.d [Part
2.2.4.d of the 2017 CGP] (e.g., sweeping, shoveling, vacuuming, or other
similar means). For all projects, the exit point stabilization and controls must
be selected based on sitespecific conditions to meet the overall
requirement in Part 2.1.2.3 [Part 2.2.4 of the 2017 CGP] to minimize sediment
track-out, and must take into account safety considerations. The controls
that are selected must also be documented in the SWPPP.

Note that EPA no longer aliows for hosing down or sweeping pollutantsinto a stormwater
conveyance where it is connected to a sediment basin, sediment trap, or similarly effective
controls. Upon further consideration, EPA is concerned that this practice will lead to these
controls being compromised, and that a sweeping, shoveling, and vacuuming are standard
and readily available approaches for removing sediment track-out.

.2.5:  Man =Cl D

The requirements to control discharges from stockpiled sediment or soil are intended to
prevent the discharge of sediment from stockpiled soil and dirt on the site.

Part2.2.5 | Permit Requirements

Operators must manage stockpiles orland clearing debris piles composed, in whole or in part,
of sediment and/or soil.

a. Locate the piles outside of any natural buffers established under Part 2.2.1 and away
from any stormwater conveyances, drain inlets, and areas where stormwater flow is
concentrated;

b. Install a sediment barrier along all downgradient perimeter area {e.g., include berms,
dikes, fiber rolls, silt fences, sandbags, gravel bags, orstraw bale);

. For piles that will be unused for 14 or more days, provide cover fe.g., tarps, biown sfraw
and hydroseeding) or appropriate temporary stabilization (consistent with Part 2.2.14);
and

d. You are prohibited from hosing down or sweeping soil or sediment accumulated on

pavement or other impervious surfaces into any stormwater conveyance, storm drain
inlet, orwater of the U.S.
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EPA made an edit o the wording of the sediment barriers requirement inthe 2012 CGP
to encourage operators to access the pile from the upgradient areain Part 2.2.5(b). This change
is infended to eliminate the need to take down or run over any sediment barrier every time an
operator needs to access the pile and ensure the downgradient perimeter protection would
always be in place.

The required use of “appropriate temporary stabilization” will onlyapplywhen a pile is
“inactive.” whereas inthe 2012 permit the requirement applies only “where practicable.” The
change better captures the intent of this provision to ensure that pollutant discharges are
minimized as a result of storm events, while at the same time it addresses the practicability of
these controls by limiting this requirement to times when the piles are inactive. 1t is EPA'S
judgment that cover or appropriate temporary stabilization for these piles, such as tarps, blown
straw, and hydroseeding, are all readily available and common erosion and sediment control
products and technologies that operators wit likely already be using to comply with the
stabilization requirements in Part 2.2.14. The use of these technologies for covering orfem porarily
stabilizing stockpiles when piles are inactive poses a smallincremental cost relative to the total
cost of all other stormwater controls on the site. In addition, some cover technologies, such as
tarps, can be reused multiple times on the same site due to their durability and longevity.

Some states have similar requirements for stockpile cover or stabilization. For example,
Delaware's sediment and stormwater regulations state that “Following soil disturbance of re-
disturbance, Permanent or Temporary Stabilization shall be completed for perimeter sediment
controls, topsoil stockpiles, and all other disturbed or graded areas on the project site within 14
calendar days unless more restrictive Federal requirements apply.”4 Another example is in
Minnesota's CGP, which states “The Permittee(s) must stabilize all exposed soil areas (including
stockpiles). Stabilization must be initiated immediately to limit soil erosion whenever any
construction activity has permanently or temporarily ceased on any portion of the site and will
not resume for a period exceeding 14 calendar days."5 North Dakota CGP stabilization
requirements for exposed soil also cover stockpiles that are not temporary, defined as land
being idle for 14 or more calendar days.é

Note also that {d} no longer allows for hosing down or sweeping poliutantsinto a
stormwater conveyance where it is connected to a sediment basin, sediment trap, or similarly
effective controls due to the concern that this practice will lead to these controls being
compromised.

Part2.2.6: Minimize Dust

The requirement isintended to minimize the discharge of sediment in stormwater from
the generation of dust.

Part 2.2.6 | Permit Requirements

On areas of exposed soil, the operator must minimize the generation of dust through the
appropriate application of water or other dust suppression techniques.

4 Delaware Department of Natural Resources and Environmental Control, Regulations Governing the
Control of W ater Pollution, Section9.1.02, known as Special Conditions for Stormwater Discharges
Associated with Construction Activities. Available at
http://requlations.delaware.gov/AdminCode /title7/5000/5101.pdf

5 Minnesota Pollution Control Agency. General Permit Authorization to Discharge Stormwater associated
with Construction Activity under the National Pollutant Discharge BiminationSystem/ State Disposal System
Program. Available at https://www.pca.state mn.us/sites/default/f es/wg-stm2-68a.odf

¢ North Dakota Department of Health, Authorizationto Discharge Under the North Dakota Pollutant
Discharge Elimination System-Stormwater Associated with Construction Activity, page 25. Av ailable at
http://www.nohealth.gov /W tom/Construction/NDR1Qper201 50401 F pdf
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Dust suppression techniques prevent dust from being generated, minimizing the potential
for the dust to accumulate where it is likely to discharge from the site in stormwater discharges.

rk 7: In i

The requirement in Part 2.2.7 implements the C&D rule requirement to "minimize the
disturbance of steep slopes” at 40 CFR 450,2] {a){4).

Part2.2.7 | Permit Requirements
The operator must minimize the disturbance of “steep slopes” (as defined in Appendix Al

The permit does not prevent or prohibit disturbance on steep slopes. EPA recognizes that
for some projects, disturbance on steep slopes may be necessary for construction {e.g.,aroad
cut in mountainous terrain). If disturbances to steep slopes are required for the project, EPA
would recognize that it is not feasible to avoid the disturbance of steep slopes. EPA also notes
that the requirement to minimize the disturbance of steep slopes does not apply to the creation
of soil stockpiles. EPA incorporates by reference the discussion in the 2012 CGP fact sheet
concerning this requirement. See part 2.1.2.6 “Minimize the Disturbance of Steep Slopes” on
pages é7 through 68 of the 2012 CGP fact sheet, available at

Part 2.2.8: Native Tops

Part 2.2.8 implements the C&D rule requirement to preserve topsoil, unless infeasible at 40
CFR 450.21{a){8).

Part2.2.8 | Permif Requirements

The operator must preserve native topsoil on the site, unless infeasible.

The requirement to preserve topsoil will help to maintain the soil structure on construction
sites and provides a growing medium for vegetative stabilzation measures. Better vegetative
stabilization reduces erosion rates of the underlying soil and aiso Increases the infiltrative capacity
of the soll, therebyreducing the amount of sediment transported to downslope sediment and
perimeter controls. Topsoil can be preserved by stockpiling the native topsoil on the site for later
use (e.g., for vegetative stabilzation), or by limiting disturbance and removal of the topsoiland
associated vegetation. For example, topsoil can be preserved by limiting clearing and grading to
only those areas where necessary to accommodate the building footprint. EPA notes that some
projects may be designed to be highlyimpervious after construction, and therefore little or no
vegetation isintended to remain. In these cases, EPA recognizes that preserving topsoll at the site
would not be feasible. In addition, some sites may not have space to stockpile topsoil on site for
later use, in which case, it may also not be feasible to preserve topsoil. EPA is aware that
stockpiling of topsoll in offsite locations, or transfer of topsoil to other locations, is frequently used in
these situations and EPA would view this as acceptable practice. However, EPA notes that
stormwater discharges from any construction support activities mesting the requirements of Part
1.2.1.c will be subject to the permit requirements.

art2.2.9: Minimize Soil i

Part 2.2.9 implements the C&D rule requirement to "minimize soil compaction.” The
requirement isintended to allow for infiltration and retention of stormwater to reduce stormwater
discharge volume and velocity.
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Pari2.2.9 | Permit Requirements

In any areas of the site where final vegetative stabilization will occur or where infiltration
practices will be instalied, the operator must:

a. Restrict vehicle and equipment use in these locations to avoid scil compaction; and

b. Before seeding or planting areas of exposed soil that have been compacted, use
techniques that rehabilitate and condition the soils as necessary to support vegetative
growth.

To comply with this requirement, operators may either restrict vehicle and equipment use
on areas that will be vegeiatively stabilized or where infiltration practices will be installed, or use
soil conditioning techniques to decompact soils to support vegetative growth. Specific types of
soil conditioning technigues could include deep-ripping and decompaction or sub-soiling. EPA
also notes that the requirement to minimize soil compaction does not apply to areas that will not
be used for final vegetative stabilization or for areas where infiltration practices will not be
installed. For example, the requirements do not apply to disturbed areas that will become
paved surfaces, such as roads, foundations, footings, or on embankments, or on areas where soil
compaction is necessary by design.

EPA notes that the requirement in (b) above is no longer conditioned on the feasibility of
using soil conditioning or rehabilitation practices. In EPA’s judgment, requiring these practices
"as necessary” provides adequate flexibility to operators and does not significantly change the
provision in the 2012 CGP. For example, inthe 2012 CGP fact sheet, EPA explained that “the
requirement to use soil conditioning techniques is not required in any area where it would not be
feasible, such as on steep slope areas or any ofher areas where it is not safe for the required
equipment.” EPA would not findit to be “necessary” to use soil conditioning fechnigues inan
area of the site where it was unsafe either because the required equipment is unable to be
operated on steep slope areas or these areas are unlikely to be compacted in the first place
given the safety concerns of operating heavy equipment in this areq.

Part 2.2.10: Protect Storm Drain Inlets

Part 2.2.10 implements the C&D rule requirement to “minimize sediment discharges from
the site” by requiring stormwater inlets to be protected with sediment controls during
construction.

Part2.2.10 | Permit Requirements

a. Installinlet protection measures that remove sediment from discharges prior to entry into
any storm drain inlet that carries stormwater flow from your site to a water of the US.,
provided you have authority to access the storm drain inlet; and

b. Clean, or remove and replace, the protection measures as sediment accumulates, the
filter becomes clogged, and/or performance is compromised. Where there is evidence
of sediment accumulation adjacent to the inlet protection measure, removethe
deposited sediment by the end of the same business day in which it is found or by the
end of the following business day if removal by the same business day is not feasible.

Inlet protection measures prevent sedimentdaden stormwater from being discharged
into storm drains, and ultimately surface waters. The maintenance requirements in {b) support
the need for the inlet measures to be kept in working condition so that they are effective at
preventing the discharge of pollutants. Note that inlet protection measures can beremoved in
the event of flood conditions or to prevent erosion.
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Note that under the 2017 CGP, EPA requires installation of inlet protection measures to
any storm drain inlet that canies stormwater flow from the site to a water of the U.S. that you
have authority to access, even if it is first directed to a sediment basin, sediment trap. or similarly
effective controls. EPA Is concemed that if the sediment basin, sediment trap, or similarly
effective controls were to be compromised, unprotected inlets that receive stormwater from
these controls would also be compromised.

Part2.2.11: Minimize Erosion of Stormwaier Conveyances

Part 2.2.11 implements the C&.D rule requirements to “control stormwater volume and
velocity to minimize soil erosion in order to minimize pollutant discharges,” to “control stormwater
discharges... to minimize channel and streambank erosion and scour in the immediate vicinity of
discharge points,” to “minimize the amount of soil exposed during construction activity,” and to
"minimize the disturbance of steep slopes.”

Part2.2.11 | Permit Requirements

The operator must minimize eresion of stormwater conveyance channels and thelr
embankments, outlets, adjacent streambanks, slopes, and downstream waters. As part of this
requirement, the operator must use erosion controls and velocity dissipation devices (e.g.,
check dams, sediment traps, riprap, and grouted riprap at outlets) within and along the
length of any stormwater conveyance channel and ot any outlet to slow down runoff to
minimize erosion,

rt2.2.12: I sin imilgr Im nd t

Part 2.2.12 outiines the requirements that will apply to installation of sediment basins or
similar impoundments.

Part2.2.12 | Permit Requirements
If an operatorinstalls o sediment basin:

a. Situate the basin orimpoundment outside of any water ofthe U.S. and any natural
buffers established under Part 2.2.1;

Design the basin or impoundment to avoid collecting water from wetlands;

c. Design the basin orimpoundment to provide storage for either:

i. The calculated volume of runoff from a 2-year, 24-hour storm (see Appendix H);
or
ii. 3,600 cubic feet per acre drained.
d. Utilize outlet structures that withdraw water from the surface of the sediment basin or
similarimpoundment, unless infeasible;
e. Use erosion controls and velocity dissipation devices, such as check dams, sediment
traps, riprap, and grouted riprap at outlets, to prevent erosion at inlets and outlets; and
f. Remove accumulated sediment to maintain at least one-half of the design capacity

and conduct all other appropriate maintenance to ensure the basin orim poundment
remains in effective operating condition.

Sediment basins are often used on construction sites to minimize sediment discharges.
They are typically placed at or near low points of drainageways in order to temporarily detain
stormwater discharges, allowing sediment particulates to settle. Sediment basins are also often
designed to reduce peak flowrates, reducing downstreom flooding and channel erosion. At the
point of discharge, which is typically a pipe or channel, instaliation of riprap or other stabilization
measures is often necessary because the concentrated discharge can cause erosion and
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additional poliutant discharges to waters of the U.S. Sediment basins are aiso often designed to
reduce flow duration impacts by reducing the total volume of stormwater being discharged or
by providing extended detentionto reduce discharge rates. The purpose of the requirements in
this part is to provide specific design and maintenance requirements for the proper
implementation of sediment basins, if used on asite.

The requirements in {(a) and (b} above are design specifications that have been
included in the CGP since the 2003 permit. The requirement in (d) above implements the
following C&D rule requirement: “When discharging from basins and impoundments, utilize
outiet structures that withdraw water from the surface, unless infeasible." EPA notesinthe
permit that the circumstances in which it will be infeasible to design outiet structures in this
manner should be rare. Exceptions may include areas with extended cold weather and where
using surface outlets may not be feasible during certain time periods (althoughit is expected
that they would be used during other periods). If the operator determines that it isinfeasible to
meet this requirement, the operator must provide documentationin the SWPPP to support its
determination, including the specific conditions or time periods when this exception will apply.

EPA also includes d requirement, subsection (e) above, to prevent erosion of the
sediment basin and the inlet and outlet to implement the C&D rule requirement to "design,
install and maintain effective erosion and sediment controls to minimize the discharge of
pollutants,” and the requirement to “control stormw ater discharges ... to minimize channel and
streambank erosion and scour in the immediate vicinity of discharge points.” The requirement in
(f) aboveimplements the C&D rule requirement to “maintain effective erosion controls and
sediment controls to minimize the discharge of poilutants.”

rt2.2.13; Use reatment Chemicals

Part 2.2.13 establishes the minimum requirements that apply to the use of tfreatment
chemicais at permitted construction sites.

Part2.2.13 | Permit Requirements

If the operator will use polymers, flocculants, coagulants, or other treatment chemicals at the
construction site, the operator must comply with the following minimum requirements.

a. Use conventional erosion and sediment controls before and after the application of
treatment chemicals. Chemicals may only be applied where treated stormwater is
directed to a sediment contro! fe.g., sediment basin, perimeter control) before
discharge.

b. Select appropriate treatment chemicals. Chemicals must be appropriately sulted to
the types of soils likely to be exposed during construction and present in the discharges
being treated (i.e.. the expected turbidity, pH, and flow rate of stormwater flowing into
the chemical treatment system or area).

c. Minimize discharge risk from stored chemicals. Store all freatment chemicals in leak-
proof containers that are kept under storm-resistant cover and surrounded by
secondary containment structures (e.g., spill berms, decks, spill containment pallets), or
provide equivalent measures designed and maintained to minimize the potential
discharge of treatment chemicals in stormwater or by any other means [e.g.. storing
chemicals in o covered area, having a spill kif available on site and ensuring personnel
are available to respond expeditiously in the event of a leak or spill).

d. Comply with state/local requirements. Comply with applicable state and local
requirements regarding the use of treatment chemicals.
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8. Use chemicals in accordance with good engineering practices and specifications of
the chemical provider/supplier. Use treatment chemicals and chemical treatment
systems in accordance with good engineering practices, and with dosing
specifications and sediment removal design specifications provided by the
provider/supplier of the applicable chemicals, or document in your SWPPP specific
departures from these specifications and how they reflect good engineering practice.

f.  Ensure proper training. Ensure that all persons who handie and use treatment
chemicals at the construction site are provided with appropriate, product-specific
training. Among other things, the training must cover proper dosing requirements.

g. Perform additional measures specified by the EPA Regional Office for the authorized
use of cationic chemicals. If you have been authorized to use cationic chemicals at
your site pursuant to Part 1.1.9, you must perform all additional measures as
conditioned by your authorization to ensure that the use of such chemicals will not
cause an exceedance of water quality standards.

EPA incorporates by reference the discussion in the 2012 CGP fact sheet concerning the
agency's rationale supporting these requirements. See section “Use of Treatment Chemicals.
(Part 2.1.3.3)" on pages 71 through 75 of the 2012 CGP fact sheet, available at
hitps '.[[M.ggg,gov[gife;[grogudignﬁlleg £2016-10/documenis/cgp2012 finclfgctsheet-

u teurd

Part2.2.14:  Sit ilizoti

Part 2.2.14 implements the C&D rule requirement for soil stabilization in 40 CFR 450.21(b).
This part requires the operator to implement and maintain stabilization measures that minimize
erosion from exposed portions of the site.

Part 2.2.14 | Permit Requirements

Implement and maintain stabilization measures {e.g., seeding protected by erosion controls until
vegetation is established, sodding, mulching, erosion control blankets, hydromulch, gravel) that
minimize erasion from exposed portions of the site in accordance with the following:

a. Stabilization Deadlines:

Total Amount of Land Deadline
Disturbance Occurring At
Any One Time

i. Five acres or less Initiate the installation of stabilization measures

(£5.0) immediately in any areas of exposed scil where
Note: this Includes sies construction acfivities have permanently ceased
disturbing more fhan five orwill be temporarily inactive for 14 or more

(>5.0) acres fotal over the calendar days; and
:;:1:’;7 s:’frg p;:le::- but ':0' * Complete the installation of stabilization measures
ance al any one as soon as practicable, but no later than 14

:',::,g:ng:f ':enf:: ocTe ot calendar days after stabilization has been initiated.

less (<5.0) .
ii. More than flve acres * Initiate the installation of stabilizalion measures
{>5.0) immediately in any areas of exposed soil where

construction activities have permanently ceased
or will be temporarily inactive for 14 or more
calendardays; and

» Complete the installation of stabilization measures
as soon as practicable, but no later than seven {(7)
calendar days after stabilization has been initiated.
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iii. Exceptions:

b. Final Stabilization Criteria (for any areas not covered by permanent structures).

i. Establish uniform, perennial vegetation fi.e., evenly distributed, without large bare
areas) that provides 70 percent or more of the cover that is provided by
vegetation native to local undisturbed areas; and/or

()

(b)

(c)

i. Implement permanent non-vegetative stabilization measures (e.9., riprap, gravel,
gabions, and geotextiles) to provide effective cover.

Exceptions:

{a)

Arid, semi-arid, and drought-stricken areas (as defined in Appendix A). If itis
the seasonally dry period or a period inwhich drought is occuning, and
vegetative stabilization measures are being used:

{ij Immediatelyinitiate, and within 14 calendar days of a temporary or
permanent cessation of work in any portion of your site complete, the
installation of temporary non-vegetative stabilization measures to the
extent necessary to prevent erosion;

(il As soon as practicable, given conditions or circumstances on the site,
complete all activities necessary to seed or plant the area to be
stabilized; and

(i}  If construction is occuming during the seasonally dry period, indicate in
your SWPPP the beginning and ending dates of the seasonally dry
period and your site conditions. Also include the schedule you wili
follow for initiating and completing vegetative stabilization

Operators that are affected by unforeseen circumstances that delay the
initiation and/or completion of vegetative stabilization:

{} Immediately initiate, and within 14 calendar days complete, the
installation of temporary non-vegetative stabilization measures to
prevent erosion;

(il Complete all soil conditioning, seeding. watering oririgation
instaliation, mulching, and other required activities related to the
planting and initial establishment of vegetation as soon as conditions
or circumstances allow it on the site; and

fii} Document inthe SWPPP the circumstances that prevent the operator
from meeting the deadlines in Part 2.2.14.a and the schedule the
operator will follow for initiating and completing stabilization.

Discharges to a sediment- or nutrient-im paired water orto a water that is
identified by your state, tribe, or EPA as Tier 2, Tier 2.5, orTier 3 for
antidegradation purposes. Complete stabilization as soon as practicable,
but no later than seven ({7) calendar days after stabilization has been
initiated.

Arid, semi-arid, and drought-stricken areas (as defined in Appendix A). If it is
the seasonally dry period or a period inwhich drought is occurring. final
stabilization is met if the area has been seeded or planted to establish
vegetation that provides 70 percent ormore of the cover that is provided by
vegetation native to local undisiurbed areas within three (3} years and. to
the extent necessary to prevent erosion on the seeded or planted areq,
non-vegetative erosion controls have been applied that provide cover for at
least three years without active maintenance.
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(b} Disturbed areas on agricultural land that are restored to their
preconstruction agricultural use. The Part 2.2.14.b final stabilization criteria
does not apply.

{c) Areas that need to remain disturbed. In limited circumstances, stabilization
may not be required if the intended function of a specific area of the site
necessitates that it remain disturbed, and only the minimum area needed
remains disturbed (e.g., dirt access roads, utility pole pads, areas being used
for storage of vehicies, equipment, materials).

EPA provides a definition in the 2012 CGP for “stabilization” as “the use of vegetative
and/or non-vegetative cover to prevent erosion and sediment loss in areas exposed through the
construction process.” Appendix A defines “temporary stabilization” and “final stabilization” as
follows:

* “Temporary stabilization” means g condition where exposed soils or disturbed areas are
provided temporary vegetative and/or non-vegetative protective cover to prevent
erosion and sediment loss. Temporary stabilization mayinclude temporary seeding,
geotextiles, mulches, and other techniques to reduce or eliminate erosion until either final
stabilization can be achieved oruntil further construction activities take place tore-
disturb this area.

* “Final stabilization” means that, on areas not covered by permanent structures, either
{1) uniform, perennial vegetation fe.g., evenly distributed, without farge bare areas) has
been established, orfor arid or semi-arid areas, will be established, that provides 70
percent or more of the cover that is provided by vegetation common to local
undisturbed areas , and/or (2) permanent non-vegetative stabilization measures feg.
riprap, gravel, gabions, and geotextiles) have been implemented to provide effective
cover for exposed portions of the site.

In the C&D rule, EPA emphasizes the importance of effective and speedy stabilization of
soils exposed throughout the construction process in order to reduce the amount of soil eroded
on construction sites and the amount of sediment and other pollutants discharged from the site.
EPA indicates in the rule that initiating soil stabilization measures immediately after land has been
disturbed and construction activityhas ceased is an important non-numeric effluent limitation.
EPA also states that it “sees no compelling reason why permittees cannot take action
immediately to stabilize disturbed soils on their sites” (see 74 Fed. Reg. 63005, December 1, 2009).
EPA also observes that erosion control measures, such as mulch, are readily available and
operators need only plan accordingly to have appropriate materials and laborers present when
needed. Ibid.

Furthermore, “simply providing some sort of soil cover on these areas can significantly
reduce erosion rates, often by an order of magnitude or more. Vegetative stabilization using
annual grasses is a common practice used to control erosion. Physical barriers such as
geotextiles, straw, rolled erosion control products and mulch and com post are other common
methods of controlling erosion. Polymers (such as PAM) and soil tackifiers are also commonly
used. These materials and methods are infended to reduce erosion where soil particles can be
initially dislodged on a C&D site, either from rainfall, snow meit or up-slope runoff.” See 74 Fed.
Reg. 63012,

The permit carries forward these important principles and factors by incorporating
specific provisions intended to implement the C&D rule’s stabilization deadiine requirements. The
following section provides support for these provisions.
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Stabilization Deadlines (Part 2.2.14.a)
¢ Deadline to Initiate Stabilization

The permit specifies that the operator must initiate the installation of soil stabilization
measures immediately in any areas of exposed soil where construction activities have
permanently ceased or are temporarily inactive for 14 or more calendar days. EPA explainsin
the permit that, for the purposes of this provision, the term “immediately,” as used to define the
deadline for initiating stabilization measures, means as soon as practicable, but no later than the
end of the next business day, following the day when the construction activities have
temporarily or permanently ceased.

The permit also provides examples of activities that would constitute the immediate
initiation of stabilization:

1. Prepping the soil for vegetative or non-vegetative stabilization as long as seeding.
planting, and/or installation of non-vegetative stabilization products takes place as
soon as practicable, but nec later than 1 calendar day of completing soll preparation;

Applying mulch or other non-vegetative product to the exposed area;
Seeding or planting the exposed areq;

4, Starting any of the activitiesin # 1 - 3 on a portion of the entire area that will be
stabilized; and

5. Finalizing arrangements to have stabilization product fullyinstalled in compliance
with the deadlines for completing stabilization.

It is important to clarify the C&D rule requirement by specifying what it means to have
construction activities temporarily or permanently cease. It is also important for construction
operators to understand that stabilization must beginimmediately when there is no justification
for leaving areas exposed. For example, if 14 days will pass between the time when clearing and
grading has been completed and further construction activities will occur, there is no reqson
why the exposed portions of the site cannot be stabilized femporarily to prevent erosion and
sediment discharge during the time of inactivity on any portion of the site. EPA clarifies that the
initiation of stabilization means that the operator has taken action to implement the stabilization
measures, including, for example, finalizing arangements to have the stabilization product
delivered, scheduling the installation of the product, and/or prepping the soll.

¢ Deadline to Complete Stabilization

The C&D rule, at 40 CFR 450.21{b), requires that a deadline to complete stabilization be
established by each permit authority. As the permit authority for this CGP, EPA has established in
the 2017 CGP what it deems to be a reasonable and unambiguous deadline for completing
stabilization procedures. The 2017 CGP establishes o modified approach to the stabilization
deadlines from the 2012 CGP based on the concept of phasing construction disturbances. The
intent of this approach is to provide an incentive to disturb less land at any given period of time
by providing longer stabilization timeframes if the disturbance is kept below a threshold level. The
approach described below also providesimproved protection against erosion, by ensuring that
large disturbed areas are stabilized sooner. This approach Is also consistent with the C&D rule
requirement at 40 CFR 450.21(a}{3} to "minimize the amount of soil exposed during construction
activity.”

The permit specifies that for sites that disturb a total of five acres orless (£5.0) at any one
time over the course of a project, the operator must complete the installation of stabilization
measures as soon as practicable, but no later than 14 calendar days after stabilization has been
initiated. This includes sites disturbing more than (>5.0) acres total over the course of a project,
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but that limit disturbance at any one time to five acres orless (<5.0). Forsites that will disturb
more than a fotal of five acres (>5.0) at any one time over the course of a project, the operator
must complete the installation of stabilization measurss as soon as practicable, but no later than
7 calendar days after stabilization has been initiated. The deadline for sites discharging to
sensitive waters remains unchanged from the 2012 CGP (within 7 calendar days), and the
exceptions for sites in arid, semi-arid, and drought-stricken areas and for operator affected by
circumstances beyond their control also remain unchanged from the 2012 CGP.

EPA notes that the agency may determine, based on an inspection caried out under
Part 4.8 and corrective actions required under Part 5.3, that the level of sediment discharge on
the site makes it necessary to require a faster schedule for compileting stabilization. For instance,
if sediment discharges from an area of exposed soil that is required to be stabilized are
compromising the performance of existing stormw ater controls, EPA may require stabilization to
correct this problem.

For the purposes of the stabilization deadline requirements in Part 2.2.1 4.0, "limiting
disturbances to five (5) acres orless at any one time" means that at no time during the project
do the cumulative earth disturbances exceed five {5) acres. The permit provides the following
examples as limiting disturbances at any one time to five (5) acres or less:

1. The total area of disturbance for a project is five {5) acres orless.

2. The total area of disturbance fora project will exceed five (5) acres, but the operator
ensures no more than five (5} acres will be disturbed at any one time through
implementation of stabilization measures. In this way, site stabilization can be used to
“free up” land that can be disturbed without exceeding the 5-acre cap to qudlify for
the 14-day stabilization deadiine. For instance, if an operator completes stabilization
of two (2} acres ofland on a five (5}-acre disturbance, then two {2) additional acres
could be disturbed while still qualifying for the longer 14-day stabilization deadline.

Furthermore, the stabilization deadline for a site will change if disturbances exceed five
(5) acres. The important determiner of which stabilization deadline applies is the total omount of
disturbance occurring at any one time during the course of the project. If at any point during
the course of the project, total land disturbance exceeds five {5) acres, the deadline to
complete stabilization for this portion of the project is within seven {7} calendar days of initiating
stabilization. This deadline applies regardiess of the fact that a previous phase of construction
may have limited disturbance to five (5} acres orless and was able 1o take advantage of the 14-
day deadline for stabilization. For instance, if an operator commences work on g 20-acre project
by clearing and grading a five (5}-acre portion of the site, and while that construction is ongoing
and prior to stabilization the operator clears and grades another three (3)-acre areq, the
operator must comply with the seven (7)-day stabilization deadline because the amount of
disturbed area on the site at any one time exceeds the five (S}l-acre threshold. If total land
disturbance at any one timeis subsequentiy reduced to five {5) acres or less, the deadline to
complete stabillzation will return to within 14 calendar days. Therefore operators have the
flexibility to disturb more land when necessary, but must stabilize faster because more land is
unprotected and vulnerable to erosion and sediment transport during storm events. This
approach intends to provide the incentive to stabilize enough land to bring total disturbance at
any one time back under the five (5)-acre threshold so that the operator can resume receiving
the benefit of the longer 14-day stabilization deadline. The approach is also intended to ensure
greater protection for larger areas of site disturbance.

Background on the Development of the Modified Stabilization Deadlines

In developing the new approach to the stabilization deadlines in Part 2.2.14.0, EPA noted
that permitting authorities have considerable discretion with respect to the implementation of
the C&D rule related to the stabilization requirements. For example, 40 CFR 450.21({b} provides
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permitting authorities with the ability to establish specific deadlines by which stabilization must
be compileted. Using this authority, EPA has developed what it considers to be reasonable
deadlines for the completion of stabilization that provide appropriate flexibility to operators while
strengthening water quality protectionsin the permit in order to ensure discharges meet water
quality standards.

In the proposed 2017 CGP, EPA requested public comment on modifying the deadline to
complete stabilization from 14 calendar days to 7 calendar days after stabilization has been
initiated {except for sites in arid, semi-arid, and drought-stricken areas and for operators
affected by circumstances beyond their control). Based on public input, EPA determined that a
uniform seven {7)-day deadline would not be workablein certain scenarios and that a more
flexible approach should be considered for the final permit that would address a range of public
concerns that timely and effective site stabilization is one of the most important practices for
reducing sediment pollutionin stormwater. EPAwas particularly interested and encouraged by
public comments to consider the concept of construction phasing or limiting land disturbances
at any one time.

Industry literature recognizes that sequencing construction to reduce areas of
disturbance and timely stabilization of disturbed areas are some of the best and typically least
expensive solutions to minimize the potential for off-site impacts from construction site runoff.7 Pitt
et al. (2007} states that stabilization practices are usually considered the most effective for
erosion control, “especially when used in conjunction with a good phasing plan to minimize the
amount of land being disturbed at any one time." Limiting land disturbances is also considered o
top priority for construction stormwater control measures In the National Research Council's
report, Urban Stormwater Management in the United States.8

Phasing or limiting land disturbance is already a reguiar requirement within state-issued
CGPs or other specifications or regulations concerning the control of construction stormwater.
EPA found that 22 states had requirements that included a narrative disturbance limit, for
example, "[t]he Permittee shall design, install, and maintain effective erosion controls ond
sediment controls, appropriate for site conditions to, at a minimum... minimize the amount of soil
exposed during construction activity through the use of projeci phasing or other appropriate
techniques”.? Five states!0 require some type of disturbance limit, contained an explicit numeric
threshold, such as “In no case shall the area of disturbance draining to a common discharge
point exceed 20 acres. Grading of subsequent sections within that drainage area shall not
proceed unless temporary or permanent stabilization has been accomplished such that the 20
acre limit of disturbance is maintained”, 11 or “The owner or operator of a construction activity
shall not disturb greater than five (5} acres of soil at any one time without prior written
authorization from the Department..."12

7Pitt, Robert: S.E. Clark, D. Lake. 2007. Construction Site Erosionond sediment Controls - Planning, Design
and Performance. DEStech Publications Inc.ISBN No. 1-932078-38-X. Lancaster, PA.

8 National Research Council {2008).Urban Stormwafer Management in the Unifed States. W ashington, D.C.:
The National Academies Press.

¢ Alabama Department of Environment al Management, NPDES Genera! Permit for Discharges from
Construction Activities. Av dilable at
http:/iwww.adem state.glus/programs fwaterfwaterforms/ALR10CGP.pdf

0 Connecticut, Delaware, New York, Tennessee, and Maryland.

" Delaware Department of Natural Resources and Environmental Control, Regulations Governing the
Control of W ater Pollution, Section 9.1.02, known as Special Conditions for Stormwater Discharges
Associated with Construction Activities. Available at
http:/fregulations deloware gov/AdminCode/title7/5000/5101 Lot

12New York Department of Environmental Conservation, SPDES General Permit For StormwaterDischarges
from Construction Activity. Available at http://www.dec.nv.gov /docs/water pdf/gp015002 pdf
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After determining that a disturbance threshold is a basic and common part of good
erosion and sediment control programs and was a reasonable consideration for EPA's CGP, the
agency then investigated what an appropriate disturbance threshold would be and how a
phasing approach could be incorporated into the stabilization deadline structure.

EPA found support for the adoption of a five (5)-acre disturbance threshold in its
research. First, EPA regulations at 40 CFR 122.26(b)(14){x) and 122.24(b)(15) distinguish
“construction activity" and “small construction activity” by area disturbed, where "construction
activity” ultimately disturbs 5 acres or more and *small construction activity” disturbs between 1
and 5 acres, or less than an acre ifthe land area is part of a common plan of development or
sale that will ultimately disturb more than 1 acre. Second, data from the 2012 CGP also showed
that 5 acres was the median area disturbed. This means that, forsites covered under the 2012
CGP, approximately 50 percent of sites were less than 5 acres and 50 percent of sites were more
than 5 acres.

Third, EPA considered the ievel of effort required to plan, implement, and maintain
temporary sediment controls in selecting an appropriate threshold for expedited stabilization.
These considerations included an examination of the quantitative erosional effects of increases
in the disturbed areq, as expressed by conventional soil loss estimation techniques. For example,
the Revised Universal Soil Loss Equation (RUSLE) predicts sediment loss on a ton-per-acre basis,
using inputs derived from values representing the rainfall and runoff factor (R}, the soil erodibility
factor (K), the length of the slope (L), the steepness of the slope (5}, the soil cover {C). and
practices to manage erosion (P). Because the results of the RUSLE equation are expressed as
average annual soil losses in fons per acre per year, there is a geometric increase in total
erosional soil loss as the size of the disturbed area increases.

For exampile, for sites with identical RUSLE conditions, a two (2)-acre site will have twice
the soil loss as a one (1)-acre site, a four {4)-acre sife will have twice the soil loss as a two (2)-acre
site, and so on. The level of effort required to control erosion and sediment loss on a construction
site may not expand quite as geometrically as RUSLE soil loss estimates, but they are roughly
parallel. For example, the amount of straw mulch or erosion control blanket or seed needed to
cover a given amount of land at a given rate will expand geometrically, but there may be some
minor labor cost savings resulting from an economy-ofscale effect when applying these
products to larger and larger areas.

Thus, for all practical purposes, it is clear that the level of effort required to manage
erosion and sediment controls on construction sites are roughly commensurate with the size of
the site —e.g., afive (5)-acre site will require four or five times as much effort as a one (1)}-acre
site. As sites become iarger — for example, more than five acres — the daily and weekly tasks of
inspecting, operating, repairing, and maintaining temporary stormwater controls {e.g., silt
fences, fiber logs, sediment traps, sediment basins, stabilized site exits, diversion berms, ditches)
expands. Operators engaged in constructing buildings, roadways, and other infrastructure face
increasing challenges in redirecting resources to manage everlarger disturbed areas, hence the
narmrafive requirement to limit the extent of the disturbed area and the time of exposure found in
many state permits, as noted above.

Combining the Importance of timely soil stabilization techniques, the influence of soil
cover on soil erosion rates, 13 the benefits of limiting land disturbances, and analytical
considerations supporting @ five (5}-acre threshold, EPA developed the modified stabilization
deadline approach required in the permit. This approach requires that sites with a disturbed
area of five (5} acres or less at any one time must complete stabilization within a 14-day

13See Chapter § of EPA's Development Docum ent For Final Efluent Guidelines and $tandards for fhe

Consfruction and Development Cotegory. Avdilable at hitps Jfwww.epa gov fsites [production/files /201 5-
fdocuments/cons on development dd 2009_chopters odf

0é ent tructi eve rs 1-11
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timeframe, which is the same timeframe that applied to sites in the 2012 CGP. For sites that
disturb more than 5 acres at any one time, operators have the flexibility to choose between
completing stabilization within a 14-day timeframe if they limit disturbances to 5 acres or less at
any one time, or within a 7-day timeframe if they do not limit disturbances to 5 acres or less at
any one time. The benefits of this approach include limiting mass grading, improving phasing
and sequencing, encouraging timelysite stabilization, and reducing the areal scope of
stormwater management, all of which can help minimize the conditions that allow soil o be
washed offsite during a storm event.

e Exceptions to the Deadlines for Initiating and Completing Stabilization

EPA notes that with respect to the exception to the fina! stabilization criteria for restored
agricultural areas, the permit retains the requirement from the 2012 CGP that areas disturbed
that were not previously used for agricultural activities, and areas that are not being returned to
preconstruction agricultural use, are not covered by the exception in Part 2.2.14.b.iii and must
meet the conditions for stabilization.

EPA acknowledges that some portions of some projects are intended to be left
unvegetated or unstabilized following construction. An example would be a dirt access road or
a utility pole pad where the final plan calls for the area to remain a dirf road oran unstabilized
pad. EPA does not expect temporary or permanent stabilization measures 1o be applied to
these areas. EPA notes that for the purposes of this permit, “exposed portions of your site” means
areas of exposed soil that are required to be stabilized.

EPA incorporates by reference the discussion in the 2012 CGP fact sheet concerning the
unmodified portion of these requirements. See section VII.2 “Stabilization Requirements (Part
2.2)" onpages 76 through 82 of the 2012 CGP fact sheet, availabie at

hitps./fwww.e v/sites duction/files/2016-10/docu ts/cap?! finalfg el-
ypdateur.pdf

Part 2.3: Pollution Prevention Requirements

Part 2.3 implements the C&D rule requirements in 40 CFR 450.21(d) and (e) for pollution
prevention measures and prohibited discharges.

Part2.3 | Permit Requirements

The permit requires operators to implement pollution prevention controlsin accordance with
the requirements in Part 2.3 o minimize the discharge of pollutants in stormwater and to
prevent the discharge of pollutants from spilled or leaked materials from construction
activities.

Part 2.3.1: Equipmenti and Vehicle Fueling and Maintenance Reguirements

Part 2.3.1 implements the 40 CFR 450.21{d}(3) requirement to “minimize the discharge of
poliutants from spills and leaks and implement chemical spill and leak prevention and response
procedures” and the 40 CFR 450.21(e}{3) requirement prohibiting the discharge of “fuels, oils, or
other pollutants used in vehicle and equipment operation and maintenance.”

Pari 2.3.1 | Permit Requirements

The operator must comply with the following requirements:

a. Provide an effective means of eliminating the discharge of spilled or lecked
chemicals, including fuels and oils, from these activities;

b. If applicable, comply with the Spill Prevention Control and Countermeasures (SPCC)
requirements in 40 CFR part 112 and Section 311 of the CWA;
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c. Ensure adequate supplies are available at all times to handle spills, leaks, and disposal
of used liguids;

Use drip pans and absorbents under or around leaky vehicles;

Dispose of orrecycle oll and olly wastes in accordance with other federal, state, tribal,
or local requirements; and

f. Clean up spills or contaminated surfaces immediately, using dry clean up measures
{do not clean contaminated surfaces by hosing the area down}, and eliminate the
source of the spill to prevent a discharge or a continuation of an ongoing discharge.

Examples of effective means of eliminating the discharge of spilled or leaked chemicais
include, but are not limited to, locating activities away from waters of the U.S. and stormwater
inlets or conveyances so that stormwater coming into contact with these activities cannot reach
waters of the U.S.; providing secondary containment (e.g., spill berms, decks, spill containment
paillets) and cover where appropriate; and having a spill kit available on site and ensuring
personnel are available to respond expeditiously in the event of a leak or spill.

.2 enf el R

Part 2.3.2 implements the 40 CFR 450.21(d)(1) requirement to "Minimize the discharge of
pollutants from equipment and vehicle washing. wheel wash water, and other wash waters.
Wash waters must be treated in a sediment basin or alternative control that provides equivalent

or better treatment prior to discharge.”
Part 2.3.2 [ Permit Requirements
The operator must comply with the following requirements:

a. Provide an effective means of minimizing the discharge of poilutants from equipment
and vehicle washing, wheel waosh water, and other types of wash waters;

b. Ensure there is no discharge of soaps, solvents, or detergents in equipment and vehicle
wash water; and

c. Forstorage of soaps, detergents, orsolvents, provide either {1) cover (e.g., plastic
sheeting, temporary roofs) to minimize the exposure of these detergents to
precipitation and to stormwater, or (2) a similarly effective means designed to minimize
the discharge of pollutants from these areas.

The requirement that operators must properly manage wash waters reduces the
discharge of pollutants, such as sediment and other pollutants, from the site. Examples provided
inthe permit for providing an effective means of minimizing the discharge of pollutants from the
washing of equipment or vehicles include, but are not limited to, locating activities away from
surface waters and stormwater inlets or conveyances and directing wash waters to a sediment
basin or sediment trap, using filtration devices, such as filter bags or sand filters, or using other
similarly effective controls. This requirement also implements the 40 CFR 450.21{e)(4) prohibition
against discharging soaps or solvents, and s consistent with the eligibility condition that allows
the use of nonstormwater wash waters as long as they do not contain soaps, solvents, or
detergents.

.3 e, Handlj nd Di R i nt
Part 2.3.3 requires operators to comply with specific pollution prevention standards for
activities that may result in pollutant discharges.
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Part 2.3.3 | Permit Requirements

The operator must comply with the following requirements:

Q. For building materials and building products (e.g.. asphalt sealants, copper flashing,
roofing materials, adhesives, concrete admixtures, and gravel and mulch stockpiles),
provide either {1) cover (e.g., plastic sheeting, temporary roofs) to minimize the
exposure of these products to precipitation and to stormwater, or (2) a similarly
effective means designed to minimize the discharge of pollutants from these areas.

b. For pesticides, herbicides, insecticides, fertilizers, and landscape materials:
i.

c. For diesel fuel, oil, hydraulic fluids, other petroleum products, and other chemicals:
i.

d. For hazardous or toxic wastes:
i
il

vi.

In storage areas, provide either (1) cover (e.g., plastic sheeting, temporary roofs)
to minimize the exposure of these chemicals to precipitation and to stormwater,
or (2) a similarly effective means designed to minimize the discharge of pollutants
from these areas; and

Comply with all application and disposal requirements included on the
registered pesticide, herbicide, insecticide, and fertilizer label (see also Part
2.3.5).

Store chemicals in water-tight containers, and provide either (1) cover (e.g..
plastic sheeting, temporary roofs) to minimize the exposure of these containers to
precipitation and to stormwater, or (2} a similarly effective means designed to
minimize the discharge of pollutants from these areas (e.g.. having a spill kit
available on site and ensuring personnel are available to respond expeditiously
in the event of a leak or spill], or provide secondary containment fe.g., spill
berms, decks, spilf containment pallets); and

Clean up spillsimmediately, using dry clean-up methods where possible, and
dispose of used materials properly. The operator is prohibited from hosing the
area down to clean surfaces or spills. Eliminate the source of the spill to prevent a
discharge or a furtherance of an ongoing discharge.

Separate hazardous or toxic waste from construction and domestic waste;

Store waste in sealed containers, which are constructed of suitable materials to
prevent leakage and corrosion, and which are labeled in accordance with
applicable Resource Conservation and Recovery Act {RCRA) requirements and
all other applicable federal, state, tribal, or local requirements;

Store all outside containers within appropriately-sized secondary containment
(e.g.. spill berms, decks, spill containment pallets) to prevent spills from being
discharged, or provide a similarly effective means designed to prevent the
discharge of pollutants from these areas (e.g., storing chemicals in a covered
area, having a spill kit available on site);

Dispose of hazardous or toxic waste in accordance with the manufacturer’s
recommended method of disposal and in compliance with federal, state, tribal,
and local requirements;

Clean up spillsimmediately, using dry clean-up methods, and dispose of used
materials properly. The cperator is prohibited from hosing the area down to clean
surfaces or spills. Eliminate the source of the spill to prevent a discharge ora
furtherance of an ongeing discharge; and

Follow all other federal, state, tribal, and local requirements regarding hazardous
or toxic waste.
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e. For construction and domestic wastes:

i. Provide waste containers (e.g., dumpster, trash receptacle) of sufficient size and
number to contain construction and domestic wastes:

. Keep waste container lids closed when not in use and close lids at the end of the
business day for those containers that are actively used throughout the day. For
waste containers that do not have lids, provide either (1) cover [e.q., atom,
plastic sheeting, temporary roof) to minimize exposure of wastes to precipitation,
or (2} a similarly effective means designed to minimize the discharge of pollutants
{e.g.. secondary containment];

ii. On business days, clean up and dispose of wastein designated waste
containers; and
iv. Clean up immediately if containers overflow.
f.  For sanitary waste, position portable toilets so that they are secure and will not be
tipped orknocked over, and located away from waters of the U.S. and stormwater
inlets or conveyances.

EPA incorporates by reference the discussion In the 2012 CGP fact sheet concerning
these requirements. See section VII.3.3 "Pollution Prevention Standards (Part 2.3.3)" on pages 83
through 87 of the 2012 CGP fact sheet, available at

Note that the requirement in e.iiis @ modification to the construction and domestic
waste requirements in the 2012 CGP. Even though a cover requirement was included for most
of the other types of materials and wastes in the 2012 permit (e.9.. building products; pesticides,
herbicides, insecticides, etc.; diesel fuel, oil, hydraulic fluids, other pefroleum products and other
chemicals; and hazardous or toxic wastes), EPA had inadvertently not included such a
requirement for construction and domestic wastes. This modification comects this prior oversight
so that the cover requirements are consistent for most types of materials and wastes.

The change better captures the intent of this provision to ensure that peilutant
discharges are minimized as a result of storm events, while at the same time it addresses the
practicability of using these controls by limiting this requirement to when containers are not in
use or at the end of the business day for those containers that are actively used throughout the
day. It is EPA's judgment that cover for construction and domestic waste containers such as
tarps, plastic sheeting, and temporary roofs, are available industry control technologies that
operators can easily purchase or request from waste container rental agencies. The use of these
technologies for covering waste containers poses a small incremental cost relative to the total
cost of all other stormwater controls on the site. In addition, some cover technologies, such as
tarps, can be reused multiple times on the same site due to their durability and longevity. Some
states have similar requirements for covering waste containers. For exam ple. Arizona's CGP
states that for construction and domestic wastes, operators must provide dumpsters or trash
receptacles with covers orlids of sufficient size and number to contain construction and
domestic wastes. 14 Additionally, construction discharges in California must im plement good
housekeeping measures for waste management, which includes covering waste disposal
containers at the end of every business day and during arain event.15

14 Arizona Department of Environmental Quality, Arizona Pollutant Discharge BiminationSystem General
Permit for Stormwater Discharges Associated with Construction Activityto W aters of the United States.

Avadilable at htip://lega e v fenviron/wat rmits/downl 201 i

155tate W ater Resources Control Board, Construction General Permit Fact Sheet. Av cilable at

hitp: waterboards ca.govfwater issues/programs/stormwater/docs/constoemits /iwdo 2009 0009
co te,
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rt2.3.4; lic nd tainer hin uire t

Part 2.3.4 implements the requirements of 40 CFR 450.21{e)(1) and (e](2). The
requirements apply to the washing of applicators and containers used for stucco, paint,
concrete, form release oils, curing compounds, or other materials.

Part 2.3.4 | Permit Requirements

a. Direct wash water into a leak-proof container or leak-proof and lined pit designed so
that no overflows can occur due to inadequate sizing or precipitation;

b. Handle washout or cleanout wastes as follows:
i Do not dump liquid wastes in storm sewers or waters of the U.S.

ii. Dispose of liquid wastes in accordance with applicable requirements in Part
2.3.3; and

fil. Remove and dispose of hardened concrete waste consistent with your
handling of other construction wastes in Part 2.3.3; and

C. Locate any washout or cleanout activities as far away as possible from waters of the
U.S. and stormwater inlets or conveyances, and, to the extent feasible, designate
areas to be used for these activities and conduct such activities only in these areas.

Part 5: Fertilizer Application ire| ts

The fertilizer discharge restrictions in Part 2.3.5 are Included to prevent the discharge of
nutrients in stormwater and to further implement the C&D ruie requirement to “minimize the
discharge of pollutants” at 40 CFR 450.21(d).

Part2.3.5 | Permit Requirements

The following requirements apply if the operator will be applying fertilizer on the construction
site;

a. Apply at a rate and in amounts consistent with manufacturer's specifications, or
document in the SWPPP departures from the manufacturer specifications where
appropriate in accordance with Part 7.2.6.b.1x;

b. Apply at the appropriate time of year for your location, and preferably timed to
coincide as closely as possible to the period of maximum vegetation uptake and
growth;

Avoid applying before heavy rains that could cause excess nutrients to be discharged;
Never apply to frozen ground:
Never apply to stormwater conveyance channels; and

-9 Qo0

Follow all other federal, state, tribal, and local requirements regarding fertilizer
application.

EPA includes specific guidelines to follow regarding fertilizer application, which are
meant to minimize any potential discharge of excess orimproperly applied fertilizers.

Part2.3.6: Emer Spill Notificgtion

Part 2.3.6 prohibits the discharge of toxic or hazardous substances from a spill or other
release and requires operators to comply with federal reporting requirements of 40 CFR Part 110,
Part 117, and Part 302 in the event that a leak, spill, or other release contains a toxic or
hazardous substance in an amount equal to orin excess of a reportable quantity.
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Part 2.3.4 | Permif Requirements

The permit prohibits operators from discharging toxic or hazardous substances from a spill or
other release. Furthermore, where a leak, spill, or other release containing a hazardous
substance or oil in an amount equal to or in excess of a reportable quantity established under
either 40 CFR 110, 40 CFR 117, or 40 CFR 302 occurs during a 24-hour period, the operator must
notify the National Response Center (NRC) at (800) 424-8802 or, in the Washington, DC
metropolitan areaq, call (202) 267-2675 in accordance with the requirements of 40 CFR 110, 40
CFR 117, and 40 CFR 302 as soon as the operator has knowledge of the release. Operators
must also, within seven (7) calendar days of knowledge of the release, provide a description
of the release, the circumstances leading to the release, and the date of the release. State,
tribal, oriocal requirements may necessitate additional reporfing of spills or discharges to local
emergency response, public health, or drinking water supply agencies.

Part 2.4: Construction D ering Requirement

Part 2.4 implements the C&D rule requirement that prohibits “discharges from dewatering
activities, including discharges from dewatering of trenches and excavations” unless managed
by "appropriate controls.”

Part2.4 (2.4.1 -2.4.7) [ Permit Requirements

The operator must comply with the following requirements to minimize the discharge of
pollutants in ground water or accumulated stormwater that is removed from excavations,
trenches, foundations, vaults, or other similar points of accumulation, in accordance with Part
1.2.2 of the permit:

241 Treat dewatering discharges with controls to minimize discharges of pollutants (e.qg.,
appropriate controls include sediment basins or sediment traps, sediment socks,
dewatering tanks, tube settlers, weir tanks, filtration systems (e.g.. bag or sand filters)
and passive treatment systems that are designed to remove sediment; appropriate
controls to use downstream of dewatering controls to minimize erosion include
vegetated buffers, check dams, riprap, and grouted riprap at outlets);

242 Do notdischarge visible floating solids or foam;

243 Use an cilwater separator or suitable filtration device {such as a cartridge filter) that is
designed to remove oil, grease, or other products if dewatering water is found to
contain these materials;

24.4 To the extent feasible, use vegetated, upland areas of the site to infiltrate dewatering

water before discharge. The operator is prohibited from using waters of the U.S. as part
of the treatment area;

245 At all points where dewatering water is discharged, comply with the veiocity
dissipotion requirements of Part 2.2.11;

24.6 Withbackwash water, either haul it away for disposal orreturn it fo the beginning of
the treaotment process; and

247 Replace and ciean the filter media used In dewatering devices when the pressure
differential equals or exceeds the manufacturer's specifications.

The specific restrictionsin Part 2.4 provide the permit's interpretation of what is meant by
“appropriate controls” in the C&D rule. These specific requirements, in part, also implement the
C&D rule requirements to control peak flowrates and total stormwater volume {40 CFR
450.21(a}(2)}, to minimize sediment discharges {40 CFR 450.21 (a)(5)). and to direct stormwaterto
vegetated areas (40 CFR 450.21({a}(6)).
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rt 3: Wat ity-B Effluent Limitations

This CGP includes water quality-based effluent limits (WQBELs) to control discharges as
necessary to meet applicable water quality standards. The provisions of Part 3 constitute the
WQBELs of the permit, and supplement the permit's technology-based effluent limitsin Part 2.

Part 3.1: General Effluent Limitation to Meet Applicable Water Quality Standards

Part 3.1 requires that all operators control their stormwater discharges as necessary to
meet applicable water quality standards, consistent with 40 CFR 122.44(d}{1).

Part 3.1 | Permit Requirements

The permit requires discharges of stormwater to be controlled as hecessary to meet
applicable water quality standards, including meeting any specific water quadlity-based
conditions or limits required by states, tribes, and U.S. territories in Part 9.

In the absence of information demonstrating otherwise, EPA expects that compliance with
the conditions in this permit will result in stormwater discharges being controlled as necessary
to meet applicable water quality standards. If at any time the operator becomes aware, or
EPA determines, that the discharge is not being controlled as necessary to mest applicable
water quality standards, the operator must take corrective action as required in Parts 5.1 and
5.2, and document the comective actions as required in Part 5.4.

EPA may also insist that the operator install additionadl controls {to meet the narrative water
guality-based effluent limit above) on a site-specific basis, orrequire the operator to obtain
coverage under an individual permit, if information in the NOI or frorm other sources
indicates that the operator's discharges are not controlled as necessary to meet applicable
water quality standards. This includes situations where additional controls are necessary 1o
comply with a wasteload allocationin an EPA-established or approved TMDL.

If during the operator's coverage under a previous permit, the operator was required to install
and maintain stormwater controls specifically to meet the assumptions and requirements of
an EPA-approved or established TMDL (for any parameter) or to otherwise control the
discharge to meet water quality standards, the operator must continue to implement such
controls as part of coverage under this permit.

To support EPA's expectation that compliance with the conditions and effluent limitations
in this permit will result in discharges that meet applicable water quality standards, the permit
includes additional water quality-based effluent limitations, which, in combination with the
technology-based effluent limitsin Part 2, EPA expects fo be as stringent as necessary to achieve
water quality standards. These additional WQBELs will applyin the permit where EPA has
determined that discharges from construction sites may have the reasonable potential to cause
or contribute to exceedances of applicable water quality standards, such as when a waterbody
is impaired for sediment or nutrients, which are parameters associated with stormwater
discharges from construction sites. The fact sheet discusses these additional requirements below
for Part 3.2.

Part 3.2; Discharge Limitations for Sites Discharging to Sensitive Waters

Part 3.2 informs operators that the requirements in Parts 4.3 and 2.2.14.a.iil applyif the
operator discharges to a waterimpaired for sediment or a sediment-related parameter, and/or
nutrients, or to a water that is identified by the state, tribe, or EPA as Tier 2, Tier 2.5, or Tier 3 for
antidegradation purposes.
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Part3.2 | Permit Requirements

For any portion of the site that discharges to a sediment or nutdent-impaired waterorto a
water that is identified by the state, tribe, or EPA as Tier 2, Tier 2.5, or Tier 3 for antidegradation
purposes, the operator must comply with the inspection frequency specified in 4.3, and with
the stabilization deadiine specified in Part 2.2.14.a.iii.{c).16

If the operator discharges to a water that is impaired fora parameter other than a sediment-
related parameter or nutrients, EPA will inform you If any additional controls are necessary for
your discharge to be controlled as necessary to meet water quadlity standards, including for it
to be consistent with the assumptions of any available wasteload allocation in any applicable
TMDL, or if coverage under an individual permit is necessary.

In addition, on a case-by-case basis, EPA may notify operators of new sites or operators of

existing sites with increased discharges that additional analyses and/or stormwater confrols, or

other measures, are necessary to comply with the applicable antidegradation requirements,

or notify you that an individual permit application is necessary.

If you discharge to a water that isimpaired for polychiorinated biphenyls (PCBs) and are

engaging in demolition of any structure with at least 10,000 square feet of floor space built or

renovated before January 1, 1980, you must:

a. Implement controls to minimize the exposure of PCB-containing building materials,

including paint, caulk, and pre-1980 fluorescent lighting fixtures, to precipitation and to
stormwater; and

b. Ensure that disposal of such materials is performed in compliance with applicable
state, federal, and local laws.

The permit explains what is meant by discharges to “impaired waters” or discharges to
Tier 2, 2.5, or 3 waters as follows:

“Impaired waters” are those waters identified by the state, tribe, or EPA as not meeting
an applicable water quality standard and (1) requires development of a TMDL (pursuant
to section 303(d) of the CWA; or (2) is addressed by an EPA-approved or established
TMDL; or (3} is not in elther of the above categories but the waterbody s covered by a
pollution contro! program that mests the requirements of 40 CFR 130.7(b){1). Your
construction site will be considered to discharge to an impalred waterif the first water of
the U.S. to which you discharge is an impaired water for the pollutants contained in the
discharge from your site. For discharges that enter a storm sewer system priorto
discharge, the first water of the U.S. to which you discharge is the waterbody that
receives the stormwater discharge from the storm sewer system. For assistance in
determining whether your site discharges to impaired waters, EPA has developed atool
that is available both within the electronic NOI form in NeT, and at

tos:/fwater.epa.gov Iw npdes/stormwater/discharge cfm.

Tiers 2, 2.5 and 3 refer to waters either identified by the state as high quality waters or
Outstanding National Resource Waters under 40 CFR 131.12{a)(2}) and (3), For the
purposes of this permit, you are considered to discharge to a Tier 2, Tier 2.5, or Tier 3 water
if the first water of the U.S. to which you discharge is identified by a state, tribe, or EPA as
Tier 2, Tier 2.5, or Tier 3. For discharges that enter a storm sewer system prior to discharge,
the water of the U.S. to which you discharge is the first water of the U.S, that receives the
stormwater discharge from the storm sewer system. See list of Tier 2, Tier 2.5, and Tier 3
watersin Appendix F.

16 If you qualify for any of the reduced inspection frequenciesinPart 4.4, you may conduct inspectionsin
accordance with Part 4.4 for any portion of your site that discharges to a sensitive water,

Page 52



2017 Construction General Permit (CGP)

EPA may determine on a case-by-case basis that a site discharges to a sensitive water.

The rationale for the more shingent impaired waters requirements was explained in the
2012 CGP fact sheet, available at hitps://www.epa.gov/sites/production
10/documents 2012 finalfacisheet-u teurlpdf, as follows:

Frequency of Site Inspections. ... It is EPA’s Judgment that these modified
inspection requirements will enhance the operator’s ability to find and correct
problems before a discharge of pollutants to the impaired water occurs.

Deadline to Complete Stabilization. ... It is EPA judgment that, in waters already
degraded for poliutants associated with construction activities, further reducing
the amount of time that exposed soil is left in an unstabilized state s especially
important for limiting the sediment and/or nutrient load to these waters. The
faster stabilization requirement for areas discharging to sediment and nutrient-
impaired waters is designed to minimize the erosion and sedimentation that is
associated with large, exposed areas.

EPA specifically anticipated that a stricter stabilization timeframe would be within
the permitting authority's discretion in implementing the 40 CFR 450.21(b)
requirement of the C&D rule. Inthe preambile to the C&D rule, EPA explained
that “the permitting authority may determine it necessary for operators to initiate
soil stabilization measures when construction activity has permanently or
temporarily ceased and will not resume for a period exceeding 7 calendar days,
as opposed to 14 calendar days ....".

The rationale for the more stringent requirements for Tier 2, 2.5, and 3-designated waters
was explained in the 2012 CGP fact sheet as follows:

As stated in Part 3.1 of the [2012] permit, in the absence of information
demonstrating otherwise, EPA expects that compliance with the conditions In this
permit will result in stormw ater discharges being controlled as necessary to meet
applicable water quality standards (which include state antidegradation
requirements). More specifically, by imposing on operators that discharge to Tier
2, Tier 2.5, or Tier 3 waters the requirement to comply with the additional
requirements, on top of the permit's other effluent limits and conditions, to
stabilize exposed areas faster and to conduct more site inspections than other
sites, It is EPA's judgment that authorizing these discharges will not result ina
lowering of water quality. Thus, EPA has determined that compliance with the
CGP generally will be sufficient to satisfy Tier 2 (or 2.5) and Tier 3 antidegradation
requirements because the controls will not result in a lowering of water quality,
making individualized Tier 2 or Tier 3 review unnecessary, assuming of course that
the discharger is in compliance with any other applicable state or tribal
antidegradation conditions that are included in Part 9 of the permit. Furthermore,
the controlsin the permit are sufficiently stringent that they would generally satisfy
the requirement at the heart of Tier 2 review, that the discharge is necessary to
accommodate important economic or social development in the area where
the discharge is located. Constructionis usually im portant to economic and
social development, and the controls already required in Part 2 of this permit
have been identified by EPA inits effluent limitations guideline for the construction
and development category as the level of pollutant abatement that is the best
avdilable technology economically achievable. However, in cases where
information submitted with the NOI, or available from other sources, indicates
that further Tier 2 or Tier 3 review and/or conditions are necessary either for a new
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project or an existing project with a significantly increased discharge, EPA will
conduct this review and require any appropriate additional controls.

The conclusion that compliance with the CGP will generally meet the Tier 2 and
Tier 3 antidegradationrequirements depends on several key aspects of the
permit. First, all construction sites that will be subject to this permit must meet the
stringent general effluent limits set out In Part 2. Through compliance with these
limits alone, EPA expects that the discharge of pollutants will be reduced and/or
eliminated so that there should not be o lowering of water quality. EPA bases this
conclusion in part on the fact that the limits in this permit are based on the
nationally-developed effluent limitations guidelines process that defined the
BAT/BCT/BPT and NSPS level of control. EPA also is imposing on these sites the
requirement to meet even more stringent controls defined in 4.1.3 [of the 2012
CGP] (more frequent inspections) and 2.2.1.3¢c [of the 2012 CGP] (stricter
stabilization deadlines). Furthermaore, once instailled and implemented, the
cperator Is obligated to maintain these controls and to comect deficiencies
where inspection determines that deficiencies exist. Where EPA determines
through its oversight activities {e.g., onsite inspection) that a discharger is not
meeting its limits, such a deficiency will constitute a violation of the permit and wil
require follow-up comective action pursuant to Part 5.2.1.3 [of the 2012 CGP].

Second, there may very well be individual cases where EPA determines that
further controls are necessary or that coverage under the CGP is no longer
appropriate to protect the Tier 2, 2.5, or 3 status of the receiving water. Forthis
reason, EPA has included the following languagein Part 3.3.2 [of the 2012 CGP]:
‘ona case-by-case basis, EPA may notify operators of such new projects or
operators of existing projects with significantly increased discharges that
additional analyses, stormwater controls, or other permit conditions are necessary
to comply with the applicable antidegradation requirements, or notify you that
an individual permit application is necessary in accordance with Part 1.4.5 [of the
2012 CGP]." WK is anticipated that if EPA decides to require a Tier 2 or Tier 3 review
for a particuiar new project or an existing project with a significantly increased
discharge, EPA may either change the terms of coverage or terminate CGP
coverage and require an individual permit.

Fart 3.2 also clarifies that operators will be informed if any additional controls are
necessary for the discharge to be consistent with the assumptions of any availoble wasteload
allocationin the TMDL. These provisions are intended to implement the requirements of 40 CFR
122.44(d)(1}{vii){B), which requires that water quality-based effluent limits in permits be
“consistent with the assumptions and requirements of any available wasteload allocation for the
discharge” and of 40 CFR 122.4{i), which contains requirements regarding the issuance of
permits for new sources,

Part 3.2 also clarifies when discharges from construction sites are discharging to an
impoired water. EPA added such clarification due to uncertainty among the regulated
community as to how to determine whether a site discharges to on impaired water.

Part 3.2 also includes a new requirement for operators discharging to waters impaired for
polychlorinated biphenyls {PCBs) to implement controls to minimize the exposure of building
materials containing polychlorinated biphenyis-{PCBs) to precipitation and stormwater during
demolition of any structure with at least 10,000 square feet of floor space built orrenovated
before January 1, 1980. Buildings and structures originating orremodeled between the years of
1950-1979 often contain polychlorinated biphenyls (PCBs) in materials such as caulk and paint.
Without proper controls, the demolition of such structures can cause PCBs to be released into
the environment and discharged into waters of the U.S. during storm events. To address this
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concern, Part 3.2 requires controls to be implemented to minimize exposure of building materials
containing PCBs to precipitation and stormwater, and to ensure that such materials are
disposed in compliance with applicable state, federal, and local laws. The requirement is limited
to the demolition of buildings or structures with at least 10,000 square feet of floor space built or
renovated before January 1, 1980 on sites that discharge to PCBimpaired waters. This
requirement helps fo ensure that authorized discharges willmeet WQS.

The presence of PCBs in certain building components, especially in caulk and fluorescent
light bulbs, has been afocus of EPA's research over the past several years. The followingis a
summary of the findings from EPA studies establishing the presence of PCBs in building materials,
particularly in school buildings:

e Caulk put in place between 1950 and 1979 may contain as much as 40 percent PCBs
and can emit PCBs into the surrounding air. PCBs from caulk may also contaminate
adjacent materials such as masonry or wood.

» Fluorescent lighting fixtures that still contain their original PCB-containing light ballasts
have exceeded their designed lifespan, and the chance for rupture and emitting PCBs is
significant. Sudden rupture of PCB-containing light ballasts may result in exposure to the
occupants and may also result in the addition of significant clean-up costs.

e Some building materials {e.g., paint and masonry wallsj and indoor dust can absorb PCB
emissions and become potential secondary sources for PCBs. When the primary PCB-
emitting sources are removed, the secondary sources often emit PCBs.

See EPA's webpage, Polychlorinated Biphenyls (PCBs) in Building Materials, located at
hHos://www.eoo.qov!ocbs[ooIvchlorinc’red-biohenvis—ocbs-buildinq—moTerins, for more
information.

Releases of PCBs into the environment from building materials containing PCBs has also
been well studied in certain regions of the country. In Washington State, stormwaterwas
identified as the largest delivery pathway to surface waters for PCBs. Washington's “PCB
Chemical Action Plan” identifies PCBs in caulk and paint as the second largest source of PCBs,
accounting for 87 metric tons of PCBs in WA, with 160 kg/yr. released to the environment,”The
Plan states that “Releases from bullding materials can be greatly accelerated during remodeling
and demolition. There is an opportunity, through use of best management practices, to prevent
releases of PCBs during remodeling and demolition.”

Another Washington State Depariment of Ecology report, focusing on the Puget Sound
Basin, 18 estimates 59 metric tons of PCBs are in building sealants in that area with about 110 kg
released annually. This is likely an underestimate because the report did not consider all uses in
buildings, e.g., windows, uses in residential buildings, or in other structures, such as bridges and
sidewalks.

17 2015. PCB Chemical Action Fian. W ashington State Department of Ecology.
htps;//fortresswa,aov /ecy/publications/SummaryPages/1 507002 html

18201 1- Control of Toxic Chemicals in Puget Sound Phase 3: Primary Sources of Selected Toxic Chemicals
and Guantities Releasedin the Puget Sound Basin. Ecology PublicationNo. 11-03-024.
hitps://fortresswa.gov /e ublications/doguments/1103024.odf
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Building materials and caulk were also found to be potential sources of PCBs at both the
Lower Duwamish Waterway'® and Commencement Bay/Nearshore Tideflats Superfund sites in
Washington State. The Rainier Commons building, currently a Toxic Substances Control Act
(TSCA) cleanup site, was found to contain high concentrations of PCBs in caulk and paint that
entered the stormwater system via catch basins on site. This system drains to the Lower
Duwamish Waterway cleanup area. Elevated concentrations of PCBs in roadway caulk were
found during source tracing by the City of Tacoma in response to the re-contamination of the
Thea Foss Waterway in Commencement Bay.20

Releases of PCBs into the environment from PCB-containing building materials have also
been well studied in the San Francisco Bay region. The San Francisco Bay Regional Water Quality
Control Board found that “of the sources to the Bay, stormwater runoff contributes the greatest
mass of PCBs."2! A study of buildings within greater San Francisco Bay region found PCBs in 88%
of the caulk samples tested; 40% of the samples contained >50 ppm PCBs, and 20% > 10,000
ppm PCBs.2 Data suggest a correlation between PCB levels observed in the water with
construction activity. Based on these studies, the San Francisco Bay Regional Water Quality
Control Board stated that controlling demolition of buildings containing PCBs could significantly
reduce the loading of PCBs in their stormwater.

EPA s purposefully limiting this new requirement to apply to sites that discharge to waters
with known impairments for PCBs. Over 4,500 water bodies are currently listed in the PCB-
polluted category, making this the sixth-highest water pollution cause nationwide. 23 This includes
81,610 miles of rivers and streams, 3,204,534 acres of lakes and ponds, and 400,094 square miles
of bays and estuaries that are impaired for PCBs.24 EPA does not currently have data on the
number of construction projects subject to EPA's CGP that may involve demolition of a structure
with ot least 10,000 square feet of floor space built or renovated before January 1, 1980 on sites
that discharge to watersimpaired for PCBs. Therefore, at this time, EPA does not have an
estimate for the number of operators that will be affected by this new requirement. However,
EPA added a new question onthe NOI form asking about the prevalence of demolitionofa
structure with at least 10,000 square feet of floor space that was built or renovated before
January 1, 1980. With the benefit of this new information, EPA can more comprehensively
svaluate the occurence under the CGP of demoilition of structures which often contain PCBs in
building materials and the need to modify the applicability of this requirement as necessary in
the future.

There are a variety of controls that can be implemented to minimize the potential
discharge of PCBs from demolition activities, and can also be effective in controlling the release
of other hazardous substances like asbestos and lead-paint. The following exampies provide
guidance for operators in selecting the site-specific controls to meet this requirement in Part 3.2.
These examples are not required or exhaustive. Operators have flexibility in selecting the specific

192011 Lower Duwamish W aterway Survey of Potential PCB-Containing Building Material Sources. Prepared
for Ecology. Wl Wi DocView 2did=41052

D2015.Thea Foss and Wheeler-Osgood Waterways 2014 Source Confroland Water Year 2014 Stormwater
Monitoring Report, City of Tacoma. Section2.1.3.
hitp://ems cityvoft ma.org/enviro/SurfaceW ater/SourceControlW YRpt/Report pdf

212013.5an Francisco Bay Regional W ater Quality Control Board. San Francisco Bay PCBs TMDL -
implementation ot Clecnup Sites.

2 Summaries of W ater Pollution Reporting Categories, ATIAINS parent cause categorysummoaries, adapted
from doc. no. EPA841-R-12-104, October 2012,

2 National Causes of Impairment, Size of Assessed W at ers with Listed Causes of Impairment, available at
https://ofm ! at ttains nati ! ik

Page 56



2017 Construction General Permit (CGP)

controls they willimplement to meet this requirement in Part 3.2, but must ensure that such
controls minimize exposure of building materials to precipitation and stormwater, and ensure
that such materials are properly disposed. Operators must also document the selected controls
inthe SWPPP.

Separate work areas from non-work areds and select appropriate personal protective
equipment and tools.

Construet a containment area so that all dust or debris generated by the work remains
within the protected area.

o Apply plastic sheeting to the fioor, ground, or other applicable surfaces to prevent
contamination of the building interior or exterior from dust generated by the work.

o Put all necessary tools and supplies on the protective sheeting in the work area before
you begin work to avoid stepping off the protective sheeting before the work is
complete.

o Construct a decontamination area outside of the work area by placing heavy plastic
sheeting on the ground. Use this area forremoving personal protective equipment and
for cleaning equipment used In the enclosure.

= Every time you leave the plastic sheeting, remove disposable shoe covers, and wipe
or vacuum shoes, especially, the soles, before stepping off the plastic sheeting. A
large disposable tack pad on the floor can help to clean the soles of shoes.

»  Remove or vacuum off Tyvek suits when exiting the work area so the dust stays inside
the work areaq.

For locations where a containment area cannot be constructed, consider the following
techniques:

o Coverthe ground and plants with heavy plastic sheeting to catch debris. The covering
should extend at least ten feet out from the building. Secure the covering to the exterior
wall with a wood strip and staples, or tape.

o Seal off any vents or air exchange systems into the building that are located within the
work areaq.

o Move orcover any play areas within 20 feet of the work area.

¢ To prevent debris from falling beyond the ten-foot covering when working on the second
story or above, extend the sheeting farther out from the base of the building and to
each side of the area where materials are being disturbed.

o To prevent the spread of debris when work is close to a sidewalk, street, or property
boundary, or the building is more than three stories high, scaffolding sides should be
covered in plostic.

o Avoid working in high winds. Otherwise, take special precautions to keep the work area
contained when the wind is strong enough to move dust and debris. For example, a wind
screen can be constructed of plastic at the edge of the ground-cover plastic to keep
dust and debris from migrating.

For inside work, consider placing the containment area under negative air pressure and/or
using high-efficiency particulate air {(HEPA).

Use tools that minimize dust and heat (<212°F). Detailed information ontools can be
found at hitps://www \ -tools-and- ~caulk- val,

o When using electromechanical tools, use HEPA vacuum attachments to contain the dust
generated.
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e}

Use wet sanders and misters to keep down the dust created during sanding, drilling, and
cutting.

* Leave the work area clean at the end of every day and at the end of the project.

o]

Daily activities include:
* Pick up as you go. Put trash in heavy-duty plastic bags.

* Vacuum the work area with a HEPA vacuum cleaner frequently during the day and
at the end of the day.

* Clean tools at the end of the day.

» Dispose of orclean off personal protective equipment.

» Properly dispose of wastewater produced during the job.

End of project activitiesinclude:;

* Make sure alltrash and debris, including building components, are disposed of
properly,

* Vacuum any exposed surfaces, including walls and ceilings, with a HEPA vacuum
cleaner,

= Mist dusty sections of the plastic sheeting with water before taking them downto
keep dust from becoming airborne again.

* Remove plastic sheeting carefully, fold it with the dirty side in, tape it shut, and
properly dispose ofit.

* Visudlly inspect the site to ensure that no dust or debris is present and reclean the
area thoroughlyif you find dust or debris.

The following are also recommended practices for minimizing PCB exposure to workers,

building occupants, and community members during demolition activities;

* Use site security measures to prevent access of unauthorized persons to the work areas until
ofter the final cleanup. Examples of security measures include:

o)

o]

Lock fence gates or doors to the work areas during off hours.

Place signs, barrier tape and/or cones to keep all non-workers out of the work area. Signs
should be in the primary languages of the occupants, and should say "Do Not Enter -
Authorized Personnel Only" and “"No Eating, Drinking, or Smoking.”

Establish a system to identify authorized persons and any limitations to their approved
activities,

Provide a means for approving all visitors to the work area; ensure trained site personnel
accompany visitors at all times and provide them with appropriate personal protective
equipment,

* Close windows and doors within 20 feet of the work area to keep dust and debris from
getting into the building.

* Change out of work clothing before going home, and launder non-disposable protective
clothing separately from family laundry.

it 4; tel e Re
Part4.1: rson{s) R onsi for Ins n

Part 4.1 clarifies that it is the operator who will be responsible for ensuring that the person

who conducts inspections, whether he/she is a member of the project staff or a third party, must
be a “qualified person.”
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Part4.1 | Permit Requirements

Part 4.1 clarifies that the person(s) inspecting the site may be a person on the project staff or a
third party hired to conduct such inspections. Whoever will be charged with conducting the
inspections must be a “qualified person,” who is knowledgeable in the principles and practice
of erosion and sediment controls, and pollution prevention, who possesses the appropriate
skills and training to assess conditions at the construction site that could impact stormwater
quality, and the appropriate skills and training to assess the effectiveness of any stormwater
control measures selected and installed to meet the requirements of the permit.

Part 4,2: Fr en In jo

Part 4.2 requires the operatorto, at a minimum, conduct a site inspection in accordance
with one of two schedules, unless they are subject to the Part 4.3 site inspection frequency for
discharges to sensitive waters or qualify fora Part 4.4 reduction in the inspection frequency.

Part4.2 | Permit Requirements

Part 4.2 requires the operator to conduct inspections of the site and establishes the required
minimum inspection frequency. The operator has the optionto either (1) conduct a site
inspection once every seven (7} calendar days; or (2) conduct a site inspection once every 14
days and within 24 hours of the occurence of a storm event of 0.25 inches or greater, or the
occurrence of runoff from snowmelt sufficient to cause a discharge. To determine if a storm
event of 0.25 inches or greater has occurred on the site, the operator must either keep a
properly maintained rain gauge on the site, or obtain the storm event information from a
weather station that is representative of the iocation. For any day of rainfall during normal
business hours that measures 0.25 inches or greater, the operator must record the total rainfall
measured for that day in accordance with Part 4.7.1.d.

This provision retains the 2012 CGP's choice between the weekly inspection and bi-
weekly inspection frequency. Operators must conduct their inspection within 24 hours once a
storm event has produced 0.25 inches within a 24 hour period, even if the storm event s still
continuing. Thus, if the operator has elected to inspect bi-weekly and there is a storm event at
the site that continues for multiple days, and each day of the storm produces 0.25 inches or
more of rain, the operator must conduct an inspection within 24 hours of the first day of the
storm and within 24 hours after the end of the storm {inspections are only required during the
sites normal working hours). In EPA’s judgment, it isimportant for inspections to be conducted
within a day of the occurrence of a qualifying rainfall event so that the operator could catch
any potential problems on the site and correct such problems before a prolonged discharge of
pollutants occurs. Requiring inspections to be conducted within 24 hours of the occurrence of a
qualifying storm event provides assurance that, during multiple days of discharge from a single
storm event, problems with the control of pollutants will be identified sooner and corrected in
accordance with the corrective action timeframes specified in Part 5 of the permit. EPA
modified the requirement in option (2) to add “or the occurrence of runoff from snowmelt
sufficient to cause a discharge” to when inspections must be conducted, in order to clarify that
snowmelt runoff is also a stormwater discharge, and also triggers the inspection requirement,

Complying with the bi-weekly inspection frequency: EPA intends that sites electing to
inspect once every 14 days and within 24 hours of a 0.25 inch storm or the occurrence of runoff
from snowmelt sufficient to cause a discharge will conduct at a minimum oneinspection every
14 days and additional inspections as is warranted depending on whether a0.25 inch storm
event or snowmelt runoff occurs during normal working hours. To comply with this requirement,
operators should ensure that no more than 14 days pass after each inspection before the next
inspection is conducted. This could be accomplished by choosing a regular day during the two-
week period onwhich inspections will be conducted inthe absence of precipitation events.
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However, where a rain event produces 0.25 inches or more during the fwo-week period or snowmelt
runoff occurs, an inspection must be performed within 24 hours of the cccurrence of the event.
Following the event-related inspection (or final event related inspection in cases of multi-day events),
the operator must conduct the next inspection within no more than 14 calendar days.

Multiple day storms: The permit clarifies that if the site experiences a storm event that
continues for multiple days, and each day of the storm produces 0.25 inches or more of rain, the
operator must conduct an inspection within 24 hours of the first day of the storm and within 24
hours ofter the end of the storm.

inch rain even hold: EPA incorporates by reference the discussion in 2012 CGP
fact sheet (Section 1X.1.2) in which EPA presented datathat supported the 0.25 inch threshold for
inspections. EPA found that a 0.25 inch threshold would cover an estimated 47 percent of storms in
New Hampshire, 10 percent of storms in Idaho, and 27 percent of storms in New Mexico. It is EPA’s
judgment that storms with rainfall totals greater than 0.25 inches have the potential to produce
discharges of stormwater that could lead to discharges of poliutants to surface waters, particularly if
stormwater controls are not functioning effectively. Further, storms greater than 0.25 inches may
compromise stormwater confrols on the site. Thus, inspection immediately after such events (or
during such events in the case of multi-day storms) is important to meet the purposes of adopting a
storm-based inspection schedule. See section IX.1.2* Frequency of Inspections [Part 4.1.2)" on pages
94 through 96 of the 2012 CGP fact sheet, available at

W, CPDCLUOD 24 RN O] Ol 9l Ko

Part 4.3 requires modified inspection frequencies for the portion of any sites discharging
to a sediment or nutrientimpaired water or to a water identified by a state, tribe, or EPA as Tier 2,
Tier 2.5, or Tier 3 for antidegradation purposes.

Part4.3 | Permit Requirements

The operator must conduct inspections in accordance with the following inspection
frequencies: Once every 7 calendar days and within 24 hours of a storm event of0.25 Inches
orgreater, orthe occurence of runoff from snowmelt sufficient to cause a discharge. To
determine if a storm event of 0.25 inches or greater has occurred on your site, the operator
must either keep a properly maintained rain gauge on the site, or obtain the storm event
information from a weather station that is representative of its location. For any day of rainfall
during normal business hours that measures 0.25 inches or greater, the operator must keep a
record of rainfall cccurences in accordance with Part 4.7.1d.

As noted in the fact sheet section on Part 3.2, it is EPA's judgment that these inspection
requirements will enhance the operator’s ability to find and correct probiems before a
discharge of pollutants occurs. EPA expects that compliance with the water quality-based
effluent limits in the permit, in combination with the general effiuent limitsin Part 2, will result in
discharges that meet applicable water quality standards. EPA clarifies that the more frequent
site inspections are required only for those portions of the site that are discharging to the
sensitive water. For example, for a highway construction project spanning many miles over
multiple watersheds, the increase in inspection frequency would only be required in areas of the
site that discharge to or within one mile upstream of the sensitive water. EPA also notes that if
the operator qualifies for any of the reduced inspection frequencies specified in Part 4.4, they
may comply with those reduced frequencies despite the fact that they discharge to a sensitive
water. This is because the reduced frequencies in Part 4.4 apply only to situations where the
reduced inspection frequency is justified by circumstances that ensure protection of all waters,
including sensitive waters.
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Note that, similar to the requirements for conducting bi-weekly site inspections under Part
4.2.2, the permit clarifies that if the site experiences a storm event that continues for multiple
days. and each day of the storm produces 0.25 inches or more of rain, the operator must
conduct an inspection within 24 hours of the first day of the storm and within 24 hours after the
end of the storm. The operator must conduct an inspection upon the occurrence of runoff from
snowmelt sufficient to cause a discharge.

Part 4.4: Reduclions in Ins ion Frequen

Part 4.4 identifies three different situations in which areduction in the frequency of
inspections is permitted. Each of these represent situations of comparatively lower risk for
discharges to surface waters.

rt 4.4.1; Stabili Areas

Part 4.4.1 provides the opportunity for operators to reduce their inspection frequencies in
any areas of the site that have achieved temporary or final stabilization as required in Part
2.2.14.

Pari 4.4.1 | Permit Requirements

a. The permit enables the operator to reduce the frequency of inspections to twice per
month for the first month, no more than 14 calendar days apart, then once per monthin
any area of the site where the stabilization steps in Part 2.2.14.a have been completed.

If construction activityresumes in this portion of the site at a later date, the inspection
frequency immediately increases to the frequency specified in Part 4.2 or 4.3 if
applicable. The operator must document the beginning and ending date of this period
inits SWPPP.

b. Exception. For “linear construction sites” {as defined in Appendix A) where disturbed
portions have undergone final stabilization at the same time active construction
continues on others, you may reduce the frequency of inspections to twice per month
for the first month, no more than 14 calendar days apart, in any area of your site where
the stabilization steps in 2.2.14a have been completed. After the first month, inspect
once more within 24 hours of the occurrence of a storm event of 0.25 inches or greater. If
there are no Issues or evidence of stabilization problems, you may suspend further
inspections. If "wash-out" of stabilization materials and/or sediment is observed, following
re-stabilization, Inspections must resume at the inspection frequency required in Part
4.4.1a Inspections must continue until final stabilization is visually confirmed foliowing a
storm event of 0.25 inches or greater.

Areas of the site that have achieved termporary or final stabilization present a significantly
lower risk of producing unacceptable discharges of pollutants in stormwater to surface waters.
EPA further expects that, especially for larger projects, where construction activities may take
place in different phases in separate locations of the site, reducing site inspection frequency
where areas have been stabilized will encourage stabilization to take place closer to the time that
active disturbances have ended. It is EPA's judgment that the reduction in inspection frequency
will provide a benefit in reduced administrative burden to the operator. EPA modified this
requirement from the 2012 CGP to require inspections to be conducted twice per month for the
first month, with no more than 14 calendar days between the two inspections, after stabilization
has been completed before reducing the inspection frequency to once per month. This change is
intended to ensure that operators catch any potential problems with stabllization measures early
on and correct such problems before failure of stabilization measures and a prolonged discharge
of pollutants occurs. The requirement in (b} above s also a modification to the reductions in
inspection frequency for linear construction sites. EPA acknowledges that long linear projects may
feature portions of the site that are completed and stabilized months before the final portion of
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the project is stabilized. The exception provides flexibility for lInear construction sites by allowing
these operators to suspend further inspections on portions of their site that have met the final
stabilization requirements following two Inspections in the first month, no more than 14 calendar
days apart, and no observed “wash-out" following one more inspection within 24 hours of a storm
event of 0.25 inches or greater.

rt 4.4.2; For Arld -Arid r t-Stricken Ar

Part 4.4.2 cliows operators whose construction projects occur in areas considered arid or
semi-arid to reduce the frequency of inspection to account for the comparatively lower
amounts of rainfall,

Pari 4.4.2 | Permit Requirements

The permit enables operators to reduce their inspection frequency to once per month and
within 24 hours of the occurrence of a storm event of 0.25 inches or greater if the project is
located in an arid, semi-arid, or drought-stricken area and construction is occurring during the
seasonally dry period or a period in which drought is predicted to occur. The operator must
document that they are using this schedule and the beginning and ending dates of this
period in the SWPPP. To determine if a storm event of 0.25 inches or greater has occured on
the site, the operator must either keep a propery maintained rain gauge on the site, or obtain
the storm event information from a weather station that is representative of the location. For
any day of rainfall during normal business hours that measures 0.25 inches or greater, the
operator must record the total rainfall measured for that day in accordance with Part 4.7.1.d.

This reduced inspection frequency still allows operators to identify potential problems that
could resuit in a discharge of pollutantsin the unlikely event that a storm event does occur. To
determine when the seasonal dry periods occur in arid and semi-arid areas, one tool that is
available for operators is the U.S. Department of Agriculture, Natural Resources Conservation
Service's Climate Analysis for Wetlands tool:

tto/fIwww . w I da.gov/cli W n t

Note that, similar to the requirements for conducting bi-weekly site inspections under Part
4.2.2, the permit clarifies that if the site experiences d storm event that continues for multiple
days, and each day of the storm produces 0.25 inches or more of rain, the operator must
conduct an inspection within 24 hours of the first day of the storm and within 24 hours after the
end of the storm.

rt 4.4.3; r Frozen n n

Part 4.4.3 enables operators that experience frozen conditions on their site to reduce
their inspection frequency to account for the fact that a discharge will not be likely during this
period of time.

Part 4.4.3 | Permit Requirements
The permit enables operators to reduce inspection frequencies under the following conditions:

a. isturbing qctivityis n . If the operator is suspending earth-disturbing
activities due to frozen conditions, the operator may temporarily suspend inspections on
the site until thawing conditions begin to occur if:

I.  Runoffis unlikely due to continuous frozen conditions that are likely to continue at the
site for at least three (3) months based on historic seasonal averages. If unexpected
weather conditions (such as above freezing temperatures orrain events) make
discharges likely, the operators must im mediately resume the regular inspection
frequency as described in Parts 4.2 or 4.3 as applicable;
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ii. Land disturbances have been suspended; and
ii. Al disturbed areas of the site have been stabilized in accordance with Part 2.2.14.q.

b. Where earth-disturbing activities continue on portions of the site: If the operator is still
conducting earth-disturbing activities during frozen conditions, the operator may reduce
the inspection frequency to once per monthiif:

i.  Runoff is unlikely due to continuous frozen conditions that are likely to continue at the
site for at least three (3) months based on historic seasonal averages. If unexpected
weather conditions (such as above freezing temperatures or rain events) make
discharges likely, the operator must immediately resume the regular inspection
frequency as described in Parts 4.2 or 4.3 as applicable; and

ii. Except for areas in which the operator is actively conducting earth-disturbing
activities, disturbed areas of the site have been stabilized in accordance with Part
2.2.14.q.

Part 4.4.3 will also requires that operators document the beginning and ending dates of this
period in their SWPFP,

The permit retains the 2012 CGP's waiver approach for projects that suspend aof
construction work durling frozen conditions. This permit also allows operators to reduce
inspection frequencies to once per month if the ground is frozen and they will still be conducting
earth-disturbing activities. For both scenarios under which a reduction is possible, this permit
includes the requirement that the disturbed areas be stabilized either vegetatively or non-
vegetatively. This requirement also provides further assurance that inthe case ofan
unexpected thaw orrain on snow event, the discharge of pollutants from all areas has been
minimized.

Part 4.5; Areas That Must Be Ins ed
Part 4.5 describes the areas on the site that must be inspected.

Part 4.5 (4.5.1 - 4.5.6) | Permit Requirements

The permit specifies which areas of the site must be inspected during each site inspection,
which include, at a minimum, the following:

4.5.1 All areas that have been cleared, graded, or excavated, and that have not yet
completed stabilization consistent with Part 2.2.14.Q;

452 Al stormwater controls (including pollution prevention controls] installed at the site
to comply with this permit;

453 Material, waste, borrow or equipment storage and maintenance areas that are
covered by this permit;

454 Al areas where stormwater typically flows within the site, including drainageways
designed to divert, convey, and/or freat stormwater;

455 Al points of discharge from the site; and
4.5.6 All locations where stabilization measures have implemented.

Operators are not required to inspect areas ofthe site that, at the fime of the inspection, are
considered unsafe to inspection personnel.
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The 2012 CGP Included many of the same specific areas to be inspected in Part 4.1.5 of
the 2012 CGP. in Part 4.5.2, EPA clarifies that all stormwater controls installed at the site required
inPart 2 and Part 3 must be inspected, including the inspection for sediment that has been
tracked out from the site onto paved roads, sidewalks, or other paved areas consistent with Part
2.2.4,

arl4.8: R iremenis for Ins jons

Part 4.6 includes specific requirements regarding the focus of the inspection.

Part 4.4 (4.6.1 —4.6.7) | Permit Requirements
The permit requires that inspections, at a minimum, consist of the following:

4.56.1 Check whether all stormwater controls {i.e., erosion and sediment controls and
pollution prevention controls) are properly installed, appear to be operational, and
are working as intended to minimize pollutant discharges.

4.62 Check forthe presence of conditions that could lead to spills, leaks, or other
accumulations of pollutants on the site;

4.3  Identify any locations where new or modified stormwater controls are necessary to
meet the requirements of Parts 2 and/or 3;

4.6.4 Check forsigns of visible erosion and sedimentation (i.e., sediment deposits) that
have occurred and are attributable to the discharge at points of discharge and, if
applicable, the banks of any waters of the U.S. flowing within orim mediately
adjacent to the site;

4.65 Identify any incidents of noncompliance observed.
4.6.6  If adischarge is occuming during the inspection, the operators must to:
a. ldentify all points at the site; and

b. Observe and document the visual quallty of the discharge, and take note
of the characteristics of the stormwater discharge, including color; odor;
floating, settied, or suspended solids; foam; oil sheen; and otherindicators
of stormwater pollutants.

4.6.7  Based on the results of the inspection, complete any necessary maintenance
under Part 2.1.4 and corrective actions under Part 5.

EPA clarifies that the operator must complete any necessary maintenance discovered
during an inspection.

Part4.7. Inspection Report
7.1 fr it | s

Part 4.7.1 provides a consistent means of documenting the results of each inspection.

Part 4.7.1 | Permit Requirements

The operator must complete an inspection report within 24 hours of com pleting any site
inspection. Each inspection report must include the following:

a. The inspection date;
b. Names and titles of personnel making the inspection;

Page &4



2017 Construction Genera! Permit (CGP)

c. A summary of the inspection findings, covering at a minimum the observations you
made in accordance with Part 4. 6, including any necessary maintenance or
corrective actions;

d. If the operator isinspecting the site at the frequency specified in Part 4.2.2, Part 4.3,
or Part 4.4.2, and the operator conducted an inspection because of rainfall
measuring 0.25 inches or greater, it must include the applicable rain gauge or
weather station readings that triggered the inspection; and

e. If the operator has determined that it is unsafe to inspect a portion of the site, the
operator must describe the reason It was found to be unsafe and specify the
iocations that this condition applied to.

Part 4.1.7 requires, similar to the concept of alog book, that an inspection report be
completed for each inspection. It is EPA's judgment that requiring an inspection report to be
kept willimprove the organization of the inspectionTelated records, and make it easier for
operators to keep track of their findings from inspection to inspection.

Part 4.7.2: Signature Requirements

Part 4.7.2 requires that inspection reports, whether in paper or electronic format, provide
accountable documentation of compliance with the inspection requirements in this permit.
Appendix | provides signature requirements for both paper and electronic reports.

Part 4.7.2 | Permit Requirements

Each inspection report must be signed in accordance with Appendix |, Part .11 of the permit.

rt 4.7.3: Recordkeeping Requirement

Part 4.7.3 requires inspection reports be kept at the site and availlable to EPA inspectors.

Part 4.7.3 | Permit Requirements

The permit requires that the operators keep a copy of all inspection reports at the site or at an
easlly accessible location, so that they are available at the time of an on-site inspection or
upon request by EPA.

Part 4 R d Retention

The requirement in Part 4.7.4 to retain all reports a minimum of three years comes from
the standard permit condition requirements at 40 CFR 122.41(j)(2).

Part 4.7.4 | Permlt Requiremenis

The permit requires that the operators retain all inspection reports for at least three (3) years
from the date that permit coverage expires oris terminated.

Part 4.8: Ins fons EPA

The requirements in Part 4.8 are to inform the operator of its obligations with respect to
providing access to EPA (or its authorized representatives) in order to conduct site inspections of
its own for the purposes of determining compliance with this permit.

Page 65



2017 Construction General Permit (CGP)

Port4.8 (4.8.1 -4.8.4) | Permit Requirements

Part 4.8 requires the operatorto allow EPA or an authorized representative of EPA to conduct
the following activities at reasonable times. To the extent the operator is utilizing shared controls
that are not on-site to comply with this permit, the operator must make arrangements for EPA to
have access at all reasonable times to those areas where the shared controls are located.

48.1 Enter onto all areas of the site, including any construction support activity areas
covered by this permit, any off-site areas where shared controls are utilized to
comply with this permit, discharge locations, adjoining waterbodies, and locations
where records are kept under the conditions of this permit;

482 Access and copy any records that must be kept under the conditions of this
permit;

48.3 Inspect the construction site, including any construction support activity areas
covered by the permit {see Part 1.2.1¢), any stormwater controls installed and
maintoined at the site, and any off-site shared controls utilized to comply with this
permit; and

484 Somple or monitor for the purpose of ensuring compliance.

This same authorityis included in Appendix |, Part ¢ of the 2012 CGF s a standard permit
condition based on 40 CFR 122.41{i). This authorityis based on section 308 of the CWA. It is
EPA's judgment that it is appropriate to place this same language in the inspection part of the
permit so that it is more visible to the operator.

P 5 T Actions
art 5.1: Condifi Triggerin ectiv ion
Part 5.1 explains when an operator is expected to take comective action.
Part 5.1 {5.1.1 ~5.1.4) | Permit Requirements

Part 5.1 defines the conditions under which an operator must take corrective action at their
site:

5.1.1 A stormwater control needs repair or replacement (beyond routine maintenance
required under Part 2.1.4); or

5.1.2 A stormwater control necessary to comply with the requirements of this permit was
never installed, or was installed incomectly; or

5.1.3 The operator's discharges are causing an exceedance of applicable water
quality standards; or

5.1.4 A prohibited discharge has occurred (see Part 1.3).

The conditions that require comrective action are substantively similar to and consistent
with those from Part 5.1 of the 2012 CGP. EPA added a triggering condition for corrective action
if astormwater control needs repair or replacement. This clarifies EPA’s intent in the 2012 CGP
that comective action would be needed when control repairs are required. This condition for
cormrective actionis distinguished from when controls require routine maintenance in Part 2.1.4 of
the permit,

Part5.2: Correcfive Action Deadlines

Part 5.2 establishes deadlines for initiating and completing work to correct the conditions
identified at the sitein accordance with Part 5.1. Corrective action is distinguished from routine
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maintenance of stormwater controls and pollution prevention measures required in Parts 2.1.4
and 2.3,

Part5.2 | Permit Requirements _

Part 5.2 describes the deadlines the operator must meet when addressing any of the
comective action triggering conditions described in Part 5.1

EPA notes that if the condition identified in this Part constitutes a permit viclation,
correcting it does not eliminate the original violation. However, enforcement authorities will
consider the promptness and effectiveness of any corrective action taken in determining an
appropriate response. Additionally, failing to take comective action in accordance with this Part
will be an additional permit viclation,

Part 5.2.1 requires the operator to immediately take reasonable steps to address any
conditions at the site triggering cormective action to minimize pollutant discharges from the site.

Part5.2.1 | Permit Requirements _

Part 5.2.1 requires operators to immediately take all reasonable steps to address the condition
identified in Part 5.1, including cleaning up any contaminated surfaces so the material will not
discharge in subsequent storm events,

EPA notes that in the context of Part 5.2.1 the term “immediately” requires operators to, on
the same day a condition requiring corrective action Is found, take steps to minimize or prevent
the discharge of pollutants unless a new or replacement control or significant repair is required.

Part 5.2.2 establishes a specific timeframe for completing corrective actions that do not
require a new or replacement control or significant repair.

Part5.2.2 | Permit Requirements

Part 5.2.2 requires operatorsto complete the comective action by the ciose of the next
business day when the problem does not require a new or replacement control or significant
repair.

Examples of corrective actions that do not require significant repair or replacement
include sweeping up tracked-out sediment, cleaning up spilled materials, and minor repairs such
as fixing a holein asilt fence. EPA notes that if the problem is identified at a timein the work day
when it is oo late to initiative comrrective action, the initiation of corrective action must begin on
the following work day.

Part 5.2.3 establishes a specific timeframe for completing corrective actions that require
a new or replacement control or significant repair.

Part5.2.3 | Permit Requirements

Part 5.2.3 requires the operator to install the new or modified control and make it operational,
or complete the repair, by no later than 7 calendar days from the time of discovery when the
problem requires a new orreplacement control or significant repair. If it is infeasible to
complete the installation or repair within 7 calendar days, the operator must document in their
records why it is infeasible to complete the installation or repair within the 7-day timefrome
and document their schedule for installing the stormwater control(s) and making it
operational as soon as feasible after the 7-day timeframe. Where these actions result in
changes to any of the stormw ater controls or procedures documented in their SWPPP, the
operator must modify their SWPPP accordingly within 7 calendar days of completing this work.
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Examples of corrective actions that require significant repair or replacement include
extensive removal and replacement of an existing control or controls, or repairing a
sophisticated treatment control, such as a chemical treatment systemn.

Part 5.2.3 will also ensure that the SWPPP adequately reflects the stormwater controls
being implemented on the site. Where a new control is installed and made operotional, ora
modification is made to an existing control, the SWPPP must be updated to reflect these site
changes. Note that thisis true for all such modifications, including those made to implement
corrective actions.

rt53;. C lve R I A

Part 5.3 clarifies that, in addition to comective actions that may result from the operator's
own inspections, EPA may also require corrective actions to address permit vioilations found
during the agency's inspections.

Part 5.3 | Permit Requirements

The operator must comply with any corrective actions required by EPA as a result of permit
violations found during an inspection carrlied out under Part 4.8.

Part 5.4: Corrective Action Report

Part 5.4 establishes requirements for proper documentation of all corrective actions that
must be taken under this part of the permit.

Part 5.4 | Permit Requirements

Part 5.4 requires that operators complete a cormrective action report for each corrective
action taken in accordance with this part of the permit.

This requirement is similar to the 2012 CGP's Part 5.4 comrective action report requirement
to document problems found on the site and the corresponding corrective actions taken and
applicable implementation dates.

Part 5.4.1 requires the operatorto immediately record some basic information with
respect to the initial finding of the triggering condition.

Part 5.4.1 | Permit Requirements
Within 24 hours of identifying the corrective action condition, the operator must document the
specific condition and the date and time it was identified.

Part 5.4.2 requires the operatorto document the completion of corrective actions that
were [dentified in Part 5.4.2.

Part 5.4.2 | Permit Requiremenis

Within 24 hours of completing the corrective action (in accordance with the deadiines in Part
5.2), the operator must document the actions taken to address the condition, including
whether any SWPPP modifications are required.

The requirement in Part 5.4.2 is different from the 2012 CGP Part 5.4.2, which required a
report within 7 calendar days of discovering o condition that required a corrective action. In the
2017 CGP, the operator must document the compietion of the corrective action within 24 hours,
whether the correction action was completed in 3 days, 7 days. orlater {after the operator
documents that it Is Infeasible to complete the repair within 7 days and sets aschedule for
completing the repair in accordance with Part 5.2.3).
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Part 5.4.3 establishes requirements for accountable documentation of compliance with
the corrective action requirements in this permit. Appendix | provides signature requirements for
reports.

Part5.4.3 | Permit Requirements _

Each corrective action report must be signed in accordance with Appendix 1, Part 1.11 of this
permit.

The requirement in 5.4.4 isintended to ensure that EPA officials have immediate access
to such records during an on-site inspection.

Part5.4.4 | Permit Requiremenis

The operator must keep @ copy of all corrective action reports at the site or at an easily
accessible location, so that it can be made available at the time of an on-site inspection or
upon request by EPA.

The requirement in Part 5.4.5 to retain all reports a minimum of 3 years comes from the
standard permit condition requirements at 40 CFR 122.41(j)(2).

Part5.4.5 | Permit Requirements

The operator must keep all corrective action reports completed for this Part for at least three
(3) years from the date that permit coverage expires or is terminated.

Part & Staff Traini virements

The staff training requirements in Part 6 are to ensure that each member of the
stormwater team understands the requirements of the permit and his or her particular
responsibilities relating to complying with those requirements.

Parté | Permil Requirements

Part 6 requires the operator, or group of muttiple operators, fo assem ble a “stormwater team”
to camy out compliance activities associated with the requirements in the permit. The
requirements to conduct training prior to commencing construction activities will not opply to
emergencyrelated construction activities that are eligible for permit coverage under Part 1.4;
however, for such activities, training must be conducted prior to NOI submission.

6.1 Priorto the commencement of construction activities, the operator must ensure that
the following members of the stormwater team receive training to ensure that they
understand the permit requirements and their specific responsibilities with respect to
those requirements:

a. Personne!l who are responsible for the design, installation, maintenance, and/or
repair of stormwater controls {including pollution prevention controls);

b. Personnel responsible for the application and storage of treatment chemicals
(if applicable);

C. Personnel who are responsibie for conducting inspections as required in Part
4.1; and

d. Personnel who are responsible for taking comrective actions as required in Part 5.
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6.2 Part 6.2 specifies that the operator is ultimately responsible for ensuring that all
activities on the site comply with the requirements of the permit. The operator is not
required to provide or document formal training for subcontractors or other outside
service providers, but must ensure that such personnel understand any requirements of
the permit that may be affected by the work they are subcontracted to perform.

6.3 Part 6.3 specifies that the content and extent of training must be tailored to match the
stormwater team membet's duties and responsibilities related to the permit’s
requirements. At a minimum, personnel must be trained to understand the following if
related to the scope of their job duties (e.g., only personnel responsible for conducting
inspections need to understand how to conduct inspections):

a. The permit deadlines associated with installation, maintenance, and removal of
stormwater controls and with stabilization;

b.  The location of all stormwater controls on the site required by this permit and
how they are to be maintoined;

¢.  The proper procedures to follow with respect to the permit's pollution
prevention requirements; and

d. When and how to conduct inspections, record applicable findings, and take
corrective actions.

6.4 Each member of the stormwater team must have easy access to an electronic or
paper copy of applicable portions of this permit, the most updated copy of the
operator's SWPPP, and other relevant documents orinformation that must be kept with
the SWPPP,

The training requirements in Part é are similar to the staff training requirements in Part 4 of
the 2012 CGP.

Part 6 also specifies the minimum understanding that applicable members of the
stormwater team should have with respect to the pertinent aspects of permit compliance. All of
the above listed areas that must be understood by stormwater team members relate to specific
permit provisionsin the CGP.

If the person requiring training is a new employee who starts after commencement of
construction activities, the operator must ensure that this person has the proper understanding
as required above prior to assuming particular responsibilities related to compliance with this
permit. New training may not be necessary for some employees if the operatoris able to ensure
that the employee, due to prior training, already understands the applicable topic area.

EPA also notes that for emergency-related projects, the requirement to train personnet
prior to commencerment of earth-disturbing activities does not apply. Because immediate
authorization is available for these projects, given the urgency of the timing associated with such
projects, it is EPA's judgment that it is appropriate to provide greater flexibility in the initial weeks
of construction. However, the permit requires that upon submittal of the NOI, personnel be
trained in accordance with this section,

7. Stor Pollution P tion Pl P
Part 7 describes the requirements for developing and maintaining a SWPPP.

Part7.1; General Requirements

Part 7.1 establishes the overall requirement that operators develop SWPPPs prior to
submitting their NOIs. The SWPPP must be in place prior to discharging so that the appropriate
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erosion and sediment controls are selected and to ensure that the eligibility and other
requirements under the permit will be met.

Part7.1 | Permit Requirements

Part 7.1 requires all operators associated with a construction site covered under this permit to
develop a SWPPP. The operator must develop the SWPPP prior to submitting the NOI. The
SWPPP must be kept up-to-date throughout coverage under the permit.

If the SWPPP was prepared under a previous version of the permit (i.e., the 2012 CGP), the
operator must review and update the SWPPP to ensure that this permit's requirements are
addressed prior to submitting the NOI.

The SWPPP is intended to serve as o rood maop for how the construction operator will
comply with the effluent limits and other conditions of this permit. The language in footnote 52
clarifies that the SWPPP does not establish the effluent limits that applyio the construction site's
discharges; these limits are established in the permit. EPA emphasizes that while the requirement
to develop a SWPPP, to keep it updated, and to inciude init all of the required minimum
contents consistent with Part 7.2 are enforceable permit requirements, the sitespecific details of
these SWPPPs do not establish separately enforceable limits of the permit. The fact that the
SWPPP is an external tool and not considered 1o include effluent limits enables the operator to
be able to modify and retool its approach during the course of the permit term in order to
continually improve how it complies with the parmit.

The new language in footnote 53 of the permit notes that one operator may develop a
group SWPPP where there are several operators at the same site. For instance, if both the owner
and the general contractor of the construction site meet the definition of an operator and are
required to obtdin a permit, the owner may be the party responsible for SWPPP development,
and the general contractor {or any other operator at the site) can choose to use this same
SWPPP, as long as the SWPPP addresses the general contractor's (or some other operator’s)
scope of construction work and obligations under this permit. Regardless of whether there Is a
group SWPPP or several individual SWPPPs, all operators would be jointly and severally liable for
compliance with the permit.

Where there are muliiple operators associated with the same site through a common
plan of development or sale, operators may assign to themselves various permit-related
functions under the SWPPP provided that each SWPPP, or a group SWPPP, documents which
operater will perform each function under the SWPPP. However, dividing the functions to be
performed under the SWPPP does not relieve an individual operator from liability for complying
with the permit should another operator fail to implement any measures that are necessary for
the individual operator to comply with the permit, for example, the installation and
maintenance of any shared conirols, such as a sediment basin. In addition, where responsibilities
are shared, all operators must ensure, either directly or through coordination with other
operators, that their activities do not cause a violation and/or render any other operators'’
controls and/or any shared controls ineffective. All operators who rely on a shared control to
comply with the permit are jointly and severally liable for violations of the permit resulting from
the failure to properly install, operate and/or maintain the shared control,

The new language in footnote 53 clarifies in the permit that il operators associated with
the same site through a common plan of development or sale are responsible for the
stormwater from theirindividual parcel until the stormwater is discharged into waters of the U.S.
or an MS4. This responsibility includes shared controls, such as a sediment basin, within the
common development site used to treat stormwater from the individual parcel. For example, if
multiple operators on the same common development site develop a group SWPPP or multiple
individual SWPPPs that assign permit-related functions to the various operators, an individual
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operator is not relieved of liability for permit compliance should another operator fail to perform
any function assigned to it under the SWPPP and thus render the individual operator unable to
comply with the terms of the permit. In other words, o second operator's failure to perform
responsibility for a given function under the SWPPP (e.g.. maintaining a sediment basin) does not
render the first operatorimmune from enforcement for such failure, unless the second operator's
failure does not impact the control of poliutants from the first operator's stormwater or non-
stormwater flow fe.g., the first operator does not send stormwater or non-stormwater flow fo the
sediment basin before discharge from the overall common development site}. Similary, if any
individual operator develops a separate SWPPP, that operator remains responsible for
compliance with all requirements of the permit that apply to discharges of stormwater and/or
non-stormwater from its portion of the site through the common development site and to the
point of discharge to waters of the U.S. or an MS4 from the common development site, including
requirements that apply to any shared controls relied upon by the operator to control poliutants
in stormwater and non-stormwater runoff from its portion of the construction site. Additionally, if
an individual operator develops a separate SWPPP, that individual operator is still responsible for
compliance with the entire pemit even if it refies upon shared controls.

EPA fullyreserves itsright to pursueliabilityagainst any operator as outiined above. When pursuing
enforcement against an operator or several operators associated with the same site, EPA will
consider the totality of the facts, including but not limited to the actions of each operator, the
capability of the operator to remedy the violations, whether there is a written division of permit-
related functions in a group SWPPP or individual related SWPPPs, and whether the operator has the
ability to obtain access, with assistance from EPA if needed, to any portion of the project at issue.

art 7,2: PPP_Conients

Part 7.2 includes the minimum requirements that must be included in the SWPPP, as
follows.

t : Sit
Part 7.2.1 provides information about other operators engaged in activities covered
under the permit.

Part7.2.1 | Permit Requirements

Part 7.2.1 requires that the SWPPP contain a list of all other operators who will be engaged in
construction activities at the site, and the areas of the site over which each operator has
control,

Part 7.2.4 of the 2012 CGP required the SWPPP to include a list of all other operators who
will be engaged in construction activities at the site. Part 7.2.1 restates this requirement to clarify
inthe SWPPP which operators the SWPPP covers, and the areas of the site over which each
operator has control. For construction sites with only one operator, this provision does not apply.

P 2.2; St T

The requirement in Part 7.2.2 to provide information about the Stormwater Team in the
SWPPP provides assurance that specific staff members are identified as responsible for
overseeing the development of the SWPFP and are responsible for ensuring compliance with the
permit requirements. Identification of staff members on the stormwater team in the SWPPP
provides notice and ciarification to facility staff and management (e.g., those responsible for
signing and certifying the plan) of the responsibilities of certain key staff for following through on
compliance with the permit’s conditions and limits.
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Part7.2.2 | Permit Requirements

Part 7.2.2 requires the operator to identify the personnel (by name or position) that are part of
the stormwater team, as well as their individual responsibilities, including which members are
responsible for conducting inspections.

The requirement to assemble a stormwater team to oversee the development of the
SWPPP and to ensure permit compliance is similar to Part 7.2.1 of the 2012 CGP, which required
each operator to assemble a“stormwater team which is responsible for overseeing the
development of the SWPPP... and for compliance.” This requirement is also a logical extension of
the need for the operator to designate personnel {whether or not they are members of the
operator’s staff or a subcontractor’s) that are assigned the responsibility of carrying out the
permit's requirements related to preparing the SWPPP, installing and maintaining stormwater
control measures, conducting inspections, taking samples (if required), and implementing
cormrective actions. EPA has also, in past CGPs, required that operatorsname a “SWPPP
contact" in ithe NOI and the SWPPP itself.

Part 7.2.3: Nature of Construction Aclivities

The provisionin Parf 7.2.3 requiting a description of the nature of the construction
activities taking place on the construction site provides general information about the
construction project, which can be readily understood by an EPA inspector or other third party
who may be unfamiliar with the purpose and general layout of the projects.

Part7.2.3 | Permit Requirements _
Part 7.2.3 requires that the SWPPP describe the nature of the construction activities, including:

a. A description of the nature of your construction activities, including the age or dates of
past renovations for structures that are undergoing demolition;

b. The size of the property (in acres or length in miles if a linear construction site};

c. The total area expected to be disturbed by the construction activities (to the nearest
quarter acre or nearest quarter mileif a linear construction site};

d. A description of any on-site and off-site construction support activity areas covered by
this permit {see Part 1.2.1.c)

e. The maximum area expected to be disturbed at any one time, including on-site and
off-site construction support activity areas;

f. A description and projected schedule for the following:

i Commencement of construction activities in each portion of the site, including
clearing and grubbing, mass grading, demolition activities, site preparation
i.e., excavating. cutting and filling), final grading, and creation of soil and
vegetation stockpiles requiring stabilization;

ii. Temporary or permanent cessation of construction activities in each portion of
the site;

iii. Temporary orfinal stabilization of exposed areas for each portion of the site;
and

iv. Removal of temporary stormwater controls and construction equipment or
vehicles, and the cessation of construction-related pollutant-generating
activities.
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9. A list and description of all pollutani-generating activities {e.g.. paving operations;
concrete, paint, and stucco washout and waste disposal; solid waste storage and
disposal; and dewatering operations) on the site. For each pollutant-generating
activity, include an inventory of pollutants or pollutant constituents (e.g.. sediment,
fertilizers, pesticides, paints, caulks, sealants, fluorescent light ballasts, contaminated
substrates, solvents, fuels) associated with that activity, which could be discharged in
stormw ater from your construction site. You must take info account where potential
spills and leaks could occur that contribute pollutants to stormwater discharges, and
any known hazardous or toxic substances, such as PCBs and asbestos, that willbe
disturbed or removed during construction;

h. Business days and hours for the project;

i. If you are conducting construction activities in response to a public emergency (see
Part 1.4], a description of the cause of the public emergency {e.g., mud slides,
earthquake, exireme flooding conditions, widespread disruption in essential public
services), information substantiating its occurence fe.g.. state disaster deciaration or
similar state or local declaration), and a description of the construction necessary to
reestablish affected public services.

To improve clarity, Part 7.2.3 combines the requirements from Parts 7.2.2, 7.2.3, and 7.2.5
from the 2012 CGP. Operators must describe the “age and/or dates of past renovation for
structures that are undergoing demolition” to document any relevant information reloted to the
new provisionin Part 2.3 on implementing pollution prevention controls to minimize the exposure
of polychlofinated biphenyl-{(PCB) containing building materials for demolition of any structure
built or renovated before January 1, 1980.

Identification of the size of the property, total area expected io be disturbed by
construction activities, description of construction support activities, and the area expected to
be disturbed provides the operator, among other things, with information about properly
designing and installing stormwater control measures to minimize the discharge of pollutants, as
well as information about the placement and type of stabilization practices that should be
implemented to minimize the discharge of pollutants in stormwater.

This Part also requires, from Part 7.2.5 of the 2012 CGP, the schedule for activities such as
commencement of construction, temporary or permanent cessation of construction, temporary
or final stabilization, and removal of controls, Operators are encouraged to consider developing
a site phasing plan as part of the schedule for activities. The purpose of requiring documentation
of the sequencing of construction activitiesis to assist operators with planning their construction
activity sequencing in conjunction with the control measures they intent to use to meset the
effluent limitations in this permit. Proper construction site planning limits the amount of land
disturbed at one time and limits the exposure of unprotected soils through rapid stabilization,
which in turn reduces the amount of sediment that gets discharged from the constructionsite.
This requirement provides operators a better understanding of the site runoff characteristics
throughout all phases of construction activity, which will help them to plan for the types of
stormwater control measures necessary to meet effluent limitations. It Is EPA’'s judgment that
documenting this schedule of activities will help cperators to minimize earth disturbances to the
extent necessary for the construction activity, which will also minimize poliutants dischargedin
stormwater. If plans change due to unforeseen circumstances or for other reasons, the
requirement to describe the sequence and estimated dates of construction activities is not
meant to "lock in” the operator to meeting these dates. When departures from initial projections
are necessary, this should be documented in the SWPPP itself, orin associated records, s
appropriate,
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EPA also clarifles that in the description of each pollutant-generating activity, operators
must list any known hazardous or toxic substances, such as PCBs and asbestos, which will be
disturbed or removed during construction. This clarifies what EPA expects would be listed under
the similar provision in Part 7.2.7 of the 2012 CGFP. Operators must also now document the
business days and hours for the project so that EPA, or any authorized representative of EPA, can
be informed of normal operating hours in the instance of an inspection in accordance with Part
4.8 of the permit,

rt7.2.4; Sit

Part 7.2.4 requires that the SWPPP contain a legible site map, or series of maps. Inthe
permit, EPA kept a similar format from the 2012 CGP that divided the Site Map requirements info
sub-categories to provide greater clarity for the various site map requirements. The requirements
inPart 7.2.4.a and 7.2.4.b provide a visual depiction of where construction activities are
occurring inrelation to the boundaries of the property.

Part 7.2.4.0 - b | Permit Requirements

a. Boundaries of the property. The map(s) in the SWPPP must show the overall boundary
of the property.

b. Locations where construction activities will occur. The map(s) in the SWPPP must show
the locations where construction activities will occur, including:

i. Locations where earth-disturbing activities will occur (note any phasing). including
any demolition activities;

ii. Approximate slopes before and after major grading activities (note any steep
slopes {as defined in Appendix A));

ii. Locations where sediment, soil, or other construction materials will be stockpiled;
iv. Any waters of the U.S. crossings;
v. Designated points where vehicles will exit onto paved roads;

vi. Locations of structures and other impervious surfaces upon completion of
construction; and

vii. Locations of on-site and off-site construction support activity areas covered by the
permit (see Part 1.2.1.c).

With the exception of the requirement to include the location of any demolition
activities, ol of these requirements correspond to Part 7.2.6 of the 2012 CGP. EPA includes the
areas of demolition activities on the site map to clarify what EPA expected fo be included on
the site map under the 2012 CGP.

The requirement in Part 7.2.4.c compels operators to develop an understanding of the
location of any waters flowing through or near the property where the construction wiil take
place.

Part7.2.4.c | Permit Requirements

c. Locations of all waters of the U.S. within and one mile downstream of the site's
discharge point. Also identify if any are listed as impaired, or are identified as a Ter 2,
Tier 2.5, orTier 3 water,

Requiring a visual showing these waters will provide operators with information necessary
to comply with the requirements forimpaired waters (Parts 3.1), and Tier 2, 2.5, and 3-protected
waters (Part 3.2). dentifying the location of these waters on the site map will also help operators
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comply with the Erosion and Sediment Control requirements {Part 2.2), particularly those related
to buffers (Part 2.2.1), and Poliution Prevention Standards (Part 2.3).

Part 7.2.4.d requires documentation on the site map of areas of threatened or
endangered specles crifical habitat, This requirement s consistent with Part 7.2.6.4 from the 2012
CGP.

Part7.2.4.d | Permit Requirements
d. Areas of federally listed critical habitat within the site and/or at discharge locations.

The requirement in Part 7.2.4.e to map pre-construction cover on the site will assist
operators in understanding how stormwater moves onto, through, and from the property prior to
construction, and how any changes in this cover due to construction activities may affect the

flow of stormwater.

Part 7.2.4.e | Permit Requirements

e. Type and extent of pre-construction cover on the site (e.q., vegetative cover, forest,
pasture, pavement, structures).

The requirement in7.2.4.f to map the flow of stormwater on the site will provide valuable
information fo assist with planning, designing, and instaliing the appropriate stormwater control
measures necessary to meet the permit's requirements regarding erosion and sediment controls,
pollution prevention, and stabllization. Specifically it will also assist the operator with complying
with the requirements in Part 2.2.2 to “Direct stormwater to vegetated areas.”

Part 7.2.4.f | Permit Requirements

f. Drainage patterns of stormwater and authorized non-stormwater before and after
major grading activities.

The requirements in Part 7.2.4.g informs the operator and, for EPA's purposes, documents
where stormwater discharges will occur.

Port 7.2.4.g | Permit Requirements

g. Stormwater and authorized non-stormwater discharge locations. The permit requires
the site map to show information pertaining to discharge locations including:

I. Locations where stormwater and/or authorized non-stormwater will be discharged
to storm drain inlets; and

ii. Locations where stormwater and/or authorized non-stormwater will be discharged
directly to waters of the U.S.

There are multiple uses for the information required in Part 7.2.4.g, among which include:
(1) learning where sewer Inlet protections will need to be installed prior to commencing
construction disturbances; and (2] helping to plan stormwater controls that will reduce the
erosive force of the discharge. The permit notes that the requirement to show sform drain inlets
in the immediate vicinity of the site only applies to those inlets that are easily identifiable from
the site or from a publicly accessible area immediately adjacent to the site.

The requirement inPart 7.2.4.h to identify the locations of all pollutant-generating
activities on the site map will provide operators with an understanding of how the location of
their various pollutant-generating activities will correspond to the areas of disturbance at the
site, the potential impacts of where these activities are located on the discharge pollutants, and
the ideal locations for stormwater control measures to reduce or eliminate such discharges. This
information will be used to comply with the pollution prevention requirements in Part 2.3.
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Part 7.2.4.h | Permit Requirements

h. Locations of all potential polliutant-generating activities identified in Part 7.2.3.g. The
permit requires identification in the site map of all potential pollutant-generating
activities identified in Part 7.2.3.g.

The requirement in Part 7.2.4.i fo show on the site map the location of stormwater control
measures is intended to provide a spatial comelation between pollutant sources on the site, the
flow of stormw ater through and from the site, and the location of waters of the U.S.

Part 7.2.4.i | Permit Requirements

i. Locations of stormwater controls, including natural buffer areas and any shared
controls utilized to comply with this permit. The permit requires identification on the site

map of the location of stormwater control measures.

it is EPA’s judgment that by requiring such information on the site map, the operator will
be better able teo locate stormwater control measures strategically so as to comply with the
permit's requirements for erosion and sediment and pollution preventionin Parts 2.2 and 2.3. The
requirement to show on the site map where areas of exposed soll will be stabilized, or have
diready been stabilized, provides operators with a visuail aid that will help them to comply with
the temporary and final stabilization requirements in Part 2.2.14. The requirement document
natural buffer areas is included to help operatorsimplement Part 2.2.1 to "Provide and maintain
natural buffers.”

The requirement in Part 7.2.4.j to show where chemicals will be applied on the site, and
where they will be stored, is included to help operators implement Part 2.2.13 {treatment
chemicals) and Part 2.3.3 (storage, handiing and disposal of building products, materials, and
woste). This requirement encourages the operator to think strategically about where the
chemicals are applied and stored to minimize the risk of accidental release.

Part 7.2.4.] | Permit Requirements

j. Locations where polymers, flocculants, or other freatment chemicals will be used and
stored. The permit requires identification on the site map of the locations where

polymers, flocculants, or other treatment chemicals will be used and stored.

2.5: Non-Stormw r

Part 7.2.5 requires operators to create o comprehensive list of all nonstormwater
discharges expected to occur from the site. Documentation in the SWPPP of all non-stormwater
discharges from the site provides operators with information that wil help them to minimize non-
stormw ater associated pollutant discharges, and to ensure that only authorized non-stormwater
discharges occur.

Part7.2.5 | Permlt Requirements

Part 7.2.5 requires the SWPPP to identify all sources of allowable nonstormwater discharges
listed in Part 1.2.2.

Part 7.2.6: ripfion of Storm nirels

Part 7.2.6 requires operators to include in the SWPPP a description of stormwater controls
that will be implemented. Although this Part requires the SWPPF to include details on stormwater
controls that will be implemented, departing from the individual design details on the site is not
considered a permit violation.
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Part7.2.6.a | Permit Requirements

a. For each of the Part 2.2 erosion and sediment control effluent limits, Part 2.3 pollution
prevention effluent limits, and Part 2.4 construction dewatering effluent limits, the
SWPPP must include the following:

. A description of the specific control(s) to be implemented to meet the effluent
limit;

ii.  Any applicable stormwater control design specifications (including references to
any manufacturer specifications and/or eresion and sediment control
manuals/ordinances relied upon);

ii. Routine stormwater control maintenance specifications: and

iv. The projected scheduie for stormwater control installation/implementation.

The requirements in Part 7.2.6.0 have been reorganized to follow the organization of the
requirements in Part 2. The permit notes that design specifications may be found in
manufacturer specifications and/orin applicable erosion and sediment control manuais or
ordinances. Any departures from such specifications must reflect good engineering practice
and must be explained inthe SWPPP,

Part 7.2.6.b requires operators to also include the following additional information in the
SWPPP, as applicable.

I. Natural buffers and/or equivalent sediment controls (see Part 2.2.1 and Appendix G).

Part 7.2.6.b.i requires operators to document their compliance with respect to the buffer
requirements in Part 2.2.1 and Appendix G of the permit.

Part7.2.6.b.i | Permit Requirements
The operator must include the following in the SWPPP:

(a) The compliance alternative to be implemented;
(b} If complying with alternative 2, the width of natural buffer retained:

{c) If complying with altemative 2 or 3, the srosion and sediment control(s) the
operator will use to achieve an equivalent sediment reduction, and any
information the operator relied upon to demonstrate the equivalency,

(d} If complying with altemative 3, a description of why it is infeasible for the operator
to provide and maintain an undisturbed natural buffer of any size;

(e) For "linear construction sites” where it is infeasible to implement compliance
alternative 1, 2, or 3, a rationale for this determinations, and a description of any
buffer width retained and/or supplemental erosion and sediment controls installed:
and

{f} A description of any disturbances that are exempt under Part 2.2.1 that occur
within 50 feet of a water of the U.S.

Such documentation will provide inspectors with verification that the operator has
complied with the permit's buffer and/or equivalent sediment controls compliance alternatives.

il. Perimeter controls for a “linear consiruction site” (see Part 2.2.3).

Part 7.2.6.b.ii requires operators to document their compliance the linear construction
site exception for perimeter controls.
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Part 7.2.6.b.11 | Permit Requirements

For areas at linear construction sites where perimeter controls are not feasible, Part 7.2.6.b.ii
requires the operator o include documentation to support this determination and ¢
description of the other practices that will be implemented to minimize discharges of
pollutants in stormwater associated with construction activities.

The permit also notes that routine maintenance specifications for perimeter controls
documented in the SWPPP must include the Part 2.2.3.a requirement that sediment be
removed before it has accumulated to one-half of the above-ground height of any perimeter
control.

This requirement comesponds to Part 7.2.10.1.d from the 2012 CGP {stormwater control
measures to be used during construction activity) and also documents in the SWPPP the
maintenance requirement from Part 2.1.2.2.b from the 2012 CGP forremoving sediment before it
has accumulated to one-half of the above-ground height of any perimeter control.

lil. Sediment track-out controls (See Parts 2.2.4.b and 2.2.4.c).

The requirement in Part 7.2.6.b.ill ensures proper documentation regarding the controls
that will be implemented to remove sediment prior o vehicle exist and demonstrate the
operator's ability to comply with the Part 2.2.4.b and 2.2.4.c requirements.

"Part 7.2.6.b.ili | Permit Requirements

The operator must document the specific stabilization techniques and/or controls that will be
implemented to remove sediment prior to vehicle exit.

This requirement corresponds to Part 7.2.10.1.d from the 2012 CGP {stormwater control
medasures to be used during construction activity).

Iv. Sediment basins (See Part 2.2.12).

The requirement in Part 7.2.6.b.iv ensures documentation when it is infeasible to utilize
outlet structures required In Part 2.2.12 for withdrawing water from sediment basins.

Part 7.2.6.b.iv | Permit Requirements

In circumstances where it is infeasible to utilize outlet structures that withdraw water from the
surface, the operator must include documentation in the SWPPP to support this determination,
including the specific conditions or time periods when this exception will apply.

This requirement corresponds to Part 2.1.3.2 from the 2012 CGP (sediment basin design
requirements), and provides SWPPP documentation for when this requirement is infeasible.

v. Treatment chemicals (see Part 2.2.13).

The requirements in Part 7.2.6.b.v ensure proper documentation regarding the use of
chemicals at permitted sites, and a demonstration of the operator's ability fo comply with the
Part 2.2.13 requirements.

Parl 7.2.6.b.v | Permit Requirements

The operator must include the following in the SWPPP:

(a) A listing of the soil types that are expected to be exposed during construction in
areas of the project that wili drain to chemical treatment systems. Also include a
listing of soil types expected to be found in fill material to be used in these same
areas, to the extent the operator has this information prior to construction:
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(b)

(c)

(d)

(e)
{f)

{9)
(h)

(i)

A listing of all treatment chemicals to be used at the site and why the selection of
these chemicals is suited to the soil characteristics of the operator's site;

If the EPA Regional Office authorized the operator to use cationic treatment
chemicals for sediment control, include the specific controls and implementation
procedures designed to ensure that the operator's use of cationic treatment
chemicals will not lead to an exceedance of water quality standards:

The dosage of all treatment chemicals to be used at the site orthe methodology
to be used to defermine dosage;

Information from any applicable Safety Data Sheet (SDS);

Schematic drawings of any chemically-enhanced stormwater controls or chemical
treatment systems to be used for application of the treatment chemicals:

A description of how chemicals will be stored consistent with Part 2.2.13.¢c:

References to applicable state orlocal requirements affecting the use of
treatment chemicals, and copies of applicable manufacturer's specifications
regording the use of your specific treatment chemicals and/or chemical treatment
systems; and

A description of the training that personnel who handle and apply chemicals have
received prior to permit coverage, or will receive prior to use of the treatment
chemicals at the operator’s site

For Part 7.2.6.b.v above, information on soils may be obtained at

http://websoilsurvev.nres.usda.gov/app/. Thisrequirement corresponds to Part 7.2.10.2 from the

2012 CGP (stabilization practices).
vl. Stabilization measures (See Part 2.2.14},

The requirements in Part 7.2.6.b.vi provide greater specificity regarding the use of
vegetative and/or non-vegetated controls, and the use of such controls for both temperary and
final stabilization.

Part 7.2.6.b.vi | Permit Requirements

(q)
(b}
(c)

{d)

The operator must include the following in the SWPPP:

The specific vegetative and/or non-vegetative practices that will be used:;
The stabilization deadline that will be met in accordance with Part 2.2.14.a.ii;

If complying with the deadlines for sites in arid, semi-arid, or drought-stricken areas,
the beginning and ending dates of the seasonally dry period and the schedule the
operator will follow for initiating and completing vegetative stabilization; and

if complying with deadlines for sites affected by unforeseen circumstances that
delay the initiation and/or completion of vegetative stabilization, document the
circumstances and the schedule forinitiating and completing stabilization.

EPA includes such specificity so that documentation in the SWPPP corresponds to the
permit requirements for stabilizationin Part 2.2.14 of the CGP. The requirements in Part 7.2.6.b.vi
will provide the operator the opportunityto support its compliance with the stabilization
requirements in Part 2.2.14 of the CGP in the SWPPP. Such documentation will aiso provide
inspectors with verification that the operator has complied with the permit's stabilization
requirements. This requirement comesponds fo Part 7.2.10.3 from the 2012 CGP (stabilization
practices). EPA has added a requirement fo document the stabilization deadline that will be
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met in accordance with Part 2.2.14.a.i-i so that operators can support their compliance withthe
stabilization deadline requirements and inspectors can verify the operator is complying withthe
appropriate deadlines.

vii. Spill prevention and response procedures (See Part 1.3.5 and Part 2.3).

The requirements in Part 7.2.6.b.vii provide the operator an opportunity to develop a
response plan for preventing spills from occuning and, if they do occur, a plan for responding 1o
them in order to minimize the potential discharge of any pollutants from the site. The
documentation in the SWPPP of spill prevention and response procedures also will demonstrate
to inspectors the operator's compliance with the spill prevention and response procedures of
the Pollution Prevention procedures in Part 2.3 of the permit.

Part7.2.6.b.vii | Permit Requirements

The operator must include the following in its SWPPP:

{s]} Procedures for expeditiously stopping. containing, and cleaning up spills, leaks,
and other releases. 'dentify the name or position of the employee(s} responsible for
detection and response of spills or leaks; and

{b) Procedures for notification of appropriate facility personnel, emergency response
agencies, and regulatory agencies where a leak, spill, or other release containing
a hazardous substance or oilin an amount equal to orin excess of a reportable
guantity consistent with Part 2.3.6 and established under either 40 CFR 110, 40 CFR
117, or 40 CFR 302, occurs during a 24-hour pericd. Contact information must bein
locations that are readily accessible and available to all employees.

c) The operator may also reference the existence of Spill Prevention Control and
Countermeasure {SPCC) plans developed for the construction activityunder Part
311 of the CWA, or spill control programs otherwise required by an NPDES permit for
the construction activity, provided that the operator keep a copy of that other
plan onsite.

This requirement corresponds to Part 7.2.11.1 from the 2012 CGP ({spill prevention and
response procedures).

viii. Waste management procedures (See Part 2.3.3).

The requirement in Part 7.2.6.b.viii will allow operators the opportunityfo develop
procedures for waste management, and provide documentation to inspectors demonstrating
compliance with the pollution prevention requirements relating to the management of
construction wastes.

Part 7.2.6.b.vili | Permit Requirements

The operator must describe procedures it will follow for handling, stering, and disposing of all
wastes generated at its site consistent with all applicable federal, state, tribal, and local
requirements, including clearing and demolition debris, sediment removed from the site,
construction and domestic waste, hazardous or toxic waste, and sanitary waste.

This requirement corresponds to Part 7.2.11.2 from the 2012 CGP (waste management
procedures).

ix. Application of ferfilizers (See Part 2.3.5}.

The requirement in Part 7.2.6.b.1x ensures documentation in the SWPPP when the
operator applies fertilizers at a rate, in an amount, at atime or in another manner that sa
departure from the manufacturer specifications. This may be necessary in some limited
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circumstances, and Part 7.2.6.b.ix requires the operatorto document these departures from
manufacturer specifications.

Part7.2.6.b.ix | Permit Requirements

The operator must document any departures from the manufacturer specifications where
appropriate,

This requirement comesponds to Part 7.2.7.2 from the 2012 CGP {construction site
pollutants).

P .7 f ioh, Maintenan v ion

Part 7.2.7 requires SWPPP documentation of the procedures that wiill be employed to
meet the permit’s inspection, maintenance, and corrective action requirements.

Pari 7.2.7 | Permit Requirements

The SWPPP must describe the procedures that will be followed for mdintaining stormwater
control measures, conducting site inspections, and, where necessary, taking corrective
actions, in accordance with Parts 2.1.4, Part 4, and Part 5 of the permit. The following
information must also be included in the SWPPP:

a. The inspection schedule the operator will be following, which is based on whether the
site is subject to Part 4.2 or Part 4.3, and whether the site quadlifies for any of the
allowances for reduced inspection frequencies in Part 4.4,

b. If the operator will be conducting inspections in accordance with the inspection
schedule in Part 4.2.2, Part 4.3, or Part 4.4.2, the location of the rain gauge orthe
address of the weather station the operator will be using to obtain rainfall data.

C. If the operator will be reducing the inspection frequency in accordance with Part
4.4.2, the beginning and ending dates of the seasonally defined arid period forthe
areq or the valid period of drought.

d. [fthe operator will bereducing the inspection frequency in accordance with Part
4.4.3, the beginning and ending dates of frozen conditions on the site: and

e Any inspection or maintenance checklists or other forms that will be used.

The requirements in Part 7.2.7 will cilow operators the opportunity to develop and
document their procedures for inspections, maintenance activities, and corrective actions, and
allow operators to demonstrate their complionce with the permit requirements comesponding to
this documentation.

7.2.8. §t ini

Part 7.2.8 requires the SWPPP to include documentation on the training it conducted
pursuant fo Part é of the permit.

Part 7.2.8 | Permit Requirements

The SWPPP must include documentation that the required personnel were trained in
accordance with Part é.

%A U ati omplian th Ot R em

Part 7.2.9 requires operators to include in the SWPPP documentation for compliance with
the following other requirements:
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a. Threafened and Endangered Species Profection.

Part 7.2.9.a specifies what Endangered Species Act documentation must be kept with
the SWPPP.

Pari7.2.9.a | Permit Requirements

The SWPPP must include documentation required by Appendix D supporting the operator’s
eligibility with regard to the protection of threatened and endangered species and critical
habitat.

The permit requires documentation with regard to endangered species in Part 7.2%9.ato
provide the operator the opportunity to document their compliance with Appendix D of the
permit, and to provide anyone who inspects the SWPPP the opportunity to review such
compliance.

b. Hisforic Properties.
Part 7.2.9.b specifies what historic property documentation must be kept with the SWPPP,

Part7.2.9.b | Permit Requirements

The SWPPP must include documentation required by Appendix E supporting the operator's
eligibility with regard to the protection of historic properties.

The permit requires documentation with regard to historic properties in Part 7.2.9.b to
provide the operator the opportunity to document their compliance with the screening process
in Appendix E.

c. Safe Drinking Water Act Underground Injection Control (UIC) Requirements for Certain
Subsurface Stormwater Conirols.

Part 7.2.9.c specifies what UIC documentation must be kept with the SWPPP.

Part 7.2.9.c | Permit Requirements

If the operator is using any of the following stormwater controls at the site, the operator must
document any contact with the applicable state agency or EPA Regional Office responsible
for implementing the requirements in the Safe Drinking Water Act and EPA's implementing
regulations at 40 CFR Parts 144 — 147, Such controls would generally be considered Class V UIC
wells:

i, Infiltration trenches {if stormwater is directed to any bored, drilied, driven shaft ordug
hole that is deeper than its widest surface dimension, or has subsurface fiuid
distribution system);

§.  Commercially manufactured pre-cast or pre-built proprietary subsurface detention
vaults, chambers, or other devices designed to capture and infiltrate stormwater flow;
and

ii. Drywells, seepage pits, orimproved sinkholes (if stormwater is directed to any bored,
drilled. driven shaft or dug hole that is deeper than its widest surface dimension, or has
a subsurface fluid distribution system}.

The permit requires documentation with regard to underground injection wells in Part
7.2.9.c to make operators aware of and to provide operators the opportunityto document their
compliance with the Safe Drinking Water Act requirements for underground injection wells. For
state UIC program contacts, refer to the following EPA website: https://www.epa.gov/Jic
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Part7.2.10: SWPPP Cerlificalion

Part 7.2.10 establishes the certification requirements for the SWPPP.

Part 7.2.10 | Permit Requirements
The operator must sign and date the SWPPP in accordance with Appendix |, Part .11,

This requirement is consistent with standard NPDES permit conditions described in 40 CFR
122.22 and is intended to ensure that the operator understands their responsibility to create and
maintain a complete and accurate SWPPP. Operators must appoint an authorized
representative consistent with the regulations. Therefore, if a facility feels it is more appropriate
for a member of the stormwater team to sign the documentation, that optionis available under
the permit. The signature requirement includes an acknowledgment that there are significant
penalties for submitting false information.

Part 7.2.11: i-A iz i 0

Part 7.2.11 specifies the documents that must be included in the SWPPP following
autherization to discharge.

Part7.2.11 | Permif Requirements

The operator must include the following documents as part of the SWPPP once the operator is
notified of coverage under this permit:

a. A copy of the NOI submitted to EPA along with any comespondence exchanged with
EPA related to coverage under this permit;

b. A copy ofthe acknowledgment letter the operatorreceived from the NeT assigning
the NPDES ID (i.e., permit tracking number); and

C. A copy of this permit (an electronic copy easily available to the stormwater team is
also acceptable).

Part 7.2.11 will assist facility personnel and EPA {and other agency| inspectors in
determining that the construction site has been authorized for permit coverage.

Part7.3: On- Avaijlabillty of the SWPP|
Part 7.3 instructs the operator on the requirements for retaining the SWPPP onssite,

Part7.3 | Permit Requiremenis

The operator must keep a curent copy of the SWPPP at the site or at an easily accessible
location so that it can be made available at the time of an on-site inspection or upon request
by EPA; a state, tribal, orlocal agency approving stormwater management plans; the
operator of a storm sewer system receiving discharges from the site; or representatives of the
U.S. fish and Wildiife Service [USFWS) or the National Marine Fisheries Service (NMFS) (known
together as “the Services"”).

EPA may provide access to portions of the SWPPP to a member of the public upon request.
Confidential Business Information (CBl) will be withheld from the public but may not be withheld
from EPA, USFWS, or NMFS. [Note: Information covered by a claim of confidentiality willbe
disclosed by EPA only to the exient of, and by means of, the procedures set forth in 40 CFR Part
2, Subpart B. In general, submitted information protected by a business confidentiality claim
may be disclosed to other employees, officers, or authorized representatives of the United States
concermed with implem enting the CWA. The authorized representatives, including employees of
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other executive branch agencies, may review CBl during the course of reviewing draft
regulations.)

If an on-site location is unavdilable to keep the SWPPP when no personnel are present, notice of
the plan's location must be posted near the main entrance of the operator's construction site.

Part 7.3 requires operators to retain copies of their SWPPP on site, and to make the
document available o EPA or the Services immediately upon request. if a member of the
public wishes to have access to the non-CBl portions of the operator's SWPPP, they must first
contact EPA. EPA may require that a copy be sent to the agency so that it can be provided to
the requestor. The mechanism for providing EPA with a copy of the SWPPP is at the discretion of
the operator {e.g.. web-based, hard copy). though EPA strongly encourages that SWPPPs be
provided electronically.

Part 7.4: uir WPPP Modifications

Part7.4.1: _List of Conditions Reguiring SWPPP Modificatio
Part 7.4.1 sets out the conditions requiring the SWPPP to be modified.

Part 7.4.1 | Permit Requirements

The operator must modify the SWPPP, including the site map(s), within seven {7} days of any of
the following conditions:

a. Whenever new operators become active in construction activities on the site, or
changes are made to the construction plans, stormwater controls, or other activities at
the site that are no longer accurately reflected in the SWPPP. This includes changes
made in response to corrective actions triggered under Part 5. The operaior is not
required to modify the SWPPP if the estimated dates inPart 7.2.3.f change during the
course of construction;

b. To refiect areas on the site map where operational contro! has been transferred {and
the date of transfer) since initiating permit coverage;

c. Ifinspections or investigations by EPA or its authorized representatives determine that
SWPPP modifications are necessary for compliance with this permit;

d. Where EPA determines it is necessary to install and/or implement additional controls at
the operator's site in order to meet the requirements of this permit, the following must
be included in the SWPPP:

i A copy of any correspondence describing such measures and requirements;
and

ii A description of the controls that will be used to meet such requirements.

®

To reflect any revisions 1o applicable federal, state, tribal, or local requirements that
affect the stormwater controlsimpiemented at the site; and

f. If applicable, if @ change in chemical treatment systems or chemically-enhanced
stormwater controls is made, including use of a different treatment chemical, different
dosage, or different area of application.

The requirement in Part 7.4.1 to maintain a modified SWPPP under any of the conditions
listed above provides assurance that the SWPPP will be updated to accurately reflect the
conditions on the construction site. It is important that the SWPPP be accurate in terms of
changes to construction plans, stormwater controls, changes in operational control, and other
important changes on the site, so that the facility personnel have access to a SWPPP that is
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current, and so that inspectors are provided with accurate site information for compliance
purposes.

To improve clarity, EPA moved the deadline requirement of SWPPP revisions within 7 days
from Part 7.4.2 of the 2012 CGP and to Part 7.4.1. The requirement that any SWPPP revisions be
completed within 7 days will ensure that any necessary revisions made to the SWPPP are
incorporated in a timely manner so that the SWPPP is kept up to date.

art 7.4.2: PP M ation R
Part 7.4.2 requires the operator to maintain a record of all SWPPP modifications.

Part7.4.2 | Permit Requirements

The operator must maintain records showing the dates of all SWPPP modifications. The records
must include the name of the person authorizing each change (see Part 7.2.10} and a brief
summary of all changes.

The requirement te maintain arecord of all SWPPP modifications is to ensure that a
record of all of the changes to the SWPPP is kept. Keeping a record of such changes will help
facility personnel to stay current with the changes that have been made to the SWPPP, and will
dllow inspectors to determine if appropriate modifications were made to the SWPPFP under the

required circumstances.

art 7.4.3: tific R emen
Part 7.4.3 establishes the certification requirement for SWPPP modifications, as follows:

Part7.4.3 | Permit Requirements

All modifications made to the SWPPP consistent with Part 7.4 must be authorized by a person
identified in Appendix |, Part 1.11.b.

The requirement that the SWPPP and all modifications be authorized by a person
identified in Appendix |, Part I.11.b is consistent with standard NPDES permit conditions described
in 40 CFR 122.22 and Isintended to ensure that the operator certifies any SWPPP modifications.
As described in the fact sheet for Part 7.2.10, operators are allowed to appoint an guthorized
representative consistent with the regulations. Therefore, if an operator feels it is more
appropriate for a member of the stormwater team to sign the documentation, that option is
available under the permit. The signature requirement includes an acknowledgment that there
are significant penalties for submitting false information.

art7.44: R Notice er ator
Part 7.4.4 specifies the notice requirement for other operators when the SWPPP is
modified.
Part7.4.4 | Permif Requirements

Part 7.4.4 requires operators, upon determining that o modification of the SWPPP is required, if
there are multiple operators covered under the permit, to immediately notify any operators
who may be impacted by the change to the SWPPP.

The requirement in Part 7.4.4 ensures that any other operators covered under the permit
are kept up to date on the SWPPP so that they can comply with the modifications to the
pollution prevention plan.
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rt 8: How lo Terminale Coverd

Part 8 details the requirements that must be met before an operator of a construction
project may be authorized fo terminate coverage under the permit. Part 8 reminds the operator
that until permit coverage is terminated, the operator must comply with ail conditions and
effluent limitations in the permit. Permit coverage is not terminated until EPA has received a
complete and accurate NOT, certifying that the requirements for termination in Part 8 are met,

ri 8.1: Mini Information vired jn NOT

Part 8.1 lists the minimum information that must be provided in the NOT. The minimum
informationincludes the following:

Part8.1 (8.1.1 -8.1.5) | Permit Requirements

8.1.1 NPDES ID {i.e., permit tracking number] provided by EPA when the operator received
coverage under this permit;

8.1.2 Basis for submission of the NOT (see Part 8.2);

8.1.3 Operator contact information;

8.1.4 Name ofsite and address {or a description of location if no street address is
available); and

8.1.5 NOT certification.

The requirements in Part 8.1 inform operators of the information that must be Included in
their NOT. The required information facilitates prompt processing of NOTs and provides
assurance that operators have a valid basis for terminating.

EPA notes that the NPDES permit tracking number is not the same number that was
reported onthe NOI form. The NOI contains the “"NPDES permit number” as identified in the CGP
(e.g., NHR100000} whilethe "NPDES permit fracking num ber" is that numler provided by EPA's
NPDES eReporting Tooi (NeT) acknowledging receipt of a complete NOI. The permit tracking
numbers are assigned sequentially as NOIs are received by the NeT {e.g., NHR 1000001,

NHR 1000002, NHR1000003, etc.).

Par . C itions for Ter tin mit C a

Part 8.2 describes the triggering conditions for terminating permit coverage. These
condifions are as follows:

Part 8.2 (8.2.1 -8.2.3) | Permit Requirements

8.2.1 The operator has completed all construction activities at the site and, if applicable,
construction support activity areas covered by this permit (see Part 1.2.1.c), and the
operator has met the following requirements:

a. For any areas that (1) were disturbed during construction, (2} are not covered
over by permanent structures, and (3) over which the operator had control
during the construction activities, the operator has met the requirements for
final vegetative or non-vegetative stabilizationin Part 2.2.14.b;

b. The operator has removed and properly disposed of all construction materials,
waste and waste handling devices, and has removed all equipment and
vehicles that were used during construction, unless intended for long-term use
following termination of permit coverage;
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c. The operator has removed all stormwater controls that were installed and
maintained during construction, except those that are intended for iong-term
use following termination of permit coverage or those that are
biodegradabie; and

d. The operator has removed all potential pollutants and pollutant-generating
activities associated with construction, unless needed for long-term use
following termination of permit coverage; or

8.2.2 The operator has transferred control of all areas of the site for which the operator is
responsible under this permit to another operator, and that operator has submitted an
NOI and obtained coverage under this permit; or

82.3 Coverage under an individual or an alternative general NPDES permit has been
cbtained.

The requirements in Part 8.2 provide operators a list of all of the conditions for terminating
permit coverage. These conditions must be satisfied before an NOT can be filed and permit
coverage terminated. EPA notes that the conditions for terminating permit coverage in Part 8.2
are the same as in Part 8.2 of the 2012 CGP.

Part 8.3: How t mit Your NOT

Part 8.3 describes the process for submitting an NOT. This section also provides
information about EPA's NPDES eReporting Tool, or “NeT.”

Part 8.3 | Permit Requirements

The electronic NOT form the operator must complete is found at
hitps://www,.epa.gov/npdes/stormwater-discharges-construction-activities#ereporting. The
operator will use their NPDES permit tracking number (i.e., the EPA number assigned upon
authorization under the permit) to prepare the fillable NOT form, which ensures that EPA
properly records your termination of coverage. An operator may request a waiver from
electronic reporting if they meet one of the requirements specified in Port 1.4.1. If the EPA
Regicnal Office grants approval to use a paper NOT for an operator requesting a waiver from
electronic reporting, they must complete the form in Appendix K.

In Part 8.3, EPA requires that operators file an electronic NOT to notify EPA that it has met
the conditions for terminating permit coverage under Part 8.2, EPA has made use of an
electronic reporting system for the past four CGPs. Due to the expansion in internet availability,
greater efficiency in administrative processing, and reductions in cost 1o manage the system as
compared to paper NOTs, it isrequired that the NeT system be the primary mechanism by which
operators of construction projects obtain permit coverage and submit an NOT. i the operator
requests a waiver from electronic reporting as specified in Part 1.4.1 and the EPA Regional Office
grants approval to use of a paper NOT in Appendix K, then operators may submit a paper NOT
to the Regional Office.

D i bmitting N

Part 8.4 provides the operator with a deadline for when the NOT must be submitted
following the occurrence of any of the triggering conditionsin 8.2. The deadline is as follows:

Part8.4 | Permit Requirements

Part 8.4 requires that the NOT be submitted within 30 calendar days after any one of the
triggering conditions listed in Part 8.2 occur.
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The purpose of requiring o deadline for filing an NOT is to ensure that operators do not
remain covered under the CGP for a long peried of time after reaching the conditions for permit
termination.

Part 8.5: Effective Date of Termination ol Coverage

Part 8.5 specifies to operators when their permit termination will become effective and
therefore when they will no longer responsible for complying with the permit.

Part8.5 | Permit Requirements

The operator's authorization to discharge under this permit will terminate at midnight of the
day that a complete NOT is submitted to EPA.

If EPA determines that the NOT is incomplete or the operator has not satisfied one or
more of the conditions in Part 8.2 for being able to submit a NOT, then the NOT will not be valid,
and the operator must continue to comply with the conditions of the permit.

Part 9: Permit Conditions Applicable to Specific States. Indian Country Lands, or Territeries

Section 401 of the CWA (See also 40 CFR §122.44(d)(3) and §124.53{a)} provides that no
Federal license or permit, including NPDES permits, to conduct any activitythat may result in any
discharge into navigable waters shall be granted until the State/Tribe in which the discharge
originates certifies that the discharge will comply with the applicable provisions of sections 301,
302, 303, 306, and 307 of the CWA. The states, Indian Couniry lands, and U.S, territories will
document the completion of their Section 401 certifications for this permit in this section.

Vill. Appendices
Appendix A: Definitions and Acronyms

Appendix A of the permit includes definitions of terms and a list of acronyms used
throughout the permit. Appendix A provides a reference tool for terms and acronyms used
throughout the permit.

The following terms are defined In the 2017 CGP:
1. “Action Areq"”
*Agricultural Land”
“antidegradation Policy” or “Antidegradation Requirements™
“Arid Areas”
“Bank”
“Bluff"
“Bomrow Areas”

"Business Day”

R I o

"BVDGSS"

o

. "Cationic Tregtment Chemical”

p—
pa—

. "Commencement of Construction Activities”

h

. "Common Plan of Development or Saie”

w

. “Construction Activities"
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15.
16.
17.
18.
19.
20.
21.
22.
23.
24,
25.
26,
27.
. "Drainageway"
29.
30.
31.
32
. “Effluent Limitations"
34,
35.
36.
37.
38.
39.
. “Bxit Points"
41.
. "Federal Operator”

&5

&5 R

. "Construction and Development Effluent Limitations and New Source

Performance Standards”
“Construction Site” or “Site"
“Construction Support Activity"
“Construction Waste"
*Conveyance Channel”
"Critical Habitat"

“CWA"

"Dewatering”

“Discharge™

“Discharge of a Pollutant”
"Discharge Point"
“Discharge-Related Activity”
“Discharge to an Impaired Water”
“Domestic Waste”

"Drought-Stricken Areg”

“Earth-Disturbing Activity”

“Earth-Disturbing Activities Conducted Prior to Active Mining Activities”
"Effective Operating Condition”

“Effluent Limitations Guideline” (ELG)
“Eligible"

“Emergency-Related Project”
"Endangered Species”

"Excursion”

“Existing Site”

“Exposed Soils"

. "Final Stabilization”

. "General Contractor”

. "Hazardous Substances™ or "Hazardous or Toxic Waste"
48,
47.
. “Impervious Surface"

“Historic Property”
“Impaired Water"
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49.
50.
51.
52.
53.
54,
5.
56.
57.
. “"Mining Activity”
59.
60.
61.
62,
63.
64.
65.
66.
67.
68.
69.
70.
71.
72.
73.
74.
75.
76.
77.
78.
7%.

81.
82,

83

“Indian Country” or “Indian Country Lands”
“Infeasible”

“Install” or “Installation”

“Intermittent {or Seasonal) Stream”

“Jar test”

“Landward"”

“Large Construction Activity”

“Linear Construction Site"”

“Minimize"

“Mining Operations”

“Municipal Separate Storm Sewer System™ or "Ms4"
“National Pollutant Discharge Elimination System™ (NPDES)
“Native Topsoil”

"Natural Buffer”

“Natural Vegetation”

“New Operator of a Permitted Site”

"New Site"

“New Source"

“New Source Performance Standards” (NSPS)
“Non-Stormw ater Discharges”

“Non-Turbid”

“Notice of Intent” {NOJ)

"“Notice of Termination” {NOT)

“NPDES eReporting Tool" (NeT)

“Operational”

“"Operator”

“Ordinary High Water Mark” “Permitting Authoerity”
“Point({s) of Discharge"

"Point Source”

“Pollutant”

“Pollution Prevention Controls”

"Polymers"

“Prohibited Discharges”

“Provisionally Covered Under this Permit”
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&

87.
88.
89.
90.
21.
92.
23.
94,
95.
96,
97.
98.
99.

100.
101,
102,
103.
104.
105.
106.
107.
108.
109.
110.
111,

112,
113.

114,

115.
116.
117.
118.

. “Qualified Person”
. “Receiving Water"
. "Run-On"

“Seml-Arid Areqs”

“Shared Control"

“Small Construction Activity"
“Small Residential Lot™
"Snowmelt”

“Spil"

"Stabilization”

"Steep Slopes”

“"Storm Sewer Systermn™
“Stormwater”

“Stormwater Control”

"Stormwater Discharge Associated with Construction Activity"

"Stormwater Inlet"”
"Stormwater Team™
“Storm Event”
“Storm Sewer”
“Subcontractor"
“SWPPP"
“Temporary Stabilization”
“Thawing Conditions"
“Threatened Species”
“Tier 2 Waters”
“Tier 2.5 Waters"
“Tier 3 Waters"
“Total Maximum Daily Load"” or "TMDL"
“Toxic Waste"
*Treatment Chemicals”
“Turbidity"
“Uncontaminated Discharge”
“Upland"
"Upset”

"Water-Dependent Structures”
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119. “Water Quality Standards”
120. “Waters of the United States™
121. “Wetland”
122. “Work Day”
The following acronyms were added to the list that appears inthe 2012 CGP:

1.

W e N et R WM

M—l_l_l-..-l_l_l_|—l_l-—l
O 0 M N O kR W NN = O

ACHP - Advisory Council on Historic Preservation

BMP — Best Management Practice

CBI — Confidential Business Information

CIMA - Coastal Zone Management Act

ECHO - EPA Enforcement and Compliance History Online
ELG — Effluent Limitations Guideline

FR - Federal Register

NEPA — National Environmental Policy Act

NeT — NPDES eReporting Tool

. NHPA — National Historic Preservation Act

. NSPS — New Source Performance Standards

. ONRW - Qutstanding National Resource Water
. PAM - Polyacramide

. RUSLE - Revised Universal Soil Loss Equation

. SDS - Safety Data Sheet

. SHPO - State Historic Preservation Office

. THPO - Tribal Historic Preservation Office

. T3S —Total Suspended Solids

. UIC — Underground Injection Control

. USDA — United States Department of Agriculture
21.

USFWS — United States Fish and Wildlife Service

EPA notes that it has changed the terms “new project,” “existing project.” and “new
operator of a new or existing project” in the 2012 CGP to “new site,” “existing site,” and “new
operator of a permitted site” in the 2017 CGP. The meaning of these terms has not changed.
EPA previously used both “project” and "site” in the 2012 CGP and for consistency and clarity Is
nhow using “site” in the permit.

The terms "catchment,” “chemical treatment system," “commencement of pollutant-
generating aciivities,” "corrective action,” "eNOL," “lgvel spreader,” “native vegetation,”
“outfall,” “poliutant-generating activities,” and “surface water" were removed from Appendix A
for the 2017 CGP because these terms were either not used in the permit, were aiready covered
under another definition, or were already well defined in the permit. EPA added definitions for
"sarth-disturbing activities conducted prior to active mining activities,” “mining activity," “mining
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operations”, and “shared control.” EPA also notes that it has added several acronyms to ensure
that every acronym that appears in the permit also appears in Appendix A.

dix B: - Area o-: DY age and EPA Reaia

Appendix B specifies in what areas of the country the permit would apply and EPA
Regional Office addresses, and includes specific corresponding permit numbers. EPA added
additional permit numbers for all areas of Indian country that are not already covered by an
EPA-approved permitting program.

dixC; Sm n. ion Waivers In i

Appendix C provides information to construction operators on the availability of pemnit
waivers for rainfall erosivity {App. C, Sec. A}, TMDLs {App. C,Sec. B}, and equivalent analysis
{App. C,Sec. C).

Appendix D: Eligibllity Procedures Relating o Threatened and Endangered Specjes Protection

Appendix D specifies the eligibility criteria related to the protection of endangered and
threatened species and critical habitat. Each operator must certify that they have met one of
the & eligibility criteria,

Operators who cannot certify to one of the endangered species eligibility criteria are not
eligible to submit an NOI to gain coverage under the CGP; instead they must apply to EPA for
an individual NPDES permit. As appropriate, EPA will conduct ESA section 7 consultations when
issuing individual permits. If there are concemns that CGP coverage for a particutar facility may
result in adverse effects to listed species or critical habitat, EPA may hold up discharge
authorization until such concerns are adequately addressed. Regardless of an operator’s
eligibility certification under one of the six criteria, EPA may require an application for an
individual permit on the basis of adverse effects to species or habitat.

Consistent with Section 7{a}{2) of the Endangered Species Act (ESA}, EPA consulted with
the U.S. Fish and Wildiife Service (FWS} and the National Marine Fisheries Service {NMFS), both
collectively known as the “Services,” regarding the 2017 CGP and ESA eligibility criteria. See, 50
CFR Part 402. Appendix D provides the eligibility language for determining which criterion
operators may meet to ensure eligibility under the ESA-related provisions of the permit. As a
result of consultation with FWS and NMFS, EPA made clarifying edits to the ESA eligibility criteria.
The changes to the wording of the criteria do not change the content of the criteria or ask for
new information but are intended to improve operators’ understanding of the meaning of each
criteria and also provide guidance on the appropriate documentation that would support the
basis statement for each criteria.

The FWS and NMFS are responsible for developing and maintaining the list of protected
species and critical habitat. Once listed as endangered or threatened, a species Is afforded the
full range of protections available under the ESA, including prohibitions on kiling, harming or
otherwise taking a species. In certain instances, the FWS or NMFES may establish a critical habitat
for a threatened or endangered species as a means to further protect those species. Critical
habitat is an area determined to be essential for the conservation of a species and need not be
inan area currently occupied by the species. Some, but not all, listed species have designated
critical habitat. Exact locations of such designated critical habitat are provided in the Services
regulations at 50 CFR Parts 17 and 224.

Operators have an independent ESA obligation to ensure that any of their activities do not
result in prohibited “take" oflisted species. Section 9 of the ESA prohibits any person from
“taking” a listed species, e.g.. harassing or harming it, with limited exceptions. See ESA Sec 9; 14
U.S.C. §1538. This prohibition generally applies to "any person,” including private individuals,
businesses and government entities. Many of the requirements and procedures in the CGP to
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protect species may also assist operators in ensuring that their construction activities do nof result
in a prohibited take of species in viclation of section ¢ of the ESA. Operators who intend to
undertake construction activities in areas that harbor endangered and threatened species may
seek protection from potentlial “take” liability under ESA section 9 either by obtaining an ESA
section 10 permit or by requesting coverage under an individual permit and participating in the
section 7 consultation process with the appropriate FWS or NMFS office. Operators unsure of
what is needed for such liability protection should confer with the appropriate Services.

Note that operators are required to comply with other applicable federal laws, including
the Migratory Bird Treaty Act and Bald and Goelden Eagle Protection Act.

A ix E: Historic Propert reenin as

Section 106 of the National Historic Preservation Act {NHPA) requires Federal agencies to
take into account the effects of Federal “undertakings” on historic properties that are listed on,
or eligible for listing on, the National Register of Historic Places. The term Federal “undertaking” is
defined in the NHPA regulations to include a project, activity, or program under the direct or
indirect jurisdiction of a Federal agency including those requiring a Federal permit, license or
approval. See 36 CFR 800.16(y). Historic properties are defined in the NHPA regulations to include
prehistoric or historic districts, sites, buildings, structures, or objects that are included in, or are
eligible forinclusion in, the National Register of Historic Places. See 36 CFR 800.14(1}.

EPA's issuance of the permit is a Federal undertaking within the meaning of the NHPA. To
address any issues relating to historic properties in connection withissuance of the final permit,
EPA has included ascreening process in Appendix Efor all prospective dischargers to follow to
ensure that potential impacts of their covered activities on historic properties have been
appropriately considered and addressed. Although individual applications for coverage under
the general permit do not constitute separate Federal undertakings, the screening process and
related NOI guestions provide an appropriate sitespecific means of addressing historic property
issues in connection with EPA'sissuance of the final permit.

Under the NHPA regulations, a determination that a Federal undertaking has no potentid
to cause effects on historic properties fulfills an agency's obligations under section 106 of the
NHPA. See 36 CFR 800.3(a}{1}. EPA has reason to believe that the vast majority of activities that
will be authorized under the CGP will have no potential o cause effects on historic properties.
EPA does not anticipate effects on historic properties from the pollutantsin stormwater and
allowable non=stormwater discharges from construction activities that will be covered under the
permit. Thus, to the extent EPA's issuance of the general permit will authorize discharges of such
constituents, confined to existing stormwater channels or natural drainage areas, the final
permitting action does not have the potential to cause effects on historic properties.
Additionally, where the site will not be installing stormwater controls that cause subsurface earth
disturbance (see Step 1 of Appendix E for examples of these controls), EPA similarly finds that the
issuance of the permit does not have the potential to cause effects on historic properties.

It is EPA's judgment that the permit may have some potential to cause effects on historic
properties where the permit authorizes or requires the construction and/orinstallation of
stormwater controls that involve subsurface disturbance. Where the operator has to disturb the
land through the construction and/or installation of such controls, there is a possibility that
arfifacts, records, or remains associated with historic properties could be impacted. Therefore, if
the operator is installing new stormwater controls to manage its stormwater that willinvolve
subsurface ground disturbance, the operator must consider the potential for effects to historic
properties and may need to contact the applicable State Historic Preservation Officer (SHPQ),
Tribal Historic Preservation Office (THPO), or other tribal representative, to determine the
likelihood that these controls will impact historic properties. Refer to Appendix E, Steps 2
through 5.
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AppendixF: ListofTier 3, Tier 2, and Tier 2.5 Walers

Appendix F provides alist of Tier 3, Tier 2, and Tier 2.5 waters to assist construction
operators in determining eligibility for coverage under Parts 1.1, and in complying with any
applicable antidegradation requirements in Part 3.2.

ixG: Bu
Appendix G includes requirements and additional guidance for operators on how to

establish the 50foot buffer or satisfy one of the two other compliance clternatives described in
Part 2.2.1.a, as well as how to quadlify for and comply with the exceptions inPart 2.2.1.b.

Appendix G provides information to assist operators in complying with Part 2.2.1. This
appendix was developed for the permit to help implement the C&D rule requirement at 40 CFR
450.21(a)(é} to "provide and maintain natural buffers around waters of the United States ...
unless infeasible.” In an effort to streamline the permit, much of the language on the buffer
requirements from Part 2.1.2.1 of the 2012 CGP was moved to Appendix G for the 2017 permit.

n : 2- -Ho

Appendix H provides a guide to operators to determine the volume of precipitation
associated with their local 2-year, 24-hour storm event for operators who elect to provide
storage for the calculated volume of runoff from @ 2year, 24-hour storm,

dix|: Standard Permit diti

Appendix |includes the standard NPDES permit conditions consistent with 40 CFR 122.41.
No significant changes were made to the standard permit conditions.

As required by the 2015 amendments to the Federal Civil Monetary Penalties Inflafion
Adjustment Act (“2015 Act”), EPA issued the latest Penalty Inflation Rule on July 1, 2016 to adjust
penalties for inflation that has accrued since the date the original penalty amount was enacted
by Congress. Beginning January 15, 2017 and annually thereafter, the 2015 Act requires federal
agencies to issue a new penalty inflation rule to reflect the amount of inflation that has occurred
over the preceding year. Due to the annual changes that wiill be made to the statutory
maximum penalties, EPA removed references to civil and administrative monetary penalties in
Part 1.1.2.2 and 1.1.2.3 of Appendix |.

Appendix | contains a requirement that any person signing documents in accordance
with Subsections 1.11.1 orl.11.2 in accordance with the permit must include the certification
statement availablein Part 1.11.4. This certification statement includes an additional sentence
that, prior to the Vessel General Permit issued in December 2008, had not been included in
previous EPA issued NPDES general permits. The sentence reads: “lhave no personal knowledge
that the information submitted is other than true, accurate, and complete.” EPA believes this
additional certification language is necessitated by the decision in U.S, v. Robison, 505 F.3d 1208
(11th Cir. 2007). In Robison, the Court of Appeals struck down the defendant's conviction fora
false siatement on the grounds that the certification language did not require him to have
personal knowledge regarding the truth or falsity of the information submitted to EPA. Rather, the
court reasoned that EPA's certification required the defendant to certify, in part, that he made
an inquiry of the persons who prepared and submitted the information and based on that
inquiry, the information was accurate to the best of his knowledge. The court further reasoned
that there is no requirement in the certification that the person attest to his personal knowledge
regarding the information submitied. The government had argued at trial thot the defendant
had personal knowledge that the facility had committed violations. As a result, EPA feels it is
necessary to include language which clarifies that the signatory is certifying that he or she has
no personal knowledge that the information submitted is other than true, accurate, and
complete.
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A dix J; NOI Form and Instructions

Part 1.4.1 requires operators to use EPA’s NPDES eReporting Tool (NeT) to prepare and
submit NOls. However, where an operator requests and recelives approval from his/her EPA
Regional Office, the operator will be authorized use the paper NOI form included in Appendix J.

The following modifications have been made in the NOI form:
e Clarified the waiver options for using a paper NOI;

« Removed the IRS Employer Identification Number (EIN}. This is not a number EFA uses for
any purpose;

« Latitude/Longitude information has to be reported in decimal degrees Instead of one of
three possible formats. This is consistent with the NPDES Electronic Reporting Ruie. See 80
FR 64063.

s Added a question on type of construction site;

« Added a question on whether there will be demolition of any structure built or
renovated before January 1, 1980;

« Added aquestion on whether the pre-development land use used for agriculture.
Appendix A of the permit provides a definition of “agriculture land™;

s Added a question requiring operators to confirm that they understand that the CGP
only authorizes the allowable stormwater discharges in Part | .2.1 and the allowable
non-stormwater discharges listed in Part 1.2.2, and that any discharges not expressly
authorized in the permit cannot become authorized or shielded from liability under
CWA section 402{k) by disclosure to EPA, state, or local authorities after issuance of the
permit via any means, including the NOl to be covered by the permit, the SWPPP,
during an inspection, etc. If any discharges requiring NPDES permit coverage other than
the allowable stormwater and non-stormwater discharges listed in Parts 1.2.1 and 1.2.2
will be discharged, they must be covered under another NPDES permit. This is consistent
with EPA’s long-standing interpretation of the scope of this permit.

« Provided clarifying edits to the Endangered Species Protection criterion toimprove
operators’ understanding of what each criteria means and what species need to be
considered {both USFWS and NMFS species), and also to provide suggested examples
of supporting documentation for the basis statements for each criteria.

In the draft CGP, EPA proposed adding a question on the latitude and longitude for all
stormwater points of discharge of the site. The CGP aiready requires discharge point locations to
be documented in the SWPPP site map (Part 7.2.4.g.i of this permit). EPA proposed requiring
latitude and longitude information to bereported in the NOI to facilitate the identification of
receiving waterbodies and thelr iImpairment status. The new electronic reporting system, the
NPDES eReporting Tool (NeT), would use the reported latitude and longitude information for
each point of discharge to automatically determine the receiving waters that the site
discharges to and the receiving waters' impairment status, which would reduce the burden of
operators having to separately lock up and manually enter thisinformation. Users could also
manually input this information if they choose. Information on receiving water impairment status
is readily accessible from the state or tribal integrated report/CWA section 303(d) lists of waters.

For the final 2017 CGP, EPA omitted the propeosed question on the latitude and longitude
for all stormwater points of discharge at the site. it is EPA's intent to include the question ina
future Information Collection Request (ICR) and after it is approved, include it in the 2017 CGP
NOI form.
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dix K- NOT For nd Insfruction

Part 8.3 requires the operator to use EPA's NPDES eReporting Tool {NeT) to prepare and
submit the NOT when any of the conditions in 8.2 have been met. However, where the EPA
Regional Office specifically authorizes the operator to use a paper NOT form, that operator must
complete and submit the paper form included in Appendix K.

Appendix K also provides potential operators with an idea of what types of questions to
anticipate when completing the NOT. The NOT form includes modified reasons for termination.
These modifications were considered necessary to reflect the changes made to the conditions
for terminating permit coverage in Part 8.2.

endixLl: $ e for R ical Tr.

Part 1.1.9 requires operators to notify the applicable EPA Regional Office in
advance of submitting an NOI If the operator plans to add “cationic treatment
chemicals" (as defined in Appendix A) to stormwater and/or authorized non-stormwater
prior to discharge. The EPA Regionai Office will authorize coverage under the permit after
the operator has included appropriate controls and implementation procedures designed
to ensure that its use of cationic treatment chemicals will not lead to an exceedance of
water quality standards.

Appendix L provides a suggested format for notifying the operator's applicable EPA
Regional Office about itsintended use of cationic treatment chemicals. The addition of
Appendix L to the permitis to help operators in providing the required information to their
Regional Office in order to become eligible for permit coverage under Part 1.1.5.
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Clifford Batten
“

‘rom: donotreply@epa.gov

Sent: Thursday, January 25, 2018 1:01 PM

To: Clifford Batten

Cc: bromley.eugene@epa.gov; kozelka.peter@epa.gov

Subject: EPA Construction Generai Permit (CGP) Authorization is Active — Eastern Reservation
Development, NPDES ID: CAR10I00J

Attachments: CAR10I00JCopyOfRecord.pdf

2018-01-25

Your Notice of Intent (NOI) requesting coverage for Eastern Reservation Development, 101 Purewater LN
under EPA’s Construction General Permit (CGP) has been accepted and authorization to discharge under the
CGP became effective on 2018-01-25.

For tracking purposes, the following NPDES ID has been assigned to your NOI: CAR10I00J. To access your
NOI in NeT, please visit: https://cdxnodengn. epa.gov/oeca-cgp-web.

As you know, the CGP requires you to have developed a Stormwater Pollution Prevention Plan (SWPPP) prior
to submitting your NOI The CGP also includes specific requirements for erosion and sediment controls,
pollution prevention controls, conducting self-inspections, taking corrective actions, and conducting staff
training, You must comply with any state, tribal, or territory-specific requirements in Part 9 (see

https://www.epa.gov/npdes/ stormwater-discharges-construction-activities#cgp).

Please note that this email does not represent a determination by EPA regarding the validity of the information
you provided in your NOL Your eligibility for coverage under this permit is based on the validity of the
certification you provided. Your electronic signature on the NOI form certifies that you have read, understood,
and are implementing all of the applicable requirements. An important aspect of this certification requires that
you have correctly determined whether you are eligible for coverage under this permit.

The 2017 CGP and additional information are available at; https://www.epa.gov/npdes/stormwater-discharges-
construction-activitiesf#cgp.

If you have questions about this email or about NeT CGP, please refer to the NeT Help Center at
https://epanet.zendesk .com/hc/en-us or e-mail NPDESereporting@epa.gov for assistance. If you have questions
regarding the permit requirements of EPA's CGP, please contact EPA at bromley.ecugene @epa.gov,

kozelka.peter @epa.gov.

This is an automated notification; please do not reply to this email.
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Py
FORM wm WASHINGTON, DC 20460
35100 NOTICE OF INTENT [NOI) FOR THE 2017 NPDES CONSTRUCTION PERMIT

Submission of this Nolics of Intent (NOI) constitutes notice that the cperster idetified in Section 111 of this form authoriztion o
identified in Seclion Il of this fomn. Submission of this NOI siso constitutes notice that the: cpesaitor identified in Seclion Il o this fornmeats the
IV of this fam. Panﬂmvetagslsreqjedphlowmmmdmmgcﬂvity Lt you are elighle to terminate coverage as dotaled
and accurate NO! fom. Discta'r,esaendmﬁyuNﬂbmuwaaﬁywmmwmfumm“m

Permt Information

NPDES ID: CAR10I00)
State where your construction site Is located: CA

Is your construction sits located on Indlan Country Lands? EYES DONO

Indian Country Lands: SAN MANUAL RESERVATION

UNITED STATES ENVIRONMENTA. PROTECTION AGENCY

FORM
Approved OMB No.
2040-0004

pursuart to the NPDES Construction Generdl Permit (CGP) permit. number

efgihility requirements of Part 1,1 CGP for the project identified in Section

in Part 8 of the QGP. To abtain authorzation, youmust submit a comgete

Refer to the instractions at the end of this fom

Are you requesting coverage under this NOI as a JFederal Oporator” as dofi In Appendix A fhttps:/iwww.epa.g p Hiiles/207-02/d 2017_cgp_final_appendix_a -
_dafinitions_S08.pdi)?
OYES ENO
Have gtormwater discharges from your slte bean d previously under an NPDES permit? OYES MNO
Wil you use polymers, flocculants, or other treatment chemicals ot your construction slte? DYES NO
Has a Starmueter Poliution Prevention Plan (SWPPF) bean propared In advance of filling this NOI, a3 required? BYES ONO

#re you sble fo demonstrate tht you mest one of the criteria listed In Appandix D (hitpe:iy

_sndangered_specics_reqe_508.pdf) with top flon of thr or p
BYES ONO

Have you tha ing process in Appendix E (htip pa.g ip

protaction of historic propertles?

BYES ONO

pagovisites/production/files’217-02/documants/2017._cgp _ftnal_appandix_d_-
jes Isted under the Endangered Specles Act (ES4 and federally designated critical habltat?

ffiles/2017-02/documents/2017_cgp_final_sppandix_s_-_historic, . properties_rogs_S06.pcif) relating to the

Indicating “Yos™ below, | confirm that | understand that CGP only authorized the allowable stormwater discharges In Part 1.2.1 and the allowable non-stormwater discharges listed In Part 1.2.2. Any

discharges not axprasaly autharized In this permit cannot b or
permit via any means, Including the Notice of Intent {NOI} to be covered by the permit,
permit coverage other than tha all and non-sb

BYES ONOC

Cpersior Informahon

Operafor Information
Operator Name: San Manue! Band of Mssion Indians

Mailing Address:
Street/Location: 107 Furengler LN

City: Highland
Counly or Simliar Government Subdivislon; SAN BERNARDINO

State: CA

Operator Point of Contact Information
Firet Narma, Middia Inftial, LaviName; Cliffad W Batten

Title: Enwlronmental Menager
Phone: 800-425-3580
Email; chatten@sanmenuetnsn. gov

Project{Site Information

Project/Site Name: Exstemn Reperv ation Development
Profect/Site Address

Street/Locafion: 101 Pueagler LN

Clty: Highland
County or Similar Governmant Subdivislon; SAN BERNARDING

Ided from Hability under CWA section 402{k) by disclosure to EPA, state or local authorities after issumnce of this
the Stermwater Pollution Provention Plan {SWPPP), during an Inspection, sic. If any discharges requiring NPDES
discharges listed In Parts 1.2.1 and 1.2.2 will be discharged, fhay must be coversd undar another NPDES permit.

Zip Code: 9246

Zlp Cade: 2346
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Latitude/tongitude: 34, 1479°N, 117.2114°E

LafitudelLongftude Data Source: Google Earth Horlzontal Reference Datunt NAD 27
Project Start Date: (11/25/2018 Project End Date: 01/31/2019 Estimated Area o be Disfurbed: 1785
Types of Construction Sites:

o SingleFamily Residentlal

« Highway or Road

Uty

Will thers be demolition of any structure bullt or renavated before January 1, 19607 OYES 2NO
Was the pre-development land use used for agricultura? OYES ENO

Have earth-disturbing activides on your project OYES & NO

Is your project localed on a property of religious or cultural significance to an (ndian tribe? SYES ONO

Indicate which tribe this land Is of religicus or cultural significance to. San Manuel Band of Masion Indians, Califomia

Drscharge Infarmation

Does your project/stta discharge stormmwater Into a Municipal Separate Siorm Sewer Systom (MS4)7? ZYES ONO

Arathers any walers of the U.S, within 50 fest of your proj warth disturb 7 OYES ENO

#re any of the waters of the U.S. to which you discharge designated by the stats or tribal authority under its entidegradation pollcy as a Tier 2 (or Tier 2.5) watar (water quallty excasds lovels necessary
fo support propagelion of fish, shellfish, and wildiife aid recrestion In and on the water] or as a Tier 3 water {Cutstanding National Rescurce Water)? Sos Appendix F
{hitpe:IA epagov/ production/files/2017-02/documents/2017_cgp_final_appendix_f_- Her_3_fier_2 and_ter_2.5 walers_S08.pif}

QYES ENO

001: MS4 - Bxisting 48" Storm Drain (Gity of San Bemnandino Tract 8277, Dwg. Mo. 5497)
Ter Deslgnation: N'A

I8 this receiving water Impalred (on the CWA303(d) list)? OYES ENO

Has a TMDL been pleted for this r g waterbody? DYES 8NO

002: Baldridge Creek (SBCFCD)
Ter Designation: N'A

15 this recelving water Impalred (on the CWA 303(d) llst)? DYES ENO

Has a TMDL been completed for this recelving waterbody? OYES ®NO

Stomwater Pollubon Prev ention Plan (SWPPP)

First Name, Mdde Inltial, LastName: Clifford W  Batten

Titie: Erwironmental Merager

Phane; 8054253530 Ext 4311
Emall: chatben@sarmanuel-nen.gov

Endengered Spacies Protection

Using the Instructions in Appendix D of the GGP, under which criterfon listad in Appendix D are you eligible for age undor this permit? Criterion C

Provide a brief summary of the basig for criterlon salection listad above {tha necessary content for a supportive basis statement is provided under the criterion you selectad.}:

Two formal biological surveys were conducted. There is a moderate potential for two listed bird species (least Bell's vireo & southwestern
willow flycatcher) neither of which were identified during the two formal biclogical surveys of the action area.

What faderally-listed specles or faderally-designated critica habltat are located in your Sectior: area™?

least Bell's vireo and southwestern willow flycatcher
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Whit s the distance between your site and the listed species or critical habitat {miles)?

0
Copy of your Slte Map:
Neme Creatad Date Size
S3rd fir Jer1B010513400,pdf O1/05/2018 3:46 PM 540.25 KB
Historic Presesvalion
fre you Installing any stormwater controls as described In Appandix E (http epa.g Ip files/2017-02/documents/2017_cgp_final_appendix_e_-_historic_properties_rets_508.pdf)
that require subsurface earth disturb (Appendix E (hitpe/iwww.spa.govisliss/production/files/2017-02/decuments/2017_cop_final_appendix_e_-_hlstoric_propertles_reqs 508.pf), Siep 1)
BYES OND
Hawe prior surveys er evaluations conducted on the slie already determined historic properties do not exist, or that prior disturbances have p d the existence of properties? (Appandix
(hitpsJiwww.epa.gov/sites/productionifiles/2017-02/docuwnents/2017_cgp_final_appendix_s_- historic, . properties_reqs_508.pdf), Step 2):
BYES ONO

Certification Information

Gortifled By: CWford Batten (CLIFFORDBATTEN)
Cortiflod On: OU/11/208 236 PM

| cantify under penslty of law that this document and all atiachments were prepared under my dmimaswvismmmﬂhasymdswmasmimmmdpersomdpmpaiygﬁaada’ld
evahsted the infarmation subrmitted. Besed an my inquiry of the person or persons who manage the system, or those persons directly responsible for gathering the irformation, the infarmation submitted Is, to the best
of my knowledge and belief, frue, accurate, and camplate. | have: no personal knowledge that the information submitted is other than true, accurate, and complete. | am awere that thene ere significant penalties for
subrnitting falze information, imluﬁgmepmsihility:ffinemdlnvisunuifa'm\imvitﬂm.Sgirgmdedmicdmnaimbdﬂdmrnrpasmissﬁedmuinhd, civil, administrafive, or other
lzaful action.
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Stormwater Pollution Prevention Plan (SWPPP)
East Reservation Infrastructure Phase 2

Appendix D ~ Copy of Inspection Form

EPA SWPPP Template, Version 2.1



Stormwater Poliution Prevention Plan {SWPPP)
East Reservaﬁo lnfros’rruc’rre Pcse 2

Appendix E - Copy of Comrective Acfion Form

EPA SWPPP Template, Version 2.1



Stormwater Pollution Prevention Plan (SWPPP)
East Reservation Infrastructure Phase 2

Appendix F ~ SWPPP Amendment Log

Instructions (see CGP Part 7.4):

~ Create alog here of changes and updates to the SWPPP. You may use the table
below to frack these modifications.

— SWPPP modifications are required pursuant to CGP Part 7.4.1 in the following
circumstances:

v Whenever new operators become active in construction activities on your site, or
you make changes to your construction plans, stormwater controls, or other
activities at your site that are no longer accurately reflected in your SWPPP;

v To reflect areas on your site map where operational control has been transferred
{and the date of transfer} since initiating permit coverage;

v Ifinspections or investigations determine that SWPPP modifications are necessary
for compliance with this permit;

v Where EPA determines it is necessary to install and/or implement addifional
controls at your site in order to meet requirements of the permit; and

— Toreflect any revisions to applicable federal, state, tribal, or local requirements that
affect the stormwater control measures implemented at the site.

— If applicable, if a change in chemical freatment systems or chemically-enhanced
stormwater control is made, including use of a different treatment chemical, different
dosage rate, or different area of application.

No. | Descripfion of the Amendment Date of Amendment Prepared by
Amendment | [Name(s) and Title]

INSERT DATE

INSERT DATE

INSERT DATE

INSERT DATE

INSERT DATE

INSERT DATE

INSERT DATE

INSERT DATE

EPA SWPPP Template, Version 2.1




Stormwater Pollution Prevention Plan (SWPPP)
East Reservation Infrastructure Phase 2

Appendix G -Subcontractor Cerifications/Agreements

SUBCONTRACTOR CERTIFICATION
STORMWATER POLLUTION PREVENTION PLAN

Project Number:

Project Title:

Operator(s):

As a subconiractor, you are required to comply with the Stormwater Pollution Prevention Plan
(SWPPP) for any work that you perform on-site. Any person or group who violates any condition
of the SWPPP may be subject to substantial penaiies or loss of confract. You are enhcouraged 1o
advise each of your employees working on this project of the requirements of the SWPPP. A
copy of the SWPPP is available for your review at the office trailer.

Each subcontractor engaged in activities at the construction site that could impact stormwater
must be identified and sign the following certification statement:

| cerdify under the penally of law that | have read and understand the terms and conditions of
the SWPPP for the above designated project and agree to follow the practices described in the
SWPPP.

This certification is hereby signed in reference fo the above named project:

Company:

Address:

Telephone Number;

Type of construction service to be provided:

Sighature:

Title:

Date:

EPA SWPPP Template, Version 2.1



Stormwater Pollution Prevention Plan (SWPPP)
East Reservation Infrastructure Phase 2

Appendix H - Grading and Stabillzation Activities Log

Date
Grading

Activity
initioted

Description of Grading Activity

Descripiion of Stabilization Measure
and Locatlon

Date Grading
Activity Ceased
{Indicate
Temporary or
Permanent)

Date When
Stablization
Mecrures
Initiated

INSERT DATE

INSERT DATE
[T Temporary
[J Permanent

INSERT DATE

INSERT DATE

INSERT DATE
O Tempoerary
O Permanent

INSERT DATE

INSERT DATE

INSERT DATE
O Temporary
O Permanent

INSERT DATE

INSERT DATE

INSERT DATE
O Temporary
3 Permanent

INSERT DATE

INSERT DATE

INSERT DATE
O Temporary
O Permanent

INSERT DATE

INSERT DATE

INSERT DATE
O Temporary
O Permanent

INSERT DATE

INSERT DATE

INSERT DATE
I Temporary
O Permanent

INSERT DATE

INSERT DATE

INSERT DATE
O Temporary
[ Permanent

INSERT DATE

EPA SWPPP Templaote, Version 2.1




Stormwater Pollution Prevention Plan {(SWPPP)
Eos Reservation Infrastructure Phase 2

Appendix | -SWPPP Training Log
Stormwater Pollution Prevention Training Log
Project Name:
Project Location:
Instructor's Name(s):

Instructor's Title(s):

Course Locatfion: Date:

Course Length (hours):

Stormwater Training Topic: (check as appropriate)

] Sediment and Erosion Controls (O Emergency Procedures
| Stabilization Controls [J Inspections/Corrective Aclions
[] Pollution Prevention Measures

Specific Training Objective:

Attendee Roster: {attach additional pages as necessary}

Name of Altendee Company

o

of~|o ||| —|2Z

EPA SWPPP Template, Version 2.1



Stormwater Pollution Prevention Plan (SWPPP)
East Reservation Infrastructure Phase 2

Appendix J -Delegation of Authority Form

Delegation of Authority

L (name), hereby designate the person or specifically described position
below to be a duly authorized representative for the purpose of overseeing compliance with
environmental requirements, including the Construction General Permit {CGP), at the
construction site. The designee is authorized to sign any
reports, stormwater poliution prevention plans and all other documents required by the permit,

(name of person or position)
(company)

{address)

(city. state, zip)

{phone)

By signing this authorization, | confirm that | meet the requirements to make such a designation
as set forth in Appendix | of EPA's CGP, and that the desighee above meets the definition of a
“duly authorized representative” as set forth in Appendix |.

I certify under penalty of law that this document and all attachments were prepared under my
direction or supervision in accordance with a system designed to assure that quaiified personnel
properly gathered and evaluated the information submitted. Based on my inquiry of the person
or persons who manage the system, or those persons directly responsible for gathering the
information, the information submitted is, to the best of my knowledge and belief, frue,
accurate, and complete. | have no personal knowledge that the information submitted is other
than true, accurate, and complete. | am aware that there are significant penalties for
submitting false information, including the possibility of fine and imprisonment for knowing
violations.

Company:

Signature:

Date:

EPA SWPPP Termplate, Version 2.1



Stormwater Pollution Prevention Plan (SWPPP)
East Reservation Infrastructure hse

EPA SWPPP Template, Version 2.1



Stormwater Pollution Prevention Plan [SWPPP)
East Reservation Infrastructure Phase 2

Appendix L - Historic Properties Documentation

Sez: S Mol Bnh f 7m0 L il es

Pfa ‘e
(e d mesten - Mos £OLL Fy
Collovsl KaSoveces Asresra o

Pee D)4

EPA SWPPP Template, Version 2.1



Stormwater Poliution Prevention Plan (SWPPP}
East Reservation Infrastructure Phase 2

Appendix M - Rainfall Gauge Recording

Use the table below to record the rainfall gauge readings at the beginning and end of each
work day. An example table follows.

Month/Year Month/Year Month/Year
Day | Start time | End time | Day | Starttime | Endtime | Day Start time End time
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EPA SWPPP Template, Version 2.1



Stormwater Pollution Prevention Plan [SWPPP)
East Reservation Infrastructure Phase 2

Example Rainfall Gauge Recording

April 2017 } May 2017 June 2017
Day | 7:00 am 4400 pm | Day | 7:00 am 4:00 pm Day | 7:00am 4:00 pm
1 - - 1 0.2 0 1 0] 04
2 — - 2 0 0 2 0 0
3 0 4] 3 0.1 0.3 3 - -
4 0 0.3 4 0] 0 4 -~ -
5 0 0 5 0 0 5 0 0]

In this example (for only partial months), 0.25-inch rainfall inspections would have been
conducted on April 4 and June 1.

EPA SWPPP Template, Version 2.1







